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TROUBLE ANALYSIS 

DEFINmON OF SYMBOLS USED IN FLOW CHARTS 



C_) 



starting or terminating step. 




Question block which is asking for a "yes - no" or 
"on - off" answer. Output lines will be labeled. 



Indicates some action is required or gives a brief 
description of situation. 



Refers reader to some other page for directions 
of particular operator action required. 



u 



Number within this symbol indicates one of the 
following: 

1. Page number which references this page. 

2. I'his page number, if this is a common 
entry from several other pages 

3. Page to exit to in order to continue 
usage of charts 



TROUBLE ANALYSIS (continued) 




If the error message thot typo* out on the 
console typesvriter indicotes a particular 
device malfunction; look up the page number 
for that device in the Index and refer to that 
page. 



Check switch 
settings on 
console 




Connect 
switch settings 



Q Re-IPL J 



Check load 
unit address 
switches on 
console 



I 



k) 



Check endale/ 

disable 

switches 



I 



Clear 

core storage 




Turn check 
stop switch 
on 




f PROCEED J 



TROUBLE ANALYSIS (continued) 




On 



Record ROS 
addr 



Syshem Is 
wait-ir>g & I/O 
is stopped 



I 





On, 



See 
supervisor 



See 
page 41 




Yes 



Depress staff 
push button 



Either system is waiting for 

an I/O operation 

or 

the system fs In a program 

loop 




Yes 



^ 



See supervisor for 
verification of 
switch settings. 
To proceed depress 
the start push 
button 



k) 



TROUBLE ANALYSIS (continued) 



^ 



Display core 
bytes & 1 




Machine check 

or 
channel check 




Run SEREP 
and/or EREP 
and save 
forCE 



Run s^and 
alone dump 
and save for 
SE/CE 



See Systenn/370 
low core error 
bytes 



UT Re-IPL ") 



Record bytes 
thru A 



Record bytes 
Ofhru 3 



Possible lost 
interrupt press 
request on 1052 
and type cancel 
or run stand 
alone. Dump 
and re-IPL 



Bytes - 

0-1 Message no. 

2-3 Channel and 

unit 
5 -A Sense data 



Run stand 
alone dump 
and save for 
CE 



IPL of wrong 
supervisor, get 
correct pack/ 
tape 




See DOSAOS operating guide IPL 
messages for all other IPL error 
recovery procedures 



TROUBLE ANALYSIS (continued) 



^ 




1052 is 
inoperafive. 
Turn on if off 



Reload paper 
and press 
reque$^ key 



Retry 



Enfer 01 in 
byfe 4 and 
press interrupt 




Record bytes 
2-3 channel 
and unit 



Possible inter- 
vention req, or 
not ready make 
ready 




Enter 02 

in byte 4 and 

press interrupt 



Possible 

wrong results 

or lost record 

if Ignore 
is used 




No 



Cancel 



Enter 03 in 
byte 4 and 
press interrupt 



Call CE and 
restart Job or 
other jobs 



Yes 



I 



(Continue \ 
process ^ 



See 

page 43 



TROUBLE ANALYSIS (continued) 




Display and 
record cur- 
rent PSW 




See 
page 19 



Either no 
task ready in 
system or rnoy 
have lost an 
interrupt 



^ 



Compare last 3 
hex digits of 
PSW (lAR) 
against the fol- 
lowing 



Display genera 
purpose 
register 10 





See 
page 34 



Re-IPL 



If error 
persists call 
CE 



Check console 
for out of 
paper or not 
ready cond 



Have supervisor check p>ack for 
duplicate or missing volume 
serial numbeis 



See 

page 43 




If oble to run without pack 
make drive not ready and 
re-IPL 



May have 
defective 
pack or drive 



^ ^ 



TROUBLE ANALYSIS (continued) 



^ 






All others not' 
s/stem wait 
state codes 



Run SEREP 
save for CE 
re-]PL 



l/O error on 
console 



Take stand 
alone dump 
save for CE 
IPL 



re 



Run 
SEREP 



Re-IPL run 
IFCEREPO 



Take stand 
alone dump 
save for CE 
re-i PL 




^ 




See 
page 179 




Save both 
print outs 
forCE 



c 



Start jobs 







System que ran out of space. 
Notify supervisor or system 
programmer 



May have lost 
an interrupt or 
no task ready 
in system 



*i 



^ 



TROUBLE ANALYSIS (continued) 



^ 




Re-IPL 



3 



Press stop key 
on sysfem 
console 



I 



Display and 
record left 
half of current 
PSW 



I 



Store these 4 
bytes into 
location thru 
3 of main 
storage 



I 



Zero bit U of 
the 4 bytes 
just stored 



I 



Display and 
record general 
register 14 



I 



Store these 4 
bytes Into loca- 
tion 4 thru 7 of 
moin-stofqge 



(! 



I 





J©© 

page 19 





See 
poge 25 



See 
page 24 




See 
page 34 




page 25 



PRESS PSW RESTART 



) 



If you want to shift to onother con- 
sole before resuming operotion 
press the Interrupt key on the system 
e panel 



Press stop key 
on system 
console 



I 



Turn wait bit off and store zeros 
in bits 40 thru 63 of current PSW 



Press start key 
on system 
console 



I 



See 
page 24 



System will resume operation and re- 
try operation involved in malfunc- 
tion. If you pressed the interrupt 
key, retry takes place on new 
console 



(continue) 



TROUBLE ANALYSIS (continued) 




Channel may be 
hung (normal 
condition for TP) 



Re-IPL, 
retry job 
If error per- 
sists notify 
CE 



System 
in a loop 



Turn on 
interval timer 
press start 
button 



I 



Press request 
on 1052 
console 




Turn interval 
timer off 
press stop 
button 



Cancel the 
looping ]ob 
with a dump 



I 



Record loop 
and proceed 



T 



T5 





Save dump 
for system 
programmer 
or CE 



(Continue ^ 
processing/ 



See 
page 43 



1 . Set rate switch to in- 
struction step. 

2. Display and record last 4 
bytes of current PSW or 
instruction counter. 

3. Press start and stop key. 

4. Repeat until you have in- 
struction stepped through 
the loop. If the loop is 
large you may capture 
the small and large ends 
of the loop by placing the 
rate switch in process and 
pressing start and stop 
until observation of the 
PSW or instruction counter 
shows the desired range. 

5. Set rate switch to process 
and press start. 



I 



See 
page 19 



TROUBLE ANALYSIS (corittnued) 



N. tape yy~ 


io/jnount reel on^ 

^'"^^ drive that ^ 

\^eated ]J/^ 


<^ 


/still 
fails 


JYes 


♦ No 




Y^ 




Keep iTonsport 
clean 



This IS only a 
l-emporary fix 
notify your CE 
of problem 



Return bod 
tape to your 
library for 
correction 



See 

page 43 



Suspect 
defective tape 
reel 



^4otify CE of 
down tope 
drive 



I 



See page 64 to 
determine if 
output tape 



Continue 
processing OS 
long as 

possible with- 
out thcrt drive 



Refer to poge 8 for 
pc»s9]le causes of tape 
drive failure 



10 



TROUBLE ANALYSIS (continued) 



^ 




^ 



See page116for 
possible causes 
of failure of 
other devices 



1 . Mount pack 
on different 
drive 

2 . Restart job 





For a 

select lock. 

check page 

9? 




Continue 
processing 



) 



No 



1 . Vary device 
off-line 

2. Notify CE 



DO NOT 
move pack 
again! 




I 



1 . Record 
failing de- 
vice address 

2. Notify CE 



I 



If possible 
continue proc- 
essing jobs that 
don't require 
device 



Run program 
DASDl on 
foiling pack 




Bod data , or track . 
Restore pack from 
backup tape. Re- 
start job 



Possible defective device. 
Mark both pack and device 
down. Call CE 




n 



TROUBLE ANALYSIS (continued) 




Check 
carriage tape 



Reload 

UCS 

buffer 



Restart 
writer for 
O/S only 




See Index for page 
number of device 
and go to that page 
for possible causes 
/cures. 




Notify IBM of down 
situation. Continue 
processing with other 
jobs and devices if 
possible 



See 
page 43 



(Continue ^ 
processing J 
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TROUBLE ANALYSIS (continued) 




Press request 
key on 1052 
console 




This is a 

hard wait 



Issue display 

request 

command 




Yes 



^ 



Take 

appropriate 

action 



Scan console 
to ensure all 
messages 
requiring 
operator action 
have been 
honored 




Take 

appropriate 
action per 
messages and 
codes SRL 



System may be 
waiting for work 
issue display 
active command 
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TROUBLE ANALYSIS (continued) 




^'System is wall^ 
^\ Jng for work^ 



The system: may 
have exhausted 
direct access 
space, issue a 
display Q 
command 




Direct access 
space will be 
released if you 
can start a 
writer for 
queued output 
fobs. You may 
find it necessary 
to issue a hold 
Q, stop reader, 
cancel jobs in 
order to start a 
writer 



I 



Release Q to 
resume normal 
processing 



Issue display 
U command to 
list status of 
devices on 
the system 




Force a device 
end interrupt 
(stop - start the 
device) 




1 



Hold Q to 
prevent 
initiation of 
new jobs 



I 



Display job- 
names for 
information 
about job 
starting and 
stopping 



I 



Display active 
for current job 
execution 
status 



I 



Stop readers 
and writers to 
correct possible 
main storage 
fragmentation 



I 



Cancel jobs 
with a dump 
in reverse 
order of 
priority 



I 



Display ac- 
tive to mon- 
itor changing 
environment 



1 



Release Q to 
resume normal 
processing 



I 



If the problem 
cannot be 
corrected, 
follow the 
procedure for 
hard wait 



^ 



14 



TROUBLE ANALYSIS (continued) 




Record con fen ts 
cjf the current 
PSW 



I 



Save master 
console sheet 



I 



Execute the 
stand-alone 
dump 

{ Re-IPL J 



See 
page 19 
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FUNCTIONAL CHARACTERISTICS OF MANUAL CONTROLS 



This chapter is a grouping of techniques and related data you will need 
to use In running the system. 



LOAD Icey 
START Icey 

STOP key 

SYSTEM RESET key 

CHECK RESET key 
INTERRUPT key 

DISPLAY key 



ADDRESS COMPARE 
switch 



LOAD UNIT 
switches 

PR-KB 



RATE switch 



STORAGE SELECT 
switch 



LOAD li^t 
WAIT li^t 



Loads an IPL program. 

Starts instruction execution. (Works 
only if the CPU Is in the stopped mode.) 

Puts the CPU in the stopped mode. 

Interrupts instruction, processing, and 
resets the CPU, channels, on-line non- 
shared control units, and I/O devices. 
Does not reset registers. 

Resets the console check lights . 

Interrupts program execution by causing an 
external interruption. The operating system 
allows you to switch from the primary con- 
sole to the alternate console. -OS only 

Displays Information you specify by setting 
appropriate panel switches. Works only tf 
the CPU is In Ihe stopped mode. 

Stops the CPU when it reaches any address 
you select tn advance. Used to load a 
secondary nucleus at IPL time. -OS only 

Tell the system where to get Ihe IPL 
program when you push the LOAD key. 

The printer-keyboard Is an I/O device that 
provides alter/display and operator control 
functions. 

Sets the rate the CPU will operate at (used 
only when the CPU la already In stopped 
mode): PROCESS rate — normal speed; 
INSTRUCTION STEP rate — one whole 
Instruction per push of the START key; 
SINGLE CYCLE rate ~ one whole micro- 
program Instruction per push of the START 
key. 

Works only if the CPU Is in the stopped 
mode. Selects the storage area addressed 
by the address switches: 

FP -^ floating point registers 

GP — general purpose registers 

PSW — current program status word 

MS — main storage 

L£ — local storage 

SP — storage protection 

IC — Instruction counter 

Goes on when the LOAD key Is pushed, goes 
off when the IPL chain is brolten. 

Goes on when the CPU is in the wait state. 
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MANUAL ll^t Goes on when the CPU Is In the stopped 

mode. 

TEST light Goes on wben the switches wlft a NORMAL 

position are not pointing to that position. 

SYSTEM U^t Goes on when the CPU or channels are 

running. 

STORAGE DATA Goes on after the DISPLAY key Is pressed 

lights when their corresponding keys are set to specl]^ 

data to be loaded Into storage or into registers. 



18 



HOW TO DISPLAY THE CURRENT PSW 

Displaying the PSW varies from one machine model to the next, so the 
steps are described according to model number. 

PSW For Model 20 Qaly 

Left Half of Current PSW 



Not 
Used 


C C 


Not 
Used 


ASCII 


CHAN 
Mask 


Device 
Addreae 


Function 
^eelflcatlon 



12 3 4 5 6 7 8 9 1011 12 13 14 15 

Right Half of Current PSW 



Next Sequential Instruction Address 



16 

On the Model 20 



31 



Main storage displaying is done one byte at a time on the Model 20. 
Register displaying, Including dlsplaylag the current PSW, Is done 
two bytes at a time on the Model 20. 

• Press STOP 

• Turn MODE switch to the DISPLAY REGICTER position. 

• Turn DATA SWITCH 1 to position 2 for left half of 
PSW or position 3 for rl^t haH of current PSW. 

• Depress START key. 

• Proper halfword is displayed in the E, S, T, and R registers. 



Left Half of Current PSW 








System Mask 


Key 


AMWP 


Interruption Code 





8 


12 


1 


6 


■ 
31 

— Not valid 



Normal Right Half of Current PSW 



Current PSW 



ILC 


CC 


Program 

Mask 


Instruction Address 



32 34 

Ctt the Model 25 



36 



40 



63 



Aux storage and main storage displaying Is done two bytes at a time on 
the Model 25. Local storage displaying is done one byte at a time on the 
Model 25. 

To display System Mask, Key, AMWP; 

• Press STOP. 

• Set MODE switch to A S DATA position. 

• Set console switches A, B, C, and D to 00A8. 

• Depress DISPLAY key. 

• System mask, key, and AMWP will be displayed tn the 
BYTE and BYTE 1 Indicators. 
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HOW TO DISPLAY THE CURRENT PSW (continued) 

To display rest of PSW: 

• Set MODE switch to MOD/LS posltloh - Information will 
now be coming out of local storage and can only be displayed 
one byte at a time In the console BYTE 1 indicators. 

• Set console switches A and B to 00. 

• Set console switches C and D to the desired location, 
PSW fields will be found at the locations below. 

Switch C D 

Instruction Length 84 (bits and 1 of BYTE 1) 

Condition Code 8C (bits thru 3 of BYTE 1) 

Program Mask 8D (bits thru 3 of BYTE 1) 

Instruction Address 88 and 89 

Note: The 4 bit decode of the condition code is as follows; 

Bits - 1 2 3 

Cond. code 0-0000 

Cond. code 1-0101 

Cond. code 2-0010 

Cond. code 3-0111 

On the Model 30 

Storage displaying, including displaying the current PSW, is done 
one byte at a time on the Model 30. 

• l^ress STOP. 

• Turn the STORAGE SELECT switch E to 'AS' with red 
flag up. 

• Turn switch A to 'LS' or numeric 7. 

• Turn MAIN STORAGE switches: B to zero, C and D to 
the desired location. PSW fields will be found at the 
locations below. 

Switch C D 

System Mask B8 

Protect Key B9 ^1^ order 4 bits) 

AMWP B9 (low order 4 bits) 

Interruption Code External old PSW (bits 16-31) 

InBtruction Length 8C (bits 4 and 5) 

Condition Code BB (high order 4 bits) 

Program Mask BB (low order 4 bits) 

Instruction Address A9 & AA (or I & J register) 

Note: Condition code is displayed as four bits (8, 4, 2, 1), one bit at a 
time. 

• Press DISPLAY to display the data lii the main storage data 
register and the address in the low order eight bits of the 
main storage address register. 
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HOW TO DISPLAY THE CURRENT PSW (continued) 
On the Model 40 

Storage displaying, including displaying the current PSW, is 
done two bytes at a time on the Model 40. 

• Press STOP. 

• Set the STORAGE SELECT switch to PSW. 

• Set the STORAGE ADDRESS bit switches as follows: 

All bits off for the first half-word of the PSW. 

Bit 7 on for the second half-word. 

Bit 6 on for the third. 

Bits 6 and 7 on for the last half-word, 

• Press the DISPLAY key. 
On the Model 44 

• Depress the STOP key. 

• Turn the STORAGE SELECT switch to the desired 
half of the PSW. 

• Depress the DISPLAY key. 

On the Model 50 

Storage displaying, Including displaying the current PSW, is 
done 4 bytes (one word) at a time on the Model 50. 

• Press STOP. 

• Set the ADDRESS switches to 170. 

• Set the STORAGE SELECT switch to LOCAL. 

• Press the DISPLAY key. 

• Rotate roller 3 (CPU 1) to position 1, showing the L 
register which contains the first half of the PSW, 

• Rotate roller 4 (CPU 2) to position 3 and examine bits 
32-39, labeled PSW, to find the first byte of the second 
word of the PSW. 

• The last three bytes of the PSW are in the instruction 
address register. 

On the Model 65 

Storage displaying, including displaying the current PSW, is 
done eight bytes (two separate words) at a time on the Model 65. 

• Press STOP. 

• Look at roller 4 position 1 for the left half of the current 
PSW, CC and program mask. 

• Look at the D register (roller 1 position 2) for the Instruction 
Address . 

On the Model 75 

Storage displaying. Including displaying the current PSW, is 

done eight bytes (one whole double-word) at a time on the Model 75. 

• Press STOP. 

• Look at the PSW register Indicator lights for the current PSW. 
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HOW TO DISPLAY THE CUKRENT PSW (continued) 

On the Mo del 91/95 

Storage displaying, including displaying the current PSW, Is 
done eight bytes (one whole double word) at a time on the 
Model 91/95. 

• Press STOP. 

• Look at the PSW register Indicator lights for the 
current PSW^ 

Note: To insure the validity of the Instruction address, be sure machine 
is in the STOP STATE. If this cannot be done by depressing the 
STOP button, it may be necessary to either hit SYSTEM RESET 
buttMi or put the RATE switch to the SINGLE CYCLE position 
and depress Sie HARD STOP button. 

On the Model 145/155 

Refer to Alter /t)isplay Operations on the Model 145/155 <pag6 27). 

Oa the Model 165 

• Press STOP. 

• Set CRT MODE SELECT to CE, 

• See bits 40-63 at IC on CRT. 

• See bits 0-15 and 32-39 at Image A3 on Indicator 
viewer. (Bits 16-31 are O's.) 

• To resume, set CRT MODE SELECT to OP and press 
START, 



ALTER THE CURRENT PROGRAM STATUS WORD (PSW) 



On the Model 20 



Press STOP, 

Turn MODE switch to the ALTER REGISTER position. 

Turn DATA SWITCH 1 to position 2 to alter the left half 

of current PSW or position 3 to alter the ri^t half of 

current PSW. 

Set new data In switches E, S, T, and R. 

Depress START key. 



On the Model 25 



Note: An alter function must be preceded by a display function 
on the Model 25 

• To alter system, mask, key, AMWP area. 

• Do a PSW display operation to the system mask, key, 
and AMWP area. 

• Put desired information in console switches A, B, C, and D. 

• Depress STORE key. 

• To alter any part of rest of PSW. 

• Do a PSW display operation on the desired area of the 
PSW to be changed. 

• Put desired information in console switches A and B. 

• Depress STORE key. 



On the Model 30 



• Proceed as in displaying the current PSW, 

• Put new data in the data keys. 

• Hit STORE and the new data will be entered. 



On the Model 40 



• Proceed as in displaying the current PSW. 

• Put new data in the data keys . 

• Hit STORE and the new data will be entered. 



On the Model 44 



Depress the STOP key. 

Turn the STORAGE SELECT switch to the desired half 

of the PSW, 

Enter the desired PSW information in the DATA SWITCHES. 

Depress the OTORE key. 



On the Model 50 



• Be sure machine is in manual mode. 

• Record address in INSTRUCTION ADDRESS REGISTER. 

• Set address keys to 170. 

• Set storage switch to LOCAL. 

• Put new data in data keys . 

• Hit STORE and new data will be entered. 

• Hit SYSTEM RESET key. 

• Put address noted in step 2 in address keys. 

• Hit SET IC key. 
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ALTER THE CURRENT PROGRAM STATUS WORD (PSW) (continued) 
On the Model 65 

• Put new PSW doubleword In the data keys. 

• Store the data at location zero. 

• Hit PSW RESTART. 



On the Model 75 



• Put new PSW doubleword In the data keys . 

• Hit SET PSW. The whole PSW, Including the 
Inatructlon counter, will be set to that data. 



On the Model 91/95 

• Put new PSW in CBR data keys. 

• Hit SET PSW. The whole PSW, including the 
instruction counter, will be set to that data. 

On the Model 145 and 155 

Refer to AlterA)lsplay Operations on the Model 145/155 (page 27). 

On the Model 165 

• Press STOP. 

• Set CRT MODE SELECT to CE. 

• See bits 40-63 at IC on CRT. 

• See bits 0-15 and 32-39 at Image A3 on indicator 
viewer. (Bits 16-31 are O's.) 

• Set MANUAL ENTRY SELECT to MCDR, 

• Enter desired data via data keys. (If error is made, 
press =^ until wraparound, then return to desired 
byte and enter correct data. ) 

• When all eight bytes are in MCDR, press SET PSW. 

To verify, perform steps 1-4 of "Display Current PSW. " 

• To resume, set CRT MODE SELECT to OP and press 
START. 
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TO ALTER MAIN STORAGE 



On the Model 20 



• Press STOP. 

• Turn MODE switch to STORAGE ALTER position. 

• Set new hex data byte in DATA SWITCH 1 and DATA SWITCH 

• Set the address to be altered in switches E, S, T, and R. 

• Depress START key. 



2. 



On the Model 25 



• Do a display function on the desired address. 

• Set Data into console switches A, B, C, D. 

• Depress STORE key. 



On the Model 30 



Set up address as you would in displaying main storafje 

(machine must Ije in manual mode). 

Set the byte of data to be stored into the rotary data 

switches H and J (use hexadecimal representation 

of data) . 

Press STORE; the new data Is displayed in the main 

storage data register. 



On the Model 40 



• Sot up address as you would in displaying main storage. 

• Set the half-word of data to be entered Into the data keys. 

• Press STORE. 



On the Model 44 



• Depress the STOP key. 

• Turn the STORAGE SELECT switch to MS. 

• Set the address of the location to be modified in the 
STORAGE ADDRESS switches. 

• Set the data to be stored in the DATA SWITCHES. 

• Depress the STORE key. 



On the Model 50 

• Machine must be in manual mode. 

• Set address to be stored into, in the address keys. 

• Set STORAGE SELECT switch to MAIN. 

• Put data to be stored in the data keys. 

• Press STORE. 

Note : Any location not ending in 0, 4, 8, or C . must be stored at its 
proper byte location in the selected word. 
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TO ALTER MAIN STORAGE (continued ) 
On the Model 65 

To alter a doubleword : 



• Press STOP. 

• I'ut address to be altered in the address keys. 

• Set STORAGE SELECT to MAIN. 

• I'ut data In the 64 data keys. 

• Press STORE. 

To alter a byte do the same as above but: 

• lihit Into address keys 21-23 the byte number of the data 
keys that are to be stored. 

• Set STORAGE SELECT to MAIN BYTE. 

• l>reas STORE . 



On the Model 75 



• I'ress STOP. 

• Set address switches to the location of the lowest byte 
of the doubleword to be altered . 

• Set STORAGE SELECT to MAIN STOR, 

• I'ress DISPLAY. Contents of doubleword will be displayed 
in J register. 

• Set data switches to match J register. 

• Set new information In the appropriate data switches. 

• I^ess STORE. 

• Repeat first four steps to check for accuracy. 



On the Model 91/95 



• Press STOP, 

• Set ADDRESS switches (CAR) to the lowest doubleword 
that contains the byte(s) to be altered. 

• Set STORE/DISPLAY to main storage. 

• Press DISPLAY. Contents of the doubleword will be 
displayed in the CBR poa 0-31, 32-63. 

• Set CBR data switches to match CBR lights. 

• Set new information in appropriate CBR data switches. 

• r>rGss STORE. 

• Repeat first four steps to check for accuracy. 
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TO ALTER MAIN STORAGE (continued) 

Oa the Model 145 and 155 

Alter/display operations are performed by the operator from the PR-KB. 
The PR-KB provides a record of flie operation, the locatlon(s) accessed, 
and the data involved. 

Display operations print data from storage for Inspection by the operator. 
The data is not changed. 

Alter operations change the stored data. 

Alter/Dlaplay Procedure: 

• Press the CPU STOP key. 

• Press the ALTER/DISPLAY key. 

« Walt for both ALTERAJISPLAY MODE and PROCEED 
to turn on. 

• Type the appropriate two-character mnemonic and address 
of the information or register to be altered or displayed 
from the following. 



Storage Area 


Alter 
^hlemon^c 


Display 
Mnemonic 


Address 
Range 


Main Storage 


AM 


DM 


000000-03FFFF 


Storage Key 


AK 


DK 


©O0O00-03FFFF 


General-Purpose 
Register 


AG 


DG 


tl-F 


Floating-Point 
Register 


AF 


DF 


0, 2, 4, 6 


Current PSW 


AP 


DP 


None required 



Alter: Data may be entered, one digit at a time, using the 
spacebar to skip over positions not being altered- The data 
In the skipped-over positions remains unchanged and prints 
out each time the spacebar is operated. To end the alter 
operation, press the ALTER/DISPLAY or END key. 

Display: Data is printed starting at the address specified 
and continues until the ALTER/DISPLAY or END key is 
pressed. When zeros are typed to the left of the address, 
the operation is started automatically- When zeros are 
not inserted, press the RETURN key. 

• To continue program processing, press the CPU START 
key. 
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TO ALTER MAIN STORAGE (continued) 

On the Model 145 and 155 (continued ) 

Note ; When the operation Is ended with the ALTER/DISPLAY key, the 
PR-KB remains in alter/display mode (ALTER/DISPLAY MODE 
indicator on). 

When the operation is terminated with the END key, alter/display 
mode is terminated. 

For alter/display of general-purpose and floating-point registers, 
a wraparound is performed (F to for GP regtaters, and 6 to 
for floating-point registers). 

When addressing main storage, either a word or byte address may 
be used. If the starting address is not on a word boundary, the 
PR-KB spaces and aligns at the byte addressed. 

Alter /Display Error Messages 

IX\'AL CHAR prints when one of the following errors occurs: 

• The first character of a mnemonic is not A or D. 

• 'I'he second character is not M, S, L, K, C, G, F, or P. 
S, L, and C are used by service personnel. 

• An invalid digit is typed when addressing or altering data. 

• I'he CANCEL key is pressed. 

IX\'AL ADDR prints when one of the following errors occurs; 

• invalid starting address. 

• The updated address exceeds the capacity of specified 
storage. 

On the Model 165 

• Press STOP. 

• Set CRT MODE SELECT to CE and MANUAL ENTRY 
SELECT to MCAR. 

• Set STORAGE SELECT to MAIN STOR. 

• Press ^ until cursor underscores second byte. 

• Enter six-digit-hex address via data keys. (If error is made, 
press =C> until wraparound, then return to desired byte and 
enter correct data.) 

• When six-digit address shows at MCAR, press DISPLAY. 
See eight bytes of storage displayed at MCAR on the CRT. 

• To see next doubleword, press ADV ADDRESS, then press 
DISPLAY. 

• I^ress ^ until cursor underscores desired byte. 

m Enter desired data via data keys. (If error is made press 
^0 until wraparound, then return to desired byte and enter 
correct data.) 

• When MCDR shows desired data (eight bytes), press STORE. 
To verify, perform steps 1-7 of "Display Storage. " 

• To resume, set CRT MODE SELECT to OP and press START. 
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TO DISPLAY MAIN STORAGE 
On the Model 20 



• Press STOP. 

• Turn MODE switch to STORAGE DISPLAY position. 

• Set the display address In' switches E, S, T, and R. 

• Depress START key. 

• Data bjrte is displayed in the U and L registers . 



On the Model 25 
On the Model 30 



Press STOP. 

Set MODE switch to the MS DATA position. 

Set console switches A, B, C, and D, to the lowest 

halfword that contains the byte(s) to be displayed. 

Hit DISPLAY key. 

Data will be displayed in the BYTE and BYTE 1 indicators. 



Press STOP. 

Turn the STORAGE SELECT switch E to 'MS' with the red 

flag- up. 

Turn the main storage address switches A, B, C, and D 

to the address to be displayed. 

Press DISPLAY. The data will be in the main storage data 

register, wlille the address will be in the main storage 

address register. 



On the Model 40 



On the Model 44 



On the Model 50 
On the Model (M 



Press STOP. 

Set the STORAGE SELECT switch to 'MS'. 

Set the STORAGE ADDRESS switches to the address to Ix; 

displayed. 

Press DISPLAY. Tlie data will be in the STORAGE DATA 

registers, bytes and 1. 



Depress the STOP key. 

Turn the STORAGE SELECT switch to MS. 

Set the address to be displayed in the OTORAGE ADDRESS 

switches. 

Depress the DISPLAY key. 



Press STOP, 

Set the address switches to the address to be disi)layed. 

Set the STORAGE SELECT switch to MAIN. 

Press DISPLAY. The data will be in the storage data 

register. 



Press STOP. 

Set the STORAGE SELECT lever switch to the middle 

position — main storage. 

Set the address switches to the address to be displayed. 

Press DISPLAY. The data will Iw in the ST register 

(roller 1 position 3 and roller 2 position 3), the AB 

register (roller 3 position 3 and roller 4 position 3) and 

position and 1 of E register - ILC (roller 5 position 3). 
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TO DISPLAY MAIN STORAGE (continued) 
On the Model 75 



• Preas STOP. 

• Set the STORAGE SELECT switch to MAIN STOR. 

« Set the address switches to the address to be displayed. 

• Press DISPLAY. The data will be in the J register. 



On the Model 91/95 

• Press STOP. 

• Set the STORE /IDISPLAY switch to STORAGE. 

• Set address switches (CAR) to the lowest doubleword 
that contains the byte(s) to be displayed. 

• Press DISPLAY. The data wUl be in the CBR 
pos 0-31, 32-63. 

On the Model 145 and 155 

Refer to Alter A)l8play Operations on the Model 145/155 (page 27). 

On the Model 165 

• Press STOP. 

• Set CRT MODE SEILECT to CE and MANUAL ENTRY 
SELECT to MCAR. 

• Set STORAGE SELECT to MAIN STOR. 

• Press ={> until cursor underscores second byte. 

• Enter six-digit-hex address via data Iceys. (If error is 
made, press <k until wraparound, then return to desired 
byte and enter correct data. ) 

• When slx-dlgit address shows at MCAR, press DISPLAY. 
See elg^t bytes of storage displayed at MCAR on the 
CRT. 

• To see next doubleword, press AD V ADDRESS, then 
press DISPLAY. 

• To resume, set CRT MODE SELECT to OP and press 
START. 



HOW TO CLEAR MAIN STORAGE 
On the Model 20 



Press STOP. 

Set MODE switch to the STORAGE FILL position. 

Set ADDR SW to any position. 

Set DATA SW to 40 (or desired fill charater) 

Depress START key. 

To stop operation, depress STOP key. 



Cai the Model 25 



On the Model 30 



Press STOP- 

Put MODE switch to any position in the SINGLE CYCLE 

range. 

Set console switches A, B, C, D, to 0000. 

Set DIAGNOSTIC CTRL switch to the LOAD PRGM STOR 

position. 

Put MODE switch to the PROCESS position. 

Depress SYSTEM RESET key. 

Depress START key. 



Press STOP. 

Set Instruction address keys to 0BF8. 

Set ROS CONTROL to ROS SCAN. 

Set CHECK CONTROL to DISABLE. 

Press SYSTEM RESET. 

Press ROAR RESET. 

Press START. 

To stop the clearing process momentarily set 

RATE switch to SINGLE CYCLE. 

Press SYSTEM RESET. 



On the Model 40 



• Press STOP. 

• Set CHECK CONTROL to STOP. 

• Disable the Interval timer. 

• Press SYSTEM RESET. 

• Set the RATE switch to SINGLE CYCLE. 

• Enter 1000 (hexadecimal) in STORAGE DATA keys. 

• Flip up the STORAGE STATS switch. 

• Set RATE switch to PROCESS. 

• Set DIAGNt^TIC CONTROL switch to MS ADDRESS. 

• Press START. The microprogram light shwild come on 
when main storage is cleared. If any oQier red lights are 
on, main storage is not fully cleared; repeat procedure. 

• Turn DIAGNOSTIC CONTROL switch to OFF. 

• Press SYSTEM RESET. 
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HOW TO CLEAR MAIN STORAGE (continued) 
On the Model 44 



Depress the SYSTEM RESET key. 

Turn all STORAGE ADDRESS Bwltches and DATA SWITCHES 

off (up). 

Depress the SET IC key. 

Depress the SYSTEM RESET key. 

Turn on STORAGE ADDRESS switch 30. 

Turn the MS ADDRESS COMPARE switch to LOAD. 

Depress the START key. 

Depress the STOR EXTN switch to clear extension storage. 

Restore the STOR EXTN and MS ADDRESS COMPARE 

switches to normal. 

Depress the STOP key. 



On the Model 50 





Press STOP. 




Hit SYSTEM RESET. 




Set IC to zero. 




Set RATE switch to SINGLE CYCLE 




l^t 0200 in storage data keys. 




Flip ROS REPEAT INSN down. 




Hit START. 




Set RATE switch to PROCESS. 




Flip up all data keys. 




Flip up ROS REPEAT INSN. 




Hit START. 




Hit SYSTEM RESET. 




Hit STORE. 


On the Model 65 





• Press STOP. 

• Flip data keys up. 

• Flip down address keys 0, 21, 22. 

• Hit SYSTEM RESET. 

• Hit ROS TRANSFER. 

• Set STORAGE SELECT to LOCAL and then back to MAIN. 

• Hit SYSTEM RESET. 



On the Model 75 



• Press STOP. 

• Press SYSTEM RESET. 

• Set general purpose register to zeros. 

• Set PSW to zeros. 

• Set the data switches to 90 in first byte , 01 in second. 

• Flip down ENABLE STORAGE RIPPLE. 

• Flip up all other switches. 

• Press LOAD A-B REGS. 

• Hit START. 

• Hit SYSTEM RESET. 

• Flip up ENABLE STORAGE RIPPLE. 
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HOW TO CLEAR MAIN STORAGE (continued) 
On the Model 91/95 

• Press STOP. 

• Hit CLEAR CBR. 

• Hit CLEAR CAR. 

• Put STORAGE TEST switch EMS ONLY - BOTH - MWS 
ONLY in appropriate position. 

• Put STORAGE TEST switch STORE - OFF - FTH in 
the STORE position. 

• Hit START STOR TEST icey. 

• To atop operation put STORAGE TEST switch STORE - 
OFF - FTH to the OFF position. 

On the Model 145 and 155 

• Hold the ENABLE SYSTEM CLEAR l<ey in the operated 
position. 

• Press the SYSTEM RESET or LOAD key. 



On the Model 165 



• Hold SYSTEM CLEAR; press SYSTEM RESET. 

• Release SYSTEM CLEAR; manual light turns on. 

• Perform IPL. 
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HOW TO DISPLAY A GENERAL PURPOSE REGIgTER (GPR> 

On the Model 20 

• Pi'oceed as In displaying the current PSW except dial 
In the correct GPR (8 thru F) to be displayed In 
DATA SWITCH 1. 



On the Model 25 



Press STOP. 

Set MODE switch to the AS DATA position. 

Set console switches A and B to 00. 

Set console switch C from to F to display GPR's 0-15. 

Set console switch D to or 2 to display the left halfword 

or tiie right halfword of the GPR selected by console switch C. 

Depress DISPLAY key. 

The proper halfword of the selected GPR will be displayed 

In the BYTE and BYTE 1 indicators. 



On the Model 30 



• Machine must be in manual mode. 

• Set switch A to LS. 

• Set switch B to zero. 

• Set switch C to desired GPR. 

• Set STORAGE SELECT switch E to AS position with 
red flag up. 

• Set switch D to correspond to desired byte of GPR - that 
is, to 0, 1, 2, or 3. 

• Press DISPLAY. The data is displayed in the main storage 
data register. 



Oi the Model 40 



On the Model 44 



Set STORAGE SELECT switch to GP. 

Enter into the storage address bank of keys labeled 

REGISTER SELECT the number In binary of the 

register desired, and the specific half-word desired in the 

portion marked HALF-WORD. 

Press DISPLAY. The half-word will be displayed in the 

storage data lights . 



Depress the STOP key. 

Turn the STORAGE SELECT switch to GPR. 

Operate the STORAGE ADDRESS switches for the 

desired GPR (binary code In the low-order four 

digits). 

Depress the DISPLAY key. 
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HOW TO DISPLAY A GENERAL PUHPOSE REGISTER (GPR) (continued ) 
On the Model 50 

There are four "sectors" In local storage: 

00 - Channel Sector 

01 - Working Sector 

10 - Floating Point Registers (FPR) 

11 - General Purpose Registers (GPR) 

The machine must be in manual mode In order to display any sector of 
local storage. 

• Put sector number to be displayed in address Iseys 22 and 23. 

• Put register to be displayed in address keys 24-27. 

• Set STORAGE SELECT to LOCAL. 

• Press DISPLAY. 

• Rotate roller 3 (CPU 1) to position 1 (L register). The 
contents of the specified location in local storage is now 
displayed in the L register. 

• To resume processing, press start key. Manual light goes off. 



On the Model 65 



• Set STORAGE SELECT to LOCAL. 

• Put GPR number in address keys 20-23. 

• Hit DISPLAY. The contents of the register will be displayed 
In the T register - position 3 of roller 2. 



On the Model 75 



• Set STORAGE SELECT to GP REGS. 

• Put the register number in the REGISTER SELECT keys. 

• Hit DISPLAY. The left word of RBL REG will show the 
contents of the GPR. The right word will be blank with 
parity bits on. 

• To display an FPR, set STORAGE SELECT to FP REGS 
and proceed as for GPR. 



On the Model 91/95 

• Set STORE/DISPLAY switch to the GEN REGS position. 

• Put the register number in address keys (CAR) 
positions 28-31, 

• Hit DISPLAY. CBR positions 0-31 will show the contents 
of the GPR. 

On the Model 145 and 155 

Refer to Alter A)isplay Operations on the Model 145 and 155 (page 27), 

On the Model 165 

• Press STOP. 

• Set CRT MODE SELECT to CE and MANUAL ENTRY 
SELECT to MCAR. 

• Set STORAGE SELECT to GEN PUR. 

• Press =&• until cursor underscores high-order (leftmost) 
byte in MCAR. 

• Select the register: enter two digits via data keys, (If error 
Is made, press ^ until wraparound, then return to desired 
byte and enter correct data. ) 

• Press DISPLAY. See the fuUword desired at the right-half 
of MCDR on the CRT. 

• To resume, set CRT MODE SELECT to OP and press START. 
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HOW TO ALTER A GENERAL PURPOSE REGISTER (GPR) 
On the Model 20 

• Proceed as In altering the current PSW except dial 
In the correct GPR (8 thru F) to be displayed 

in DATA SWITCH I. 

On the Model 25 

• Do a display function to the GPR to be altered. 

• Set desired data Into console switches A, B, C, and D. 

• Depress the STORE key. 



On the Model 30 



• Follow same procedure as In displaying a register. 

• Put the data you wish to enter Into the storage data portion 
of the keys. 

• Press STORE. 



On Ote Model 40 



• Follow same procedure as In displaying a register. 

• Put data in storage data keys. 

• Press STORE. 



On the Model 44 



Depress &e STOP key. 

Turn flie STORAGE SELECT switch to GPR. 

Place GPR address in the STORAGE ADDRESS switches. 

Place date In the DATA SWITCHES. 

Depress the STORE key. 



On the Model SO 



• Machine must be In manual mode. 

• Put sector number in address keys 22 and 23. 

• Put word to be stored into Id address keys 24-27. 

• Set STORAGE SELECT to LOCAL. 

• Put data ta the data keys. 

• Press STORE. 

On the Model 65 

Proceed as in displaying a register but: 

• Put in the bottom bank of data keys the data you wish to 
store. 

• Hit STORE. 
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HOW TO ALTER A GENERAL PURPOSE REGISTER (GPR) {continued ) 
On the Model 75 

To alter a GPR proceed as In displaying and: 

• Put data into the left half of the data keys. 

• Hit STORE. 

To alter a FPR proceed as in displaying and: 

• Put data into the data keys. Put the characteristic in 
the byte; when you display the FPR, the characteristic 
will be in Byte 7. 

• Hit STORE. 

On the Model 91/95 

To alter a GPR proceed as in displaying and: 

• Put data into CBR positions 0-31. 

• Hit STORE. 

On the Model 145 and 155 

Refer to Alter A)isplay Operations on the Model 145 and 155 (page 27). 

On the Model 165 

• Press STOP. 

• Set CRT MODE SELECT to CE and MANUAL ENTRY 
SELECT to MCAR. 

• Set STORAGE SELECT to GEN PUR. 

• Press => until cursor underscores high-order (leftmost) 
byte in MCAR. 

• Select the register; enter two digits via data keys. (If 
error is made, press =*■ until wraparound, then return to 
desired byte and enter correct data.) 

• Press DISPLAY. See the fullword desired at the right- 
half of MCDR on the CRT. 

• Check that the => underscores hl^-order byte. 

• Enter desired data via data keys. (If error Is made, press 
=^ until wraparound, then return to desired byte and enter 
correct data. ) 

• When the right-half of MCDR shows desired data (four 
bytes), press STORE. To verify, press DISPLAY. 

• To resume, set CRT MODE SELECT to OP and press 
START. 
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grOP ON MAIN STORAGE ADDRESS 
On the Model 20 



On the Model 25 



Press STOP 

Set MODE switch to the ADDRESS STOP position. 
Set the stop address in switches E, S, T, and R. 
Depress START key. 



Press STOP. 

Set the address to be stopped at in console 

switches A, B, C, and D. 

Set MODE switch to MS ADR STOP position. 

Depress START KEY. 

When desired address is reached the machine will 

stop with the ADR MATCH li^t on under CPU STATUS. 



On the Model 30 



• Put the address you wish to stop on in address switches 
A, B, C, and D. 

• Put ADDRESS COMPARE switch on SAH DELAYED STOP. 

• The CPU status MATCH indicator will come on when the 
address is reached. 



On the Model 40 (Not effective during IPL) 



Put the address you wish to stop on in the storage address 

keys. 

Turn ADDRESS COMPARE to MS STOP. 



On the Model 44 



• Depress STOP key. 

• Place stop address in the STORAGE ADDRESS switches. 

• Set MS ADDRESS COMPARE switch to STOP. 

• Depress START key — the machine wIU stop at the 

end of the Instruction that accesses the selected address. 
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STOP ON MAIN grORAGE ADDHESS (continued) 

On the Model 50 

Do not perform the following steps while a program Is executing. 

• Put address to be stopped on In the address keys. 

• Set lAR switch to STOP. 

• The instruction pointed to by the address keys will be 
executed and the next address in the program will be 
displayed in the lAR. 

• If liie ttistruction pointed to by the address keys is a branch 
Instruction and the branch is taken, the address of the 
branch instruction will be displayed In the lAR, 



On the Model 65 



• Put the address to stop on in the address keys. 

• Flip down the ADDRESS COMPARE STOP switch. 

• Press START. 



On the Model 75 



• Put address to be stopped on In the address keys. 

• Flip down the ADDRESS COMPARE STOP switch. 

• Press START. 



On the Model 91/95 



Put address to be stopped on in the address keys (CAR), 

Put ADDRESS COMPARE switch to the INSN position in 

the CPC HARD SrOP range. 

Put CYCLIC PROGRAM COUNTER ENTRY switches 

to a value of zero. 

Press START. 



On the Model 145 and 155 



• Press the STOP key. 

• Set ADDRESS COMPARE switch to the I COUNTER 
position. 

• Put address to be stopped 'on in the console switches 
CDEFGH. 

• Set the ADDRESS COMPARE CONTROL toggle switch 
to the STOP position. 

• Press the START key. 



On the Model 165 



• Press STOP. 

• Set CRT MODE SELECT to CE. 

• Set ADDRESS COMPARE /SYNC to IC. 

• Set STOP ON COMPARE (MS) to STOP. 

• Set CS/MS to MS. 

• Set MANUAL ENTRY SELECT to MRAR. 

• Press :<> until cursor underscores second byte In MRAR. 
Enter six-dlglt-hex stop address via data keys. (If error 
is made, press =^ until wraparound, then return to desired 
byte and enter correct data.) 

• To resume, set CRT MODE SELECT to OP and press 
START. 
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POWER-ON PROCEDURE 

1. Before depressing power-on. Insure that all preparation has 
been completed and that no one ia Involved in manual manipu- 
lations with any machinery attached to the system. 

2. Depress power on push button. 

3. The length of time required by the system to complete its 
automatic cycling up process depends on the type system 
and the number of devices attached to it. 

4. Do not attempt any operation until the power on push button 
has a white glow. This indicates that the system is completely 
powered up and ready for use. 

5. If some of the devices attached fall to power up, an IBM 
representative should be notified. 

Note: For Models 65, 75 and 91/95 

Before the power up cycle Is complete the power on push 
button should have a red glow. This should indicate that the 
system is not ready for use yet, 

POWER-OFF PROCEDURE 

1. In preparation to turn power off: 

a. Depress system reset push button. 

b. Unload all disk and tape drives. 

c. Open or disengage the print unit release lever on all 1403*8. 

2. Depress the power off push button. 

3. Some devices may not go off. Check if LOCAL/REMOTE 
switch Is in REMOTE position before placing a service call. 
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HOW TO RECORD THE ROS (READ ONLY STORAGE) ADDRESS 

Note: The only time that the ROS address may be accurately recorded 
is when the ROS unit has stopped. To accomplish tills it is 
advisable to set the rate switch to the single cycle position-. 



On the Model 30 



On the Model 40 



On the Model 50 



On the Model 65 



Record the hexadecimal value of the W register and 
the X register. These registers are shown in the 
read only storage area of the main console In the 
upper right section. 



Insure that the display switch (located just below the 
emergency off knob) is in its center position. 
Record the hex value found in the " ROBAR-ROSAR- 
ROAR-ROSCAR " indicators (located just beneath and 
to the left of the display switch). 



The current ROS address is indicated on roller 
number 4 (labeled CPU2), roller position 7. 
The previous ROS address is indicated on the same 
roller described in the previous step except at roller 
position 8. 



Roller number one, position number 4 indicates the 
ROS address, ROS previous address A and ROS 
previous address B, Each one of these is 3 hex 
bytes long and should all be recorded (see section V 
of this manual for a definition of "hex byte"). 
Roller number three, position number 4 has one light 
whose status should be recorded. It Is the second from 
the right, and is labeled "PREV ADR A ". Simply record 
whether it is on or off. 
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TO CALL IBM f OR SERVICE 

1. First check to see if there is a CE on site. 

2, If not call your local IBM dispatch at: 

Normal IBM Branch Office hours _ 
Outside of Normal Office hours 



Give dispatch the following Information: 

1. Your company name, your name and extension. 

2. Type of machine (box) that gives the error 
indications, 

3. Type of system attached to (Mod 30, Mod 
65, etc) 

4. What is your urgency? 

5. If known, is your trouble hardware or 
software. 

6. Any special Instructions a CE might need to 
know to get to your account. 

7. The CE that normally services your Account. 

CE NAME— 
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WORD 



DOUBLE WORD 

A 



Bits 



BYTE I BYTEI BYTg I'TYTi: 

12 3 



78 



15 16 23 24 



BVTEI BYTE 
4 S 



31 32 39 40 47 48 



BYTE I BYTE 
6 7 



55 56 



63 



BYTE 

HALF WORD k- 

ONE BINARY BIT 



-1 r 



12 3 


4 


5 


6 


7 



r< 



ONE BYTE — 

ONE ONE 

h HEX -1* HEX* 

CHAR CHAR 



DECIMAL 


HEXI- 

- DECIMAL 


BINARY 








01 


01 


0000 0001 


02 


02 


0000 0010 


04 


04 


0000 0100 


08 


08 


0000 1000 


IS 


10 


0001 0000 


32 


20 


0010 0000 


64 


40 


0100 0000 


128 


80 


1000 0000 


171 


AB 


1010 1011 


205 


CD 


1100 1101 


239 


EF 


1110 1111 



HEXADECIMAL AND. DECIMAL CONVERSION 

To find the decimal number, locate the Hex number and its decimal equivalent for each 
position. Add these to obtain the decimal number. To find the Hex number, locate the next 
lower decimal number and Its Hex equivalent. Bach difference is used to obtain the next Hex 
number until the entire number is developed. 



BYTE 


BYTE 


BYTE 1 


0123 


4567 


0123 


4567 


0123 


4567 1 


HEX DEC 


HEX DEC* 


HEX DEC 


HEX 


DEC 


HEX 


DEC 


HEX 


DEC 



































1 1.048, 576 


1 


65,536 


1 


4,096 


1 


256 


1 


16 


1 


I 


2 2,097,152 


2 


131,072 


2 


8, 192 


2 


512 


2 


32 


2 


2 


3 3.145,728 


3 


196,608 


3 


12,288 


3 


768 


3 


48 


3 


3 


4 4,194,304 


4 


262,144 


4 


16,384 


4 


1,024 


4 


64 


4 


4 


5 5,242,880 


5 


327,680 


5 


20.430 


5 


1.280 


5 


80 


5 


5 


6 6,291,456 


6 


393,216 


6 


24.576 


6 


1.536 


6 


96 


6 


6 


7 7,340,032 


7 


458,752 


7 


28,672 


7 


1.792 


7 


112 


7 


7 


8 8,388,608 


8 


524,288 


8 


32.768 


8 


2.048 


8 


128 


8 


8 


9 9,437,184 


9 


589, 824 


9 


36.864 


9 


2.304 


9 


144 


9 


9 


A 10,485,760 


A 


655.360 


A 


40,960 


A 


2,560 


A 


160 


A 


10 


B 11,534,336 


B 


720,896 


B 


45,056 


B 


2,816 


B 


176 


B 


11 


C 12.582,912 


C 


786,432 


C 


49, 152 


C 


3,072 


C 


192 


C 


12 


D 13,631,488 


D 


851.968 


D 


53,248 


D 


3.328 


D 


208 


D 


13 


E 14,680,064 


E 


917.504 


E 


57.344 


E 


3.584 


E 


224 


E 


14 


F 15,728,640 


F 


983,040*1 


F 


61,440 


F 


3,840 


P 


240 


F* 


15 


6 


5 


4 


3 


2 


1 









POWERS OF 16 


POWERS OF 2 










16" 




n 


2" 




n 






1 







512 


9 








16 


1 


1 


024 


10 








256 


2 


2 


048 


11 








4 096 


3 


4 


096 


12 








65 536 


4 


8 


192 


13 






1 


048 576 


5 


16 


384 


14 






16 


777 216 


6 


32 


768 


15 






268 


435 456 


7 


65 


536 


16 






4 294 


967 296 


8 


131 


072 


17 






68 719 


476 736 


9 


262 


144 


18 




1 


099 511 


627 776 


10 


524 


288 


19 




17 


592 186 


044 416 


II 


I 048 


576 


20 




281 


474 976 


710 656 


12 


2 097 


152 


21 




4 503 


599 627 


370 496 


13 


4 194 


304 


22 




72 057 


594 037 


927 936 


14 


8 388 


608 


23 


1 152 921 


504 606 


846 976 


15 


16 777 


216 


24 
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CODE CHARTS 



EXTENDED IBM CARD CODE TO HEXADECIMAL 





Bl 


T 


E 


O 


TEO 


TE 


TO 


EO 




.,.,- » . 






(Zones) 










Bl 


40 


50 


60 


FO 


70 


6A 


CO 


DO 


1 


Fl 


CI 


Dl 


61 


Bl 


91 


81 


Al 


2 


F2 


C2 


D2 


E2 


B2 


92 


82 


A2 


3 


F3 


C3 


D3 


E3 


B3 


93 


83 


A3 


4 


F4 


C4 


D4 


E4 


B4 


94 


84 


A4 


5 


F5 


C5 


D5 


E5 


B5 


95 


85 


A5 


6 


F6 


C6 


D6 


E6 


B6 


96 


86 


A6 


7 


F7 


C7 


D7 


E7 


B7 


97 


87 


A7 


8 


F8 


C8 


D8 


E8 


B8 


98 


88 


A8 


9 


F9 


C9 


D9 


E9 


B9 


99 


89 


A9 


18 


79 


49 


59 


69 


BO 


90 


80 


AO 


28 


7A 


4A 


5A 


EO 


BA 


9A 


8A 


AA 


38 


7B 


4B 


5B 


6B 


BB 


9B 


8B 


AB 


48 


7C 


4C 


5C 


6C 


BC 


9C 


8C 


AC 


58 


7D 


4D 


5D 


6D 


BD 


9D 


8D 


AD 


68 


7E 


4E 


5E 


■ 6E 


BE 


9E 


8E 


AE 


»78 


7F 


4F 


5F 


6F 


BF 


9F 


8F 


AF 


a 19 


31 


01 


11 


21 


71 


51 


41 


El 


g29 


32 


02 


12 


22 


72 


52 


42 


62 


39 


33 


03 


13 


23 


73 


53 


43 


63 


4« 


34 


, 04 


14 


24 


74 


54 


44 


64 


59 


35 


05 


15 


25 


75 


55 


45 


65 


69 


36 


06 


16 


26 


76 


56 


46 


66 


79 


37 


07 


17 


27 


77 


57 


47 


67 


89 


38 


08 


18 


28 


78 


58 


48 


68 


189 


39 


09 


19 


29 


30 


10 


00 


20 


289 


3A 


OA 


lA 


2A 


■FA 


DA 


CA 


EA 


389 


3B 


OB 


IB 


2B 


FB 


DB 


CB 


EB 


489 


3C 


OC 


IC 


2C 


FC 


DC 


CC 


EC 


589 


3D 


OD 


ID 


2D 


FD 


DD 


CD 


ED 


689 


3E 


OE 


IE 


2E ■ 


FE 


DE 


CE 


EE 


789 


3F 


OF 


IF 


2F 


FF 


, DF 


CF 


EF 



Bl = Blank 
T = Twelve 
E = Eleven 
O = Zero 
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PROGRAM STATUS WORD 



System Mask* 



Key , 



AMWP* 



Interruption Oxie 



23 24 






7 8 



II 12 



15 16 



31 



1 



ILC 



cc 



Prog. 
MMk* 



InBtruction Address 



47 Us 



55 '5& 



32 33 34 35 35 39 40 





Multiplexer channel mask 


1 


Selector channel I mask 


2 


Selector channel 2 mask 


« 


Selector channel 3 mask 


4 


Selector channel 4 mask 


5 


Selector channel: o mask 


6 


Selector channel 6 maefc 


7 


External mask 


12 


ASCII mode (A) 



63 



13 
14 
15 
32-33 
34-35 
36 
37 
38 
39 



Machine chock mask (M) 
Wail state <W) 
Problem state (F) 
Instruction Length code (ILC> 
Condition code (CC) 
Fixed-polni overflow mask 
Decimal overflow mask 
Exponent underflo* mask 
Significance mask 



*A one-bit equals on, and permits an Interrupt. 



CODE FOR PROGRAM INTERRUPTION 



Ihterrupcion Code 


Program Interruption 
Cause 


DEC 


HEX 


BINARY 


1 


01 


0000 0001 


Operation 


2 


02 


0000 0010 


Privileged operation 


3 


03 


0000 0011 


Exccuie 


4 


04 


0000 0100 


Protection 


5 


05 


0000 0101 


Addressing 


6 


06 


0000 Olio 


Specification 


7 


07 


0000 0111 


Data 


8 


08 


eooo 1000 


Fixed-point overiTlow 


9 


09 


0000 1001 


Fixed-point divide 


10 


OA 


0000 10 10 


(Decimal overflow 


U 


oe 


0000 iOll 


Decimal divide 


12 


oc 


0000 1100 


Exp>nent overflow 


13 


CD 


0000 llOl 


Exponent underflow 


14 


OE 


0000 lllO 


Significance 


15 


OF 


0000 ini 


Floating-point divide 



PERMANENT STORAGE ASSIGNMENT 

DEC 


8 

16 

24 

32 

40 

48 

S6 

64 

72 

76 

80 

84 

89 

96 
ICH 
112 
12p 
128 



ADDRESS 
HEX 


BINARY 


LENGTH 





0000 


0000 


double-word 


8 


0000 


1000 


double-word 


10 


0001 


0000 


double-word 


18 


0001 


1000 


double-word 


20 


0010 


0000 


double-word 


28 


0010 


1000 


double-word' 


30 


0011 


0000 


double-word 


38 


0011 


1000 


double-word 


40 


0100 


0000 


double-word 


48 


0100 


1000 


word 


4C 


0100 


1100 


word 


50 


0101 


0000 


word 


54 


0101 


0100 


word 


58 


0101 


1000 


double-word 


60 


Olio 


0000 


double-word 


68 


ouu 


1000 


double-word 


70 


0111 


oooo 


double-word 


78 


0111 


1000 


double -word 


80 


1000 


0000 


(1) 



PURPOSE 

Initial program loading PSW 
Initial program loading CCWl 
Initial progrein loading CCW2 
External old PSW 
Supervisor call old PSW 
Program old PSW 
Machine-check old PSW 
liput/output old PSW 
Charnel status word 
Channel address word 
Unused 

Timer (uses bytes 50. 51 & 32) 
Unused 

External new PSW 
Supervisor call ite« PSW 
Program new PSW 
Machine-check new PSW 
Input/output new PSW 
Dlegnoatlc scan-out area 



(1) Tbe size of the dlagno«tic scan-out area depends on the particular model and I/O 
chann«lt>; for models 30 through 75, maximum size la 256 bytes. 
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CONDITION CODE SETTING 



FLOATING-POINT ARITHMETIC 



Add NormallKed S/L 


zerp 


<zero 


> zef* 


overflow 


Add Unnormalized S/L 


zero 


<zero 


> zero 


overflow 


Compare S/L (A :B) 


equal 


A low 


A high 


-- 


Load and Test S/L 


zero 


<zero 


>zero 


-- 


Load Complements S/L 


zero 


<zero 


>zero 


-- 


Load Negative S/L 


zero 


<zero 


-- 


— 


Load Positive S/L 


zero 


. -- 


>zero 


-- 


Subtract Normalized S/L 


zero 


<zero 


>zero 


overflow 


Subtract Unnormalized S/L 


zero 


<zero 


>zero 


overflow 


FIXED-POINT ARITHMETIC 










Add H/F 


zero 


<zero 


>zero 


overflow 


Add Logical 


zero. 


not zero. 


zero 


not zero, 


1 


not carry 


not carry 


carry 


carry 


Compare H/F (A:B) 


equal 


A low 


A high 


-- 


Load and Test 


zero 


•czero 


>zero 


-- 


Load Complemmc 


zero 


<zero 


>zero 


overflow 


Load Negative 


zero 


<zero 


-- 


-- 


Load Positive 


zero 


— 


> zero 


overflow 


Shift Left Double 


zero 


<zero 


> zero 


overflow 


Shift Left Single 


zero 


tzero 


> zero , 


overflow 


Shift Right Double 


zero 


<zero 


> zero 


— 


Shift Right Single 


zero 


<zero 


> zero 


-- 


Subtract H/F 


zero 


< zero 


> zero 


overflow 


Subtract Logical 


-- 


not zero, 


zero, 


not zero. 






not carry 


carry 


carry 


DECIMAL ARITHMETIC 










Add Decimal 


zero 


<zero 


>zero 


cerflow 


Compare Decimal (A:B) 


equal 


A low 


A high 


-- 


Subtract Decimal 


zero 


<zero 


> zero 


overflow 


Zero and Add 


zero 


<zero 


>zero 


overflow 


LOGICAL OPERATIONS 










AND 


zero 


not zero 


-- 


-- 


Compare Logical <A ;B) 


equal 


A low 


A high 


-- 


Edit 


zero 


<zero 


> zero 


-- 


Edit and Mark 


zero 


'■ zero 


> zero 


-- 


Exclusive OR 


zero 


not zero 


-- 


— 


OR 


zero 


not zero 


-- 


-- 


Test Under Mask 


zero 


mixed 


-- 


one 


Translate and Teat 


zero 


incomplete 


complete 


-- 


iNPUT/ouTarr operations 








Halt I/O 


not woridng 


halted 


stopped 


not oper 


Star I/O 


available 


CSW stored 


busy 


not oper 


Test Channel 


not vrorking 


CSW ready 


working 


not oper 


Test I/O 


available 


CSW stored 


working 


not oper 
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INPUT/OUTPUT 



CHANNEL ADDRESS WORD 



Key 1 1 




Command Address 






34 7 8 
CHANNEL COMMAND WORD 


15'16 




23 '24 


31 


Command Code 


Data Address 


7 8 


is'ie 




23'24 


31 


FUgs I 1 


1 


Byte Count 







32 



36 37 



39 40 



47 48 



55 56 



63 



Refer to OPERATION CODE tables for flag bit (Bits 32-36) assignments. 
Bit 32 causes the address portion of the next CCW to be used. 
Bit 33 causes the command code and data address in the next CCW to be used. 
Bit 34 causes a possible incorrect length indication to be suppressed. 
Bit 35 suppresses the transfer of information to main storage. 
Bit 36 causes an interruption as Program Control Internet. 

CHANNEL STATUS WORD 



1 


Key [ 


000 1 




Command Address | | 





34 


7 8 




15'16 


23'24 31 1 


1 status 


Byte Count i | 


32 




39'40 




47 '48 


55 '56 63 


32 


Attention 


36 Channel end 


40 


Program - controlled 


43 Protection check 


33 


Status modifier 


37 Device end 




interruption 


44 Channel data check 


34 


Control unit end 


38 Unit check 


41 


Incorrect length 


45 Channel control check 


35 


Busy 


39 Unit exception 


42 


Prog 


ram check 


46 Interface control check 

47 Chaining check 



CENTRAL PROCESSOR 



ADDRESSING 



CARD 
READER M 






STATUS 



SIO OOC 



CAW 



CCW 



CCW 



^ CSW 



COMMAND 



The start I/O instruction selects an I/O Device and causes 

the cCTitral processor to look at the Channel Address Word. (CAW) 

The Channel Address Word tells the Central Processor where in 
storage it can find the Command (CCW) to be performed on the 
selected device. 

At the end of the I/O operation the device causes its status to 
be stored in a fixed location in storage which is called the 
Channel Status Word (CSW). 



DASD CHANNEL COMMAND CODES (See A26-5988) 









Multiple Track 
(M-T)Ofr 




M-T On t 


^)t(We 








Command fa CCW 


Count 


0123 4567 


Hex Dec 


Hex Dec 


Control 


No Op 


X 


0000 0011 


03 


03 






Seek 


6 


0000 0111 


07 


07 






Seek Cylindet 


6 


0000 1011 


OB 


11 






Seek Head 


6 


0001 1011 


IB 


27 






Set File Mask 


1 


0001 nil 


IF 


31 






Space Count 


X 


0000 nil 


OF 


15 






Transfer in Channel 


X 


XXXXlOOO 


X8 








Recalibrate (2311 only) 




0001 oon 


13 


19 






Restore (2321 only) 


X 


0001 0111 


17 


23 


■ 


Sense 


Sense I/O 


4 


0000 0100 


04 


04 




Switching 


Release Device 


X 


1001 0100 


94 


148 






Reserve Device 


X 


ion 0100 


B4 


180 




Seaicbf 


Home Address EQ 


4 (usually) 


0011 1001 


39 


57 


B9 185 




Identifier EQ 


S (usually) 


0011 0001 


31 


49 


Bl 177 




Identifier HI 


S (usually) 


0101 0001 


51 


81 


Dl 209 




Identifier EQ or HI 


5 (usually) 


0111 0001 


71 


113 


Fl 241 




KeyEQ 


1 to 255 


0010 1001 


29 


41 


A9 169 




Key HI 


1 to 255 


0100 1001 


49 


73 


C9 201 




Key EQ or HI 


1 to 255 


Olio 1001 


69 


105 


E9 233 




Key & Data EQ* -\ 




0010 1101 


2D 


45 


AD 173 




Key & Data HI* 




0100 1101 


4D 


77 


CD 205 




Key & Data EQ or HI* 




Olio uoi 


6D 


109 


ED 237 




Continue Scan EQ* 


Note 1 


0010 0101 


25 


37 






Continue Scan HI* 




0100 0101 


45 


69 






Continue Scan EQ or HI* 




Olio 0101 


65 


101 






Continue Scan No Compare* 




0101 0101 


55 


85 






Continue Scan Set Compare^ 




0111 0101 


75 


117 




Reodf 


Home Address 


5 


0001 1010 


lA 


26 


9A 154 




Count 


8 


0001 0010 


12 


18 


92 146 




Record RO 


Number 


0001 Olio 


16 


22 


96 150 




Data 


of bytes 


0000 0110 


06 


06 


86 134 




Key & Data 


trans- 


0000 1110 


OE 


14 


8E 142 




Count, Key & Data 


ferred 


0001 1110 


IE 


30 


9E 158 




Initial Program Load <1PL) . 




0000 0010 


02 


02 




Write 


Home Address 
Record RO 


5 (usually) 
8+KL+DL of 


0001 1001 


19 


25 








RO 


0001 0101 


15 


21 






Count, Key & Data 


8+KL+DL 


0001 1101 


ID 


29 






Special Count, Key & DaU* 


8+KL+DL 


0000 0001 


01 


01 






Data 


DL 


0000 0101 


05 


05 






Key & DaU 


KL&DL 


0000 1101 


OD 


13 




• Special F 


eature Note 1. Includes masl 


: bytes in search 


argument. 






t M-TOn- 


■ M-T Off except, during Search 


and Read bit 


- 1 in M-T On. 






X - not sign 


iflcant; KL - Key Length OL - 


Date Length; EC 


J -Equal; HI -High 
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c;hannel command cooes 



Device 



2540 



Commarvi for CCW 



Read, Feed. Select Slacker SS Type A A 

Read Type AB 
Read. Feed (1400 com pat ability mode only) 

Feed. Select Stacker SS Type BA 

PHR Punch, Feed, Select Stacker SS Type BA 

Ponch, Feed; Select Stacker SS Type BB 



SS 


Stacker 


00 
01 
10 


Rl 
R2 
RP3 



D 


Oala Mode 




1 


EBCDIC 
Column Binary 



B-Bit Code 



I 2 3 < 5 6 7 



Hex 



Dec 



1442 Nl 



1403 or 
1443 





M 


M 


M 


M 


Read 








X 




Read 







X 




Read 





1 


X 




Read 




1 


X 




Write 








X 




Write 







X 




Write 





1 


X 




Write 




1 


X 




Control 











Control 





1 






Control 


1 


1 






Sense 






1 


1 


SenEe 









I 



Eject and SSI 

Eject and SSI 

Eject and SS2 

Eject and SS2 

SSI 

Eject and SSI 

SS2 

Eject and SS2 

Eject and SSI 

SS2 

Eject and SS2 

f\inch diagnostic 

Read dla^ostic 

X ' means EBCDIC mode 

X * 1 meajiB Column Binary Mode 



Reed 
Write 

Control 
No Op 
Sense 



Write, No Space 

Wfite, Space 1 After Print 

Write, Ei>ace 2 After Prim 

Write, !^ce 3 After Print 

Write, Skip To Channel N After Print 

r>iagnt>stlc Read (1403) 

Diagnostic Read (1443) 

Test 1/) 

Senas 



Carriage 
Qmtrt^ 



Space I lAnt Immediately 
Space 2 Line Immediately 
Space 3 Line Immediately 
Skip To Channel N Immediately 
No Op 



c 


H 


A 


N 


Channel 




c 


K 


A 


N 


Channel 











1 


1 





1 


1 


1 


7 








i 





2 




1 











8 


CI 





i 


1 


3 




1 








1 


9 


u 


1 








4 




1 





1 


n 


10 





1 





1 


5 




1 





1 


1 


11 


Ul 


I 


Lu 


Ltd 


6 




-L- 


J_ 


XL 


Il_ 


12 



01 
09 
17 
25 

02 
06 
00 
04 



11 
19 ; 
27 

o:< 
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IBM 2400/3420 Uasaetic Tape Unit Command Code Format 

Command Code Format 



Write 

Read 

Read Backward 

Sense 

Control 
























1 

















Q 


1 

















1 


1 








R 


R 


R 


R 





1 














c 


C 


C 


1 


1 


1 


D 


D 


M 


M 


M 





1 


1 


1 


1 


N 


N 


N 





1 


1 



C C C (Control Code ) 

^ Rewind (REW) 

1 = Rewind and Unload (RUN) 

1 - Erase Gap (ERG) 

1 1 = Write Tape Maris (WTM) 

1 = Backspace Block (BSB) 
1 1 = Bapkspace File (BSF) 

1 1 = Forward Space Block (FSB) 

1 1 1 = Forward Space File (FSF) 

H R R R 



Data Security Erase fDSE) 

N N 











(Tape motion operation) 
(Seven-track mode setting operation) 
(Nine-track mode setting operation - 2400 ' 
Models 4-6. NOP for Models 1-3.) 
(3803/3420 only) 



N 











1600 bpi P.E. 

(Reset Condition) 

1 800 bpi NRZI 



NOTE: Other bit patterns in this 
group reserved for future use. 



D D (Density Set) — Seven Track Operation Only 

= 200 bpi 1 

I =- 556 bpi Seven-Track 

1 = 800 bpi Reset condition ' 

1 1 Set Nine-Track Mode - Models 4-6 



1 111= Sense Control Unit Reserve (3803 with two-ch sw feature only) 
1 10 J = Sense Control Unit Release (3803 with two-ch sw feature only) 
0= Sense Command (All Control Units) 

Notes : 1. Nine-track operation overrides but does not reset a seven-track mode setting. Seven-track operation overrides but does not reset a nine- 
track mode setting. Nine-track operations on 2400 Models 1, 2, 3 force 800 bpi and odd parity. 

2. A DSE must follow and be command chained to an ERG. Failure to do so results in command reject. 

3. The 3803 does not write 7-track at 200 bpi (issuing a 200 bpi mode set forces 556 bpi, odd parity). 

4. A sense reserve or sense release command issued to a tape control without the two-chaiuiel switch feature results in command reject. 

5. A sense reserve or sense release command must be issued by themselves or be the first command in a chain. Failure to do so results 
in command reject. 



r 
M M 


M (Mode Modifiers) 




P 

4-1 

w 


o 

w 


'u 

g 

> 


o 

u 

Hi 

u 

cu 

g 

o a- 

ll 


o 

(-1 

o 
O 

n 


o 

u 


o 


fH 

■4-J ,^-», 
0] CO 























NOP (No Operation) 

Reserved for Diagnostic use ONLY. 

























1 




1 


X 


X 




X 






X 




Reset Cond (Note 1) 


1 
















X 


Nine-track NRZI only - Note 5 


1 


X 




X 




X 




X 






1 


X 




X 




« 


X 












1 




1 1 


X 


X 






X 




X 




Reset Cold (Note 2) 


1 1 


X 


X 






X 


X 









X = Condition set on or activated by related mode modifier bit configuration. 

NOTES: 1. Reset condition if data converter feature is installed with the seven-track feature. This command will be 
■ rejected by control units that have the seven-track feature, but do not have the data converter feature 
installed. Density, odd parity, and translator off will be set. 

2. Reset condition if data converter feature is not installed with the seven-track feature. 

3. TIE - Track in error 

4. A read backward command overrides data converter on mode set, 

5. Request TIE issued to a Model 4, 5, 6 PE or 2415 results in NOP. 



Message Format For DOS and TOS 

The system-to-operator messages have two basic forms. The 
first form (illustrated here) consists of a two-character 
program identifier (prefix), followed by a four-character 
message code, and comments. The comments can extend 
to more than one line but the program identifier and message 
code are not repeated on succeeding lines, 

BG xxxxc [ Comments...] 

[ . . . Comments. . . ] 

The following program identifiers are used in multiprogramming. 

Identifier P^^oglHH 

BG Background program 

Fl Foreground-one program 

F2 Foreground-two program 

AR Attention routine 

SP Supervisor 

The second form of system-to-operator message consists of 
two linos. The first line contains the program Identifier and 
Is followed by any comments. The second line consists of the 
message code and message. 

BG [. . .Comments. . .] 
xxxxc [. . . Message. . J 



X XXX c 

1TL 



Action Indicator A - Operator must perform 
some action. 
D - Operator must perform 

some decision, 
I - Giving operator some 
information. 



' Message Number 

Program Origin 






SUPVR or IPL 


1 


JOBCTRL 


2 


LINK EDT 


3 


Librarian 


3E 


Erep 


4 


Llocs 


4B 


BTAM 


4C 


PDA IDS 


n 


QTAM 


4E 


ESTV 


4V 


VTOC 


5 


PL/1 


6 


RPG 


7T 


Tape Sort 


7D 


Disk Sort 


8 


Utilities 


9 


Autotest 


A 


Assembler 


B 


FORTRAN 


C 


COBOL 


E 


EMULATOR 
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MESSAGE FORMAT FOR OS 

The exact formats and meanings of Individual messages are con- 
tBlned In the publication IBM Syatem/SSO Operating System ; 
Messages and Codes , GC28-6631. 

A console mesBa.ge from an IBM program is up to 120 characters 
long and has the following format: 

xfi xxsj oo qc JOi. . ,XK 

I— ( Message Text 

I Action 

~ J Indicator 

IBM Standard 
Message Code 

Message 

Identification 

(ID) 

Message Identification (ID) 

A 2-character numeric field called the message ID appears to 
the left of, and is separated by one blank from any message that 
requires a reply. Use this number with the REPLY command to 
enable the system to identify the reply. When the message does 
not require a reply, the message ID does not appear. 

The maximum number of IDs, not exceeding 100, is set at the 
time the system is generated. The system assigns a unique 
ID to each reply-requesting message. 

After processing a REPLY, the ID may be reassigned to another 
message. If a job ends before you can REPLY to a message, 
another message is written listing all the message IDs you 
should ignore, 

I BM Standard Message Code 

The IBM Standard message code is a unique alphanumeric code 
of at least six characters assigned to each message written by 
IBM programs. The code identifies fee program that ia the 
source of the message. 

For exsLvaple, codes starting with the following characters 
Identify the programs listed: 



Codex 


Program 


IBC 


Independent Utilities 


lEA 


Supervisor 


lEB 


UtUItles 


lEC 


Data Management 


lEE 


Master Scheduler 


lEF 


Job Scheduler 
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Action Indicator 

The action indicator is a l-character alphabetic mnemonic that 
denotes the general class of action required. It appears Immediately 
following the IBM standard message code. It is separated from 
the message text by at least one blank character. 

The following action indicators are defined for System/360 Operating 
System programs: 

A: An "await action" condition that requires you to perform a 

specific action before the task will continue. The action is 
specified either in the message text field or In a supplemental 
listing. An example of such action is the mounting or 
required data volumes. 

D: An "await decision" condition that requires you to choose 

between alternative courses of action. For example, 
if a job requires more input/output devices than are 
currently available, you can either vary a device or 
cancel the job. 

E: Eventual action; operator must perform action when 

he has time. 

It An Information message that does not require Immediate 

action. For example, this type of message could be used 
to indicate that a certain control program phase has been 
completed, or that certain tape units are now available 
for the mounting of new volumes. 

W: A "cannot proceed" condition that stops processing until 

the action to be taken is determined, and this action 
is performed. For example, this condition could 
be caused by a suspected machine malfunction requiring 
investigation by the Customer Engineer. 

S; A "cannot proceed" condition caused by a hardware malfunction 

that cannot be corrected by retry. Run the standard, stand- 
alone diagnostic program called SEREP, following the 
procedure given in Chapter 4. 

Message Text 

The message text Is a brief statement of Information, a request for 
action, or a request by the program for Information to be supplied. 

Internal, Serial Numbers; 

You may find internally-generated serial numbers of the form LGLxxx 
or /xxxxx in the text of messages requesting you to dismount unlabeled 
tape volumes. If you are asked to retain these volumes, mark them 
with their internal serial numbers, using any convenient means, 
such as masking tape and a felt-tipped pen. The system may later 
ask you to remount the volumes, using their internal serial numbers, 
in an order different from the one in which they were dismounted. 
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Input-Output Error Messages 

1. lEAOOOA adr.INT REQ.cm.stat.sensbbbbbb, ,ser, Jjj 

lEAOOOA adr.INT REQ,CC-3/N0 PATHS AVAILABLE, ,, jjj 

Explanation: 

For the first format of the message, the Input/output supervisor 
detected a device that requires Intervention; for the second format 
of the message, the Input/output supervisor received a not opera- 
tional indication on the last available path to a device. 

In the message text in hexadecimal, the fields are: 

adr 

Unit address of the device. 

cm 

Operation code of the channel command word (CCW) during 
whose execution the error occurred. If the channel command 
word cannot be found, this field appears as **. 



Stat 
sens 
bbbbbb 

ser 
jjj 



Status portion of the channel status word (CSW). 

First 2 sense bytes for the error condition. 

Next 3 sense bytes for the error condition. This field 
appears only for devices that give more than 2 bytes of 
sense Information. 

Serial number of the volume on which intervention is 
required. This field appears only for magnetic tape or 
direct access devices. 

Job name, in characters, during which Intervention Is 
required. (If the job name cannot be determined, this 
field will be left blank. ) 

Operator Response : 

For the first format of the message, talce an appropriate action, 
such as : 

• iviake the unit ready. If the unit cannot be made ready, 
cancel the job. 

• Feed more cards to the reader or punch. 

• Clear a card jam. 

• Empty a stacker. 

• Empty the chip box. 

• Put paper Into the printer or ccmsole typewriter. 

For the second format of the message, either physically turn on a 
path to the device (for example, a control unit switch or a channel 
switch) or VARY a path online that has been previously varied off- 
line. Then, if necessary, make the device ready. 
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If the above action does not result in continuation of system operation, 
do the following before calling IBM; 

• Execute the IMDS/DMP service aid program, specifying 
the TYPE=HI option, to produce a storage dump to tape. 
If a tape is not available , execute the IMDSADMP pro- 
gram with TYPE- LO option to produce a dump to the 
printer. 

• Execute the IMDPRDMP service aid program with the 
'GO' option after restarting the system. The input to 
IMDPRDMP Is the dump tape from IMDSADMP. Save the 
formatted dump output. 

lEAOOOI adr , errmsg, cm.stat, sensbbbbbb, dcbctfd, ser, jjj 
lEAOOOI lna,errdscrptn,cm,stat,ibss,opxxterm,,jJj 
IEAOOOI adr, errdscrptn, cm, Stat, sensbbbbbb, 

l^binxcylntrckj, ser, jjj 

•jbinxsbatcytr/ 

' dcbctfd ) 

Explanation 

The Input/output supervisor, the basic telecommunication access 
method (BTAM), or the queued telecommunication access method 
(QTAM) routine found an uncorrectable Input/output error. The 
first format of the message is used only for magnetic tapes; the 
second format only for telecommunication devices; and the third 
format for all devices other than telecommunication devices . 

In the message texts, the fields are: 

errmsg 

Message describing the error: 

• ERASE G-CONTINUE to Indicate that a data check 
occurred during an erase gap operation. The opera- 
tion was Initiated by the write recovery procedures. 
This message Is an indication that some residual data 
remained on the tape; a later reread through the erased 
area may Indicate a noise record. Depending on the 
length of the noise, a permanent error (read data check) 
may occur. 

• NOISE-FIRST RETRY to indicate that a noise record 
(a record whose length Is less than 12 bytes) was 
recognized as a cause of a data check. The noise 
record Is Ignored, and no repositioning for a reread 
is attempted. 

• NOISE-ERP IN PROG to indicate that error recovery 
procedures were in progress when a short record-data 
check condition was encountered. This situation should 
not occur, and Is a good Indication of either faulty hard- 
ware media, a crimp in the tape, or noise on the bus 
line. Repositioning of the tape cannot be guaranteed 
under these conditions. 
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errdscrptn 

Description of the error baaed on status and sense Information: 



adr 



Ina 



• CHAN CTL CK - channel control check. 

• INTF CTL CK - interface control check. 

• CHAIN CHECK - chaining check. 

• CHAN DATA CK - channel data check. 

• EQUIP CHECK - equipment check. 

• BUS OUT CK - bus out check. 

• CMD REJECT - command reject. 

• DATA CHECK 

• SNS l/O MALF - a unit check occurred during a sense 
operation. (When this condition is present, the fields 
cm, Stat, sensbbbbbb, and blnxcylntrck do not appear 
in the message text. ) 

• OVERRUN - ffor direct access ajid magnetic tape only). 

• SEEK CHECK - (for direct access only>. 

• NO REC FOUND - no record found (for direct access 
only).. 

• MISSING A. M, - missing address marker {for direct 
access only). 

• DATA CONV CK - data converter check (for magnetic 
tape only). 

• UNUSUAL CMD - unusual command (for 2540 card reader 
and punch only). 

• TIMEOUT - (for telecommunlcaticKis only). 

• LOST DATA - (for telecommunications only). 

• I/O ERR - Input/output error (for errors other than 
those described above). 

Unit address, in hexadecimal, of the device. 

Line address, in hexadecimal. 



Stat 



sens 



bbbbbb 



ib 



dcbctfd 



Command code, in hexadecimal, of the channel command 
word (CCW) being executed when the error occurred. If 
the channel command word cannot be found, this field 
appears as **. 

Status portion, in hexadecimal, of the channel status word 
(CSW). 

First two sense bytes, in hexadecimal, for the error 
condition. This field appears only If a unit check condition 
is indicated in the stat field (which precedes this field in 
the message text). 

Next three sense bytes, in hexadecimal, for the error 
condition. This field appears only for devices that give 
more than two bytes of sense information. 

The sense byte describing a unit check type error condi- 
tion for telecommunication devices. 

Sense Information resulting from the execution of a 
diagnostic Write/Read command which ended with a unit 
check status (2701 Data Adapter Unit only). This informa- 
tion may result from a Write/Break or Read/Skip com- 
mand for QTAM. 

Record count. In hexadecimal, not including label 
records. This field appears only for magnetic tape. 
(For the first format of this message, this field indicates 
the count of the record preceding the error record.) 
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op 



TP operation code, in hexadecimal, describing the type of 
channel command word (CCW) being executed when the 
error occurred. 

Not used. 



term 



Terminal identification characters. In hexadecimal. It may 
be elflier two bytes or one byte, depending upon the terminal 
type. If it Is one byte, it Is left justified. If a dial line Is 
being used with QTAM, the last four digits of the dial number 
are provided. 

blnxcylntrck 

Address, tn hexadecimal, of the bin !(blnx), the cylinder 
(cyln), and the track (trek) where the error occurred. 
When an error occurs while trying to obtain this data, (he 
last seek address Is substituted. This field appears only 
for disk and drum direct access devices. 

binxsbstcytr 

Address, In hexadecimal, of the bin (blnx), the subcell (3b)j 
the strip <st), the cylinder (cy), and the track (tr) where the 
error occurred. When an error occurs while trying to obtain 
this data, the last seek address Is substituted. This field 
appears only for data cell direct access storage devices. 

ser 

Serial number of the volume on which the error occurred. 
This field appears only for magnetic tape or direct access 
devices, 

ij] 

Job name, in characters, during which the error occurred. 
If the job name cannot be determined, this field will be left 
blank. 

Note ; Two consecutive commas or a blank fleld In the message 
text indicate that a field could not be determined. 

Operator Response : 

Probable hardware error. For the first format of the message, 
proceed with caution in accepting, unconditionally, the results of 
the operation. Consider cancelling the job if there is a requirement 
to expect perfect results. Each message should be considered as a 
potential warning of a marginal condition. If the problem recurs, do 
the following before calling IBM for hardware support; 

• Have the master console log available. 

For the second and third formats of the message, note that some 
abnormal error condition occurred. Depending on the severity of 
the error (check the status and sense Information) and depending 
on the installation requirements, take appropriate action. 



3. lEAOOlI UNIT adr, PATH pth INOPERATIVE (FOR CPU x) 
Explanation : 

One path to a multlpath device has become Inoperative. The system 
will continue all operations on a limited basis, using the remaining 
paths. 

In the message text, the fields are: 

adr 



pth 



Unit address. In hexadecimal, of the device. 

Channel and unit control path, in hexadecimal, by which the 
device could not be accessed. If the path cannot be deter- 
mined, this field appears as **. 

X 

Central processing unit, A or B, for which the path is 
inoperative. The field FOR CPU x appears only for 
multiprocessing systems. 

Operator Response : 

Probable hardware error. The system will automatically begin 
reusing the path when it becomes operational. If the problem 
persists, do the following before calling IBM for hardware support; 

• Have the master console log available. 
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1052 PRINTER-KEYBOARD 



Bit 
3 I 4 



Write without Carrier Return 







Write with Carrier Return 

Read 

Control Alarm 

No-op 

Test I/O 

Sense 

Status Byte 

Bit Name 

Attention 

1 Not Used 

2 Not Used 

3 Busy 

4 Channel End 

5 Device End 

6 Unit Check 

7 Unit Exception 
Sense Byte 



Bit 



Name 



Command Reject 

1 Intervention 

Required 

2 Bus -Out Check 

3 Equipment Check 

1442 CARD READ PUNCH 
Scatus Byte 






























Description 
Request Button 








1 



Defined by Sense Byte 
Read Cancel Button 



Description 

Invalid Command 
Not Ready 

Parity Error on Bus Out 
Typewriter Parity Error 




1 
1 
1 





1 


1 
1 






Bit 

3 
4 
5 
6 

7 

Sense Byte 

Bit 


1 
2 
3 



4 
5 



Name 



Description 



Busy 

Channel End 

Device End 

Unit Check — further explained by sense byte 

Unit Exception — EOF and last card has been read 



Name 



Description 



Command Reject 

Intervention Required — not ready 

Bus -Out Check 

Equipment Check — reader check, punch check, 

invalid card code punched and 
data error on CE read or write. 

Data Check — invalid card code on read 

Overrun Cheek 



61 



1443 PRINTER 
Status Byte 
Bit Name 

0, 1, 2 Not Used 

3 Busy 

4 Channel End 



Description 



Command stored or status stacked. 



Device End 



Unit Check 



7 Unit Exception 

Sense Byte 



Bit 





Names 

Command 

reject 



Intervention 
required 



Bus-Out Check 



Equipment 
Check 



4 & 5 Typebar Selection 



Channel 9 



Channel 12 



Channel 9 sensed in carriage tape. 
Channel 12 sensed in carriage tape. 



Because read-backward command 
was received, or because more than 
3 line spaces were requested, or 
because skip to channel 0, 13, 14, or 
15 was received. 

Printer not ready because forms 
check-ran out or jammed, or stop 
key or carriage stop key pressed, or 
cover interlock open. 

Parity error on bus-out during initial 
selection with command-out tag up, 
or data transfer with service-out tag 
up. 

Printer malfunction because of buffer 
register parity error or typebar 
synchronization error. 

Changed only by repositioning the 
typebar-character indicator switch, 
52-character set 

1 13-character set 

1 39-character set 
1 1 63-character set 

Hole sensed in channel 9 of carriage 
control tape during last write or 
control command. 

Hole sensed in channel 12 of carriage 
control tape during last write or 
control Command. 
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2250-MODEL 1 GRAPHIC DISPLAY UNIT 
Summary of Status and Sense Information 



Status Byte 


Sense Byte 1 


Bit 


Name 


Bit Name 





Attention 


Light Pen Detect 


1, 2 


Unused 


1 End Order Sequence 


3 


Busy 


2 Character Mode 


4 


Chan End 


3-7 Unused 


5 


Device Ena 




6 


Unit Check 


Sense fyte 2 


7 


Unused 


Bit Name 


Sense 


Byte 


0, 1, 2 Unused 


Bit 


Name 


3-7 Hi-order Buffer Address Ctr 





Command Reject 


Sense Byte 3 


1 


Intervention Required 




2 


Bus Out Check 


Bit Name 


3 


Equipment Check 




4-7 


Unused 


0-5 Lo-order Buffer Address Ctr 
6, 7 Unused 



Noter Sense byte 2 and 3 will be zero If the buffer is running 

when the sense command is Issued. 
2821 CONTROL UNIT 
Status Byte 

Bit Name Description 



Not Used 

1 Not Used 

2 Not Used 

3 Busy 

4 Channel End 

5 Device End 

6 Unit Check 

7 Unit Exception 



Sense Byte 



Bit 


1 

2 
3 

4 

5 



Name 

Command Reject 
Intervention 
Required 
Bus Out Parity 
Equipment Check 

Data Check 

UCS Parity 



Further defined by Sense Byte 
Reader — last card Read and Stacked 
Printer — Channel 12 sensed — 
further defined by Sense Byte 



Description 



Not Ready 

Parity of command on Bus Out 

Parity Error in Control Unit or 

Device 

On Reader Invalid Card Code. 

On PFR also. 

On UCS indicates uucomparable 

character or UCS compare error 

Printer UCS Parity Error. 

Reader 2 reads no feed. 

Punch Only PFR, 

Printer Channel 9. 

Reader Punch — not used. 

Printer — Channel 9 
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2803 TAPE CONTROL 

Status Byte 

Bit Name 

Attention Not used. 



Description 



Status Modifier Present with busy to indicate TCU busy. 



Control Unit 
End 



Busy 



Channel End 



Device End 



Unit Check 



Unit Exception 



Signaled by the TCU: 

(a) At completion of operations during which 
a TCU busy was indicated. 

(b) At the completion of a control immediate 
operation during which a unit check or 
unit exception is detected. 

When presented without bit 1 (status modifier 
bit) , indicates that the tape unit is busy. 

Indicates that a read, read backward, write, 
mode set or sense has been completed, or 
that a control command has been accepted. 

Indicates that the tape unit has completed 
operation at TU level of command. Device 
end indicated with channel end at the comple- 
tion of command. 

Set whenever: 

(a) Any bit is on in sense byte 0. 

(b) Tape unit performing read backward, 
backspace record or backspace file into 
or at load point. 

(c) A rewind and unload is completed at the 
TCU level. 

Set when: 

(a) A write, WTM or ERG operation is per- 
formed in the end of tape area. 

(b) A tape mark is sensed during a read, read 
backward, forward space record, or back- 
space record. 
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Sense Byte 



Bit 


Designation 


2401-2404, 2415 and 2420 Interpretation | 


Models 1-3 
(and Models 4-6, 800 bpi, NRZI Mode) 


Models 4-7 
(1, 600 bpi PE) 





Command reject 


Set when a write, write tape mark, or erase command is addressed 
to a file protected tape unit, on a data-converter-on control com- 
mand that is addressed to a seven^track tape unit is recognized on 
a TCU with the seven-track compatibility feature but without the 
data converter feature. In this case, mode set is executed for 
parity, density, and translator. 


Same as Models 1-3 


1 


Intervention required 


Set whenever tape unit status A is inactive, i. e. , tape unit is not 
ready or nonexistent. See "Sense Byte 1. " 


Same as Models 1-3 


2 


Bus-out cheek 


Set whenever even parity appears on the information bus lines from 
the channel to the control unit. 


Same as Models 1-3 


3 


Equipment check 
(excliKliTiff 2415) 
Equipment check 
(2415) 


Set when reject tape unit (bit 1, byte 4) or sequence error (bit 5, 6, 
or 7 of byte 4) is set. 

Set whenever C-compare or clock check occurs. See "Sense 
Byte 3. " 


Set when reject tape unit (bit 1, byte 4) 

is set. 

Same as Models 1-3 


4 


Data check 


Set when a data check occurs. See "Sense Byte 3. " 


Same as Models 1-3; see "Sense Byte 4. " 


3 


Overrun 


Set if service is requested, but data cannot be transferred during 
a read, write, or read backward operation. Data transfer stops 
as soon as condition is detected. Note: Data check during overrun 
suppresses the overrun indication. 


Same as Models 1-3 


6 


Word count zero 


Set during a write operation if transfer of data is prevented before 
the first byte of data. When word count zero is set, no tape mo- 
tion occurs. 


Same as Models 1-3 


7 


Data converter check 


This bit is set when an error occurs during operation of the data 
conversion feature. 


Same as Models 1-3 
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Sense Byte 1 



$ 



Bit 


Designation 


2401-:2404, 2415 and 2420 Interpretation | 


Models 1-3 
(and Models 4-6, 800 bpi, NRZI Mode) 


Models 4-7 
0,600 bpi, PE) 






Noise (excluding 
2415) 

Noise (2415) 


During a read forward space block, indicates that data was recog- 
nized after the normal LRC byte time but not long enough after to 
be considered a new block. Data before the LRC byte is checked 
and transferred; data after the LRC byte turns on the noise bit 
and maintains tape motion, but is not transferred. 

When connected to Model 2 control, during a read backward or 
backspace block, if data is recognized after the disconnect sequence 
is started. With Model 1 control, data recognized after start of 
disconnect, is transferred as part of block. Noise bit is not set; 
data check is probable. 

During a write, erase gap, or write tape mark, iiklicates that 
data (or noise caused by tape defects) was detected at the read 
head before the block or tape mark was written, or during erase 
gap while the tape was being erased. Data check and unit check 
are indicated. 

During a write or write tape mark, indicates that data (or noise 
caused by tape defects) was detected at the read head before the 
block or tape mark was written. 


Set during read or read backward if a data 
check occurs. 

Same as Models 1-3 
■ Same as Models 1-3 


1* 


TU Status A 


Selected and ready. 


Same as Models 1-3 


2* 


TU Status B 
(non-2415) 


Not ready, or rewinding, or under the control of another TC U via 
the 2816 Switching Unit. Assuming no outstanding device end 
status, the bits determine response to Initial selectim as follows: 


Same as Models 1-3 
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2* 


TUStetus B 
(2415) 


Ts^je Tape 

XMt XMt Tape Respwise to 
Status Status Iftiit Initial 
A B Status Selections 


- 


Nonexistent Itait check 

1 Not ready Unit check, arm 

for device end 

1 Ready and not rewinding Clear status 

aad not switched.* 
1 1 Ready and rewinding Busy, axm for 
or switched or power device end 
is down on a tape unit 
attached through a 
switching unit. 


Note: Uiiit check is not signaled for a sense operation. Following 
iiTiit check or busy indication, device end will be signaled when the 
tape unit becomes ready and not rewinding. 


No references to the 2816 Switching IMit apply. 


3 


Seven-track 


The selected tape unit has the seven-track feature Installed. 


Same for 2415 

Always for 2401-2402 Models 4-7. 


4 


Load point 


The selected tape unit is at load point. 


Same as Models 1-3 


5 


Selected and write 
status 


The selected tape unit is in write status. 


Same as Models 1-3 


6 


File protect 


The selected tape unit is in file protect status. 


Same as Models 1-3 


7 


Not capable 


Not used, always set to zero. 


Tape unit and/or control are not compatible 
with mounted tape {indicated after read 
from load point) . 


* Switched means that the tape unit is selected by some other control unit under control of a tape unit switch. 
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Sense Byte 2 



2401-2404, 2415 and 2420 Interpretaticm 


Models 1-3 
(and Models 4-6, 800 )^i, NRZI Mode) 


Models 4-7 
(l.eOObpi, PE) 


This sense byte contains the track-in-error Indicator bits Uiat are set at ttie end of a read 
or read backward command if a data check has been encountei^. See "Cyclic Redundancy 
Check. " At the end of a properly executed read or read teckward with no data check and 
at the end of all other commands, sense b3rte 2 contains at least bits 6 and 7 set to I's. 
No error correction is attempted when operating with seven-track tape units; bits 6 and 7 
are sei to I's in sense byte 2. 


Not applicable 


2415: Not applicable; bits 6 and 7 set to 1 unccnditlanally. 





Sense Byte 3 







2401-2404, 2415 and 2420 Interpretation | 


Bit 


Designation 


Models 1-3 
(and Models 4-6, 800 bpl, NRZI Mode) 


Models 4-7 
(1,600 bpl, PE) 





R/W VRC 

(2401-4 Models 1-6) 
Data reg VRC 
(2415 Models 1-6) 


A vertical redundancy check occurred during a read or read back- 
ward operation. Indicator is not set after an overrun or after 
receipt of a stop sig?ia1. * 


A vertical parity error occurred during 
rrad or read backward operation that 
could not be corrected, or a Model 7 
write operation. 


1 


LRCR (Models 1-3) 
Multiple Track 
Error (Models 4-6) 


A longitudinal redundancy check occurred during write, write 
tape mark, read, or read backward operation. 


Weak signal in more than one track on a 
read or read backward operation. Data is 
incorrect. Also velocity check on write 
operaticm. 



b9 

CD 

O 

o 

;^ 

o 
o 

m 
o 

§ 

w 

o 
f 

■?? 

o 

n- 

e 
a 
a. 



2 


Skew 


Excessive skew detected by a read back check during a write, 
write tape mark, or erase operation. 


Excessive skew detected during a read 
or read backward operation. 


3 


CRC (Models 1-3) 
End data check 
(Models 4-6) 


A cyclic redundancy check occurred during a read or read 
backward operation (nine-track only). 
2415: Not applicable. 


Set when sync burst following data block 
is not properly recognized, or is im- 
properly recognized before actual 
end of data, 2415: Set with false 
end-of -block indication. 


4 


Stew reg VRC 
(Models 1-3) 

Envelope check 
(Models 4-6) 


A character with incorrect parity detected in skew 
register during write, write tape mark, or erase 
operation. , . 


Indicates at lease one track with low 
signal while writing. 


4 
(2415) 


Read reg VKC 
(Models 1-3) 

Envelope check 
(Models 4-6) 


A character with incorrect parity detected in read register 
during write or write tape mark operation. 


Indicates at least one track with low 
signal while writing. 

■ 


5 


Phase encoding 


Not applicable; always set to zero. 


Selected tape unit is set to PE recording 
mode. 


6 


Backward 


The selected tape unit is in backward status. 


Same as Models 1-3 


7 


C compare 


C compare is a data check. It indicates that parity of data into 
the register did not equal that out of tihe data register. 


Same as Models 1-3 


Note: . Bits 0-4 and 7 of byte 3 indicate data checks. Any of these will set data cheek (bit 4, byte 0). 
2415: Bit 7 causes equipment check. 


* Stop signal resulted from halt I/O instruction in CPU. 
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Sense Byte 4 







2401-2404, 2415 and 2420 Interprrtation 


Models 1-3 


Models 4-7 


Bit 


Designation 


(and Models 4-6, 800 tqpl, NItZI Mode) 


(1,600 bpl, PE) 





Not used 


game 


Same as Models 1-3 


1 


Reject TU 


Selected tape imlt failed to respond to set read or set write 
status wljen Instructed, or became not ready during execution of 
a tape motion operation. Equipment check (Ut 3, byte 0) also set. 


Same as Models 1-3 


2 
3 
4 


Read clock 
Write clock 
Delay counter 


Maintenance aids 


Not used 
Maintenance aid 
Not used 


5 
6 
7 


C sequence 
A sequ^Ke 


TlMse sequence indicators are maintenance aids. Tlffiy are set 
only In the event of a machine failure and cause equipment check 
and unit check. 
2415: All zero bits transmitted for sense byte 4. 


Set in event of a machine failure and 
cause a data check and unit check. 
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Semae Byte 5 



Bit 


Designation 


2401-2404, 2415 and 2420 Interpretation 


Models 1-3 
(and Models 4-6, 800 M, NRZI Mode) 


Models 4-7 
(1,600 l^l, PE) 


d 


Reserved for 
future use 


Always zero 


Always zero 


1 


Reserved for CE function 




3-6 


None 


Always zero 


Alwasra zero 


7 


Reserved for BPQ use 


Always zero 


Always zero 



2841 STORAGE CONTROL 
Status Byte 



Bit 

1 
2 

3 



Name 
Attention 
Status Modifier 



Note 
Not Used 
Used with Search and Control Unit Busy. 



Control Unit End The control unit has finished an operation. 

Busy Indicates addressed access mechanism Is moving; 

or used In conjunction with Status Modifier to 
Indicate Control Unit Busy. 

Channel End The control unit has received all the data from the 

channel needed to do the operation called for and 
the channel is freed. 



5 Device End Indicates that an access mechanism is free to be 

used. 

6 Unit Check Indicates that a control unit or programming 

error or device hardware check has been detected. 

7 Unit Exception End-of-Flle. 
Sense Information Summary 



Sense Bit: 




Position 


Condition 


ByteO 




Bit 







Command Reject includes Invalid Command, Invalid Sequence, 




and File Protected. 


1 


Intervention Required 


2 


Bus Out Parity 


3 


Equipment Check 


4 


Data Check 


5 


Overrun 


6 


Tr^k Condition Check 


7 


Seek Check 


Byte 1 




Bit 





1 

2 
3 

4 

5 

6 

7 
Byte 2 
Bit 



Data check in count field; also causes Byte 0, Bit 4 

(Data Check) to be turned on. 

Track Overrun, Indicated on Write. 

End of Cylinder 

Invalid Sequence also causes Command Reject <Byte 0, Bit 0) 

to be turned on. 

No Record Found 

File Protected also causes Command Reject (Byte 0, Bit 0.) 

Missing- Address Marker 

Overflow Incomplete 




1 
2 
3 
4 
5 



Unsafe 
Not Used 

Serlallzer/Deserlalizer Check 
Not Used 
ALU Check 
Unseleeted Status 



Also.turn on Equipment 
Check Byte 0, Bit 3 
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2841 STORAGE CONTROL (Continued) 
Sense Information Summary (Continued) 



Byte 


3 










Bit 


2311 


2321 


2302 


2303 


2314 



1 

2 
3 

4 
5 
6 

7 


Ready 
On Line 

Unsafe 


Drive Ready 
Drive 

Operative 
Read Safety 
Write Safety 

Strip Ready 
Invalid Address 
Auto Restore 

CE Cell 
Located 


Access Ready 
Access 

Operative 
Read Safety 
Write Safety 

On Line 


On Line 


Busy 
On Line 

Unsafe 

Write Current 
Sense 

Pack Change 
End of Cylinder 
Mult. Med. 
Select 
Seek 
Incomplete 


On Line 

End of Cylinder 




Seek 
Incomplete 


CE Cylinder 
Located 



Byte 4 



Module Identification - Sense Byte 4 

Four bits in sense byte 4 are used for module identifica- 
tion. These bits are now used on all 2314s. Since each of 
the nine modules can be assigned any of the logical channel 
addresses, the following sense bit indications are provided 
to allow the system program to identify which particular 
module is assigned a given address. Sense byte 4 mH 
contain the identity of the disk drive corresponding to 
the address to which the sense command was issued. 

The following shows the code used for module 
identification of disk drives. Bits and 1 (shown as X) 
are not used. 



Sense Byte 4 


Disk Drive 


XXOOOOOO 


A 


XXOOOOOl 


B 


XXOOOOIO 


C 


XXOOOOll 


D 


XXOOOIOO 


E 


XXOOOlOl 


F 


XXOOOllO 


G 


XXOOOlll 


H 


XXOOIOOO 


J 


XXOOllll 


Module not d 
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2841 STORAGE CONTROL (Continued) 
Sense Information Summary (Continued) 

Byte 5 

Thts byte Is zero at all times except when overflow Incomplete occurs (Byte 1, 
Bit 7), When overflow incomplete occurs, this byt€ has one of the following 
configurations: 

00000110 - A read command was in progress when the overflow Incomplete 
interrupt occurred. 

00000101 - A non-formating write command was In progress. 

00100101 - A search equal key data command was in progress, and the 
compare is equal to this point. 

01000101 - A search high key data command was in progress, and the compare 
is equal to this point. 

01100101 - A search high or equal key data command was in progress, and the 
compare Is equal to this point. 

01010101 - Any search key data was in progress and the compare is low, or a 
search equal key data was In progress and the compare Is unequal 
to this point (1. e. , it has already been determined that no status 
modifier would be set on the entire logical record.) 

01110101 - A search high or high-equal key data command was in progress, 
and the compare Is high to this point (1. e. , it has already been 
determined that a status modifier would be set on the logical 
record). 
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IPL PROCEDURE 



If a "SPECIFY SYSTEM PARAMETERS" message Is issued during nucleus 
initialization, it may be necessary to alter or cancel some of the following 
optional features: 



OPTION 


OPERATOR ACTION 


PURPOSE OF OPTION 


PASS 


REPLY id. 


•U' 


No alteration is necessary. 


BLDL 


REPLY id. 


'BLDL=xx' 


Directory of Oie link library in main 
storage, "xx" is change code. 




RAM 


REPLY id. 


'RAM=xx,xx' 


xx==Llst of access method modules to 
be placed Into main storage. 


RERP 


REPLY id. 


'RERP=xx, xx' 


xx=Llst of error recovery procedures 
routines to be placed Into main storage. 


RQ 


REPLY Id, 


'RQ=n' 


n=Number of Input queue records to be 
made resident in main storage. PCP 
only. 


■ RSVC 


REPLY Id, 


'RSVC=xx,xx' 


xx=List of non-resident routines to be 
placed into main storage. 


ALTSYS 


REPLY id. 


'ALTSYS =ddd' 


ddd=Alternate system residence device 
MFT & MVT only. 


MIN 


REPLY id. 


'MIN-nn' 


nn=Number of 1024 byte areas required 
to initiate a job. MFT & MVT only. 


SQS 


REPLY id. 


'S9,S=n' 


n = number of bytes to be added 
to system queue area. SQS for 
MFT, see IPL/NIP PLM GY28-6661 


HRAM 


REPLY id, 


'HRAM=xx,xx' 


xx=List of modules to be made resident 
in Hierarchy 1 storage. MVT only. 


HSVC 


REPLY id, 


'HSVC=KX,xx' 


xx=List of non-resident SVC routines 
to be made resident in Hierarchy 1 
storage. MVT only. 


MOD 


REPLY id. 


'MOD=nn' 


nn=CPU model (40, 50, etc.). MVT 
only. 


MPS 


REPLY id. 


•MPS=an' 


nn=Number of 2048 byte areas reserved 
for the Master Partition. MVT only. 


QBF 


REPLY id. 


'qBF=nnn' 


nnn=Number of 1024 byte areas reserved 
for buffers for the job queue. MVT only. 


CANCEL 


REPLY id. 


'BLDL=' 


Example would cancel the BLDL option 
generated into the system. 




LIST 


REPLY id, 


'U, L' 


List BLDL, RAM, RSVC modules. 




REPLY id, 


'RAM-T£X, L' 


Example will alter RAM option and list 








the RAM module. 



The following is an example of a combination of option alterations not to 
exceed 80 characters/line: 



REPLY Id, ' RAM =xx,xx,xx, L CONT ' 

REPLY id, 'BLDL=xx,L HSVC=Xx,XX,xx,xx,L' 

REDEFINING PARTITIONS 

At the time the nucleus Is initialized, alterations may be made to the size 
and number of partitions which were generated into the system, 

• The number of partitions, may be reduced. 

• The size of each partition may be changed with the following 
limitations: 

1 - A partition cannot be less than 6144 bytes or 8192 bytes 

(MFT). 

2 - The lowest priority partitiwi cannot be smaller than the 

scheduler (except for MFT). 

3 - Systems with storage protection will round partitions 

to the next higher 2048 bytes multiple. 



7S 
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REDEFINING PARTITIONS (continued) 



LIST PARTITION SIZES? 



Message issued by MFT system 



REPLY id. ' YES ' 
REPLY id, 'NO' 



Redefine partitions 
Proceed with no changes 



Operator response 

PO=number Plmumber P2=number P3=number 
EXCESS=NUMBER BYTES WILL DE GIVEN TO LOWEST PRIORITY 
PARTITION 



INDICATE CHANGE, LIST. OR END 

Message by system in response to operator message of 'YES' above 



REPLY id. 


'END' 


No further changes needed 


REPLY id. 


'Ri=x', 'Pnl xl' 


Change size; 

n=decimal partition number 
x=decimal size desired 


REPLY id. 


'Pn=LAST END' 


Reduce number of partitions : 

n=highest partition number desired 


REPLY id. 


'l^i-LAST LET' 


To list partition sizes 



ERROR RECOVERY 

INVALID PARA METER /FOR MAT - RESPECIFY 

Error message caused by operator command 
To correct, reissue command. 

TOTAL SIZE OF PARTITIONS IS X BYTES TOO LARGE FOR STORAGE 



READY 



To correct, redefine partition size. 



Message by system indicating partition alteration is complete. 
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OPERATING SYSTEM IPL PROCEDURE 




Make sure 
console has 
paper and is 
ready 



Set load unit switches on console to 
address of disk drive on which the 
system residence pack is mounted 




Set address 
compare 
switch to stop 



Set address 
switches to 
Hex 80 



Press load 
key 



r 



Wait for 
manual light 
to come ON 



Store a hex number from FT to F9 
(determined by last character of 
nucleus name) into location 8 of 
main storage 



Press load 
key 



JT 



T 



Turn off 
address com- 
pare switch 



Press start 
key 



See 
page 25 



'List partition sizes' 
should print on console 





'Specify system 
parameters' should 
print on console 
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OPERATING SYSTEM IPL PROCEDURE 




Set date com- 
mand must be 
entered next 




See page 
125 or 139 



Reply id, 
'u' 



Reply Id, 'same 
operands as in 
set command' 



Depress TOD 
clock enable 
switch 



After issuing SET, you can enter 
any commands In any order. 
START RDR and START WTR 
must be issued if they have not 
been specified by yoiur installa- 
tion at system generation time. 
If your installation has already 
specified START RDR and START 
WTR, l/O devices are automat- 
ically allocated to an input reader 
and an output writer, and the 
Commands axe written out on the 
console as tf you had keyed them 
In yourself, 



See pc^e 
81 



If you want to override an auto- 
matic START RDR or START 
WTR command, wait until after 
the commEind appears on the 
console and then enter your own 
command manually. 



If PCP, you must enter a START 
command with no parameters as 
the last command. 
TO COMPOTE DAY OF YEAR FOR SET DATE ddd PARAMETER 

PARAMETER: ddd - (m-1) 30+t+a 
Where m •■ month nuniber 

t ~ day of month 

B " adjustment for month (see table) 



EXAMPUl: 



ADJUSTMENT TABLE (SEE NOTE) 



NOTE: 



Jme 5, 1969 


Month 


m 


a 


month 


m 


a 


ddd - (6-1) 30+5+1 


Jan 


1 





July 


7 


1 


5x30+5+1 


Feb 


2 


1 


Aug 


8 


2 


-lee 


Mar 


3 


1 


Sept 


9 


3 




Apir 


4 





Oct 


10 


3 


For Leap Year add 1 to 


Hay 


5 





Nov 


11 


4 


ddd AFTER Feb 29. 


Jin 


6 


1 


Deo 


12 


4 
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OPERATING SYSTTEM IPL PROCEDURE (continued) <bs^ 

PCP 

Examples: 

1. To start a system with automatic START RDR and START WTR: 

SET DATE=yy. ddd,Q=(unitnaine,F) 
START 

2. To start a system and to remove an I/O device from the system before 
processing: 

SET DATE=yy.ddd,Q=(unitname,F) 
START RDR.unitname 
START WTR.unltname 
VARY unitname, OFFLINE 
START 

3. To start a system with a timer , and to remove two I/O devices before 
processing: 

SET DATE=yy, ddd,CLOCK=hh. mm. ss, 

Q= (unitname , F) 
START RDR.unitname 
START WTR, unitname 
VARY unitname, OFF LINE 
VARY unitname .OFFLINE 
START 

MFT 

1. To start a system that has automatic START reader, START 
writer, and START INIT commands (the CLOCK operand In each 
example is optional) (x = partition number); 

SET DATE =yy.dd, CLOCK =hh.mm.S3 
DISPLAY JOBNAMES 

2. To start a system that has automatic commands, but to suppress 

fJiem; 

SET DATE =yy.ddd, CLOCK = hh. mm.ss, AUTO = NONE 
DISPLAY JOBNAMES 
START WTR. Px 
START RDR.Px 
START INIT. P2, ,, ACB 

3. To start a system that does not have automatic commands, and to 
remove an l/O device from the system before processing: 

SET DATE =yy.ddd, CLOCK =hh.mm.as 

VARY unltaddr, OFFLINE 

START writer. Px 

START reader. Px 

START miT.PO,,,A 

START INIT. P2 
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OPERATING SYSTEM IPL PROCEDURE (continued) 
MFT 
Example: 



IPL WITH PARTITION CHANGES, OVERRIDING OF THE AUTOMATIC 
COMMANDS AND UCS PARAMETER SETTINGS 



lEAlOlA SPECIFY SYSTEM PARAMETERS 

00 lEESOlD CHANGE PARTITIONS ? 

r 00, 'YES' 

00 IEE802D ENTER DEFINITION 

TOO, 'pl=(a,80k), p2=(a, 80k, last), end' 

IEE812I P 02 HAS 12288 EXCESS BYTES ADDED 

IE 

E805I DEFINITION COMPLETED 
lEElOlA READY 
SWTR.PO.OOE ♦ 
S RDR. S.OOC * 
S INIT.ALL ♦ 

t date=69.091,q=190,auto=Tmn,cIock=10 .04.00 

IEF249I FOLLOWING P/R & RSV VOLUMES ARE MOUNTED 
WORKOl ON 190 (P/R-PUB) 

LANGOl ON 191 (P/R-PUB) 

DLIB02 ON 290 (PAI-PUB) 

SYSRES ON 291 (P/R-PUB) 

V (192, 193), offline 

d jobaaines 

8 lnlt.p2 

s psTdr.pl 

B wtr.pO,OOf, ,ab 

POl IEF4031 PSKDR STARTED 

POl IEF281I DEVICE 192 NOW OFF-LINE PSRDR 

POl IEF281I DEVICE 193 NOW OFF-LINE PSEIDR 

POl IEF236I ALLOC. FOR PSRDR PI 

POl IEF237I lEFRDER ON OOC 

lEAOOOA INT REQ, OOC, 02, 0200, 4000 

P02 IEF403I WTR STARTED 

P02 IEF236I ALLOC. FOR WTR PO 

P02 IEF237I lEFHDER ON OOF 

00 POO IEC123D OOF SPECIFY UCS PARAMETER 

r 00, 'tf 

POO IEF868I WTR OOF WTR WAITING 
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OPERATING SY OTEM IPL PROCEDIiRE (continued) 

MVT 

1. To start a system that has automatic START RDR, START WTR, and 
START INIT commands : 

SET DATE=yy.ddd,CLOCK=hh.mm.ss, 
Q=(unitname,F) 

2. To start a system that has automatic commands, but to suppress' them , 
and to start a reader, a writer, and an initiator: 

SET DATE=yy.ddd,CLOCK=hh. mm. ss, 

Q= (unltname , F) , AUTO= NONE 
START WTR, unltname 
STArt RDR.unitname 
START INIT 

3. To start a system that does not have automatic commands, and to 
start a reader and two initiators, and to remove an I/O device from 
the system before processing: 

SET DATE=yy.ddd,CL,OCK=hh.mm. ss, 

Q=(unitname,r) 
START RDR, unltname 
START INIT 
START INIT 
VARY unltname , OFF LINE 
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D0SA"OS IPL PROCEDURE 



lU 

u 

d 



u 

K 



DOS 



I 




TOS 



Mount the s/stetn pack on a 231 1 or 
2314 disk drive. Ready this device 



1 



Mount system tape with no file protect 
ring on tope drive. Ready this device 



-^r* 



Reader 




Place (PL control statements in reader, 
Do not ready this device if SYSRDR 
Is not assigned to reader. 



(^DELx 


■180' (optional deletes) 


r^ADD X 


190', 2311 (optional adds) | 


Set date 


= MM^DD/YY(,c 


lock=HH/ 


MM/SS) 


or 




Set dote 


= DD/MM/YY(,c 


ock=HH/ 


MM/SS) 






Clock = 


HH/MM/SS is required if p 


interval 


timer is present 





NOTE: Set date command is required 
and must be first or only card . If del 
& add command are desired the add 
should precede the del commands 



Dial the load unit address switches 
to system resident device 



I 



Press system load key 



T 



Press INTERRUPT, if the card reoder 
is assigned to SYSRDR, 

or 
Press START on card reader if not 
yet assigned to SYSRDR. 

Control stotements are read 



1052 



Place '\(h control statements in 
SYSRDR and moke this device ready 



Dial the load-unit address switches 
to system resident device 






Press system load key. IPL and the 
supervisor are loaded into main 
storage. The system enters the 
wait state 



I 



Press request key on: 1052 
This message prints: OI10A 
Give IPL control statements 



I 



If desired enter DEL and/or ADD 
commands (DEL before ADD). 
Otherwise omit this step. 



Enter set command . 

Set date = MM/DD/VY {,clock = HH/ 

MM/SS) or 

Set date = DD/MM/YY(,clock = HH/ 

MM/SS) 

The date Is required. The time of 
day is required if the interval timer 
present. No other SET command 
operands are acceptable 



This message prints: OI20I DOSAOS 
IPL COMPLETE. Control is given to 
the control program 



82 



O/S (PCP) CHECKPOINT RESTART 

HOW TO RESTART A JOB 

Automatic Restart 

When you receive the message requesting your authorization for a restart: 

IEF225n SHOULD job RESTART 

and the JCL statements describing the ended job are punched Into cards, 
return all cards In the input stream to the hopper. After replying YES, 
you will get a message: 

IEF22eA LOAD JOB Jjj INTO DEVICE utn 

Ignore the message for card input, because you've already loaded the job.. 

If the failing job step used one or more card Input data sets, you must return, 
to the appropriate hoppers, all data cards that may have been read during this 
job step. 

Enter rid, 'YES' 

Follow the mounting instructions issued by the system. 

Deferred Restart 

The job to be restarted is submitted by the programmer as a normal run. 
When the system completes the restart procedure on the job, you wHl get 
a message:. 

IHJOOSl job RESTARTED 

and the job will continue. No action on your part is necessary. 

O/S (MFT/MVT) CHECKPOINT RESTART 

HOW TO RESTART A JOB 

Automatic Restart 

When the system is requesting your authorization for an automatic restart, 
you will receive the message: 

IEF225D SHOULD job RESTART 

Use the REPLY command, and answer the message with one of the following; 

r id, 'YES' This authorizes an Immediate restart. 

r id, 'NO' The restart is canceled. 

r Id, 'HOLD' The restart Is suspended until you enter either 

the RELEASE jobname or CANCEL jobname 
command. 

Deferred Restart 

The job to be restarted Is submitted by the programmer as a normal run. 
When the system completes the restart procedure on the job, you will get 
the message: 

IHJOOSl job RESTARTED 

and the job will continue. No action on your part is necessary. 
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RESTARTING A JOB FROM A CHECKPODSfT (DOS) 

When a job is canceled before the normal end-of-job, it can be restarted 
immediately or at some later time. If checkpoints are not taken as part 
of the job, Qie job must be re-executed from the beginning as a new Job. 

If Qie programmer has included checkpoints in his job, the message, 

OCOOI CHKPT nnnn WAS TAKEN ON SYSxxx=cuu 

is given each time a checkpoint Is taken. 

Checkpoint/restart capabilities are provided for background and fore- 
ground programs operating In a batched mode, within the following 
limitations : 

• The checkpoint job must be restarted in the same partition 
in which the checkpoint was taken. 

• Checkpoint records written by previous versions of the 
system cannot be restarted in the current system. 

• It Is possible to Increase the size of the partition between 
the time the checkpoint is taken and the time the program 
is restarted, provided the starting address of the partition 
remains unchanged. 

• The checkpoint can be recorded on a tape or 2311/2314 
disk unit. 

Most programs can be restarted after a checkpoint by using the following 
procedure. Some IBM-supplied programs (e.g.. Disk Sort Merge) use 
other procedures for restarting from a checkpoint. For these cases, the 
appropriate program specifications manual should be consulted for the 
correct restarting procedure. 

• Replace the // EXEC statement with a // RSTRT statement 
using the Information In the last OCOOI message received. 
The programmer should have specified the checkpoint unit 
when the job was submitted. There is no need to linkage 
edit the program again. When labeled multi-volume tape 
reels are concerned, the volume sequence number must be 
changed to reflect the volumes for restarting if they are other 
than specified for volume number 1. Otherwise, a header 
check error will occur when trying to open subsequent volumes 
for the files. All other Job Control statements should be the 
same as when the job was originally run. If necessary, the 
channel and unit addresses for the // ASSGN statement may 
be changed. 

• Rewind all tapes used by the program being restarted and 
mount them on devices assigned to the symbolic units re- 
quired by the program. 

• Execute the job. 

Note : If the Job Control statements were read from a tape or disk, the 
operator might not be able to restart the job conveniently. In 
this case, the job should be returned to the programmer. 
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GENERAL HINTS ABOUT TAPE DRIVES 

1. When you put the tape on the hub , make sure the reel is 
completely on. 

2. Make sure the tape is taut and that the load point sticker Is 
in the correct place before pressing the load (start) button. 

3. If the tape drive doesn't load (become ready) check the capstans 
(2401 Mod 2-6), they may be stuck in the retracted position or 
In a partially extended position. Also If dtiring on-line 
operation the tape drive hangs In a loaded position not 

ready, check to see if the capstans are fully retracted • 
(2401 Mod 2-6). 

4. Be sure to use the correct tape for your Model tape Drive. 
(Do not use 556 tested B PI for phase encoded tape drives). 

5. If you try to write on a file protected tape (tape ring out), 
command reject results. 

6. The CB Ute indicates a power malfunction, call a CE. 

7. If power is up, and the tape drive is unloaded, only the file 
protect lite should be on (unless tape drive is being selected). 
Sometimes the lenses get swapped around and unusual 
conditions are indicated (Ready lense Ute all the time). Check 
to see that all lenses are in their correct location. 

8. If you are experiencing I/O errors while trying to read an 
Input tape , try reading it on the drive that created the tape , 
(if possible). If it reads OK, you may have a tape drive 
compatibility problem. Notify your CE of this condition. 

9. If you see a new tape that "Runs Away" when it is selected 
the first time, rewind to load point and write a tape mark, 
now restart job. 

10. Power Window: 

If window stops halfway thru a raise or lower, this usually 
indicates a broken or malfunctioning cable inside the door. 
Call the CE. 

11. If the drive drops ready or won't load, check the door interlock 
switch. If the door isn't closed properly, no action can take 
place. 

12. Oxide deposits In. the tape transport area will Cause data 
checks. Clean tape drive according to local conditions. 

13. Be extremely careful while handling tape reels. Keep tape 
reel covers on at all time when the reels are not being used. 

14. Tapes do wear out. If you are experiencing I/O errors on an 
Output (write) tape , strip off about 10 feet of tape. Now 

put a new load point sticker about 12 feet in from the new 
beginning and write a TM. Some installations have a tape 
librarian that takes care of "tape stripping." 
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24XX TAPE DMVES 

GENERAL OFF-LINE MANUAL PROCEDURES 

CAUTION: Whea using this procedure, rings, wristwatehes, chains, 
bracelets, or metal cufflinks must not be worn. If the 
CPU IB manually stopped and the tape control unit (TCU) 
is taken offline for manual operation It wlU be necessary 
to relPL the system to ensute correct operation. 
Reason: If the reset button on the TCU is pressed, device 
end interrupts and arming will be lost. 

HINT: Refer to Section 3 for command codes. 
Writing a Tape Mark 

Example: To write a tape mark on a 9 track tape drive (Models 1-3) with 

an address of '182'. 
NOTE: a) If a 7 track tape drive is to be used, a mode set command must 
be performed first. See Step 5 below. 
b) Do not take control unit (2803) off-line unless central 
processor is stopped. 

1. Take control unit off-line. 

Transfer the off-line toggle switch (located lower left of CE panel) 
to the off-line position. 

2. Insert command (WTM) 

p > t 1 1 J I N 5 S r I I STO fI 
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Insert pegs according to black dots above. 

3. Address tape drive. 
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Insert pegs according to black dots above. 
NOTE: Address 1 J_^ 

not used use this as address. 

4. Depress machine reset and start push buttons. 

The write tape mark operation is complete. 

5. If a 7 track tape drive is used: 

a) First perform a set mode command. 

For 556 BPI, even parity 
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For all other modes of operation see general section of 
this book. 

NOTE; If the above procedure fails; 

a) Check the interface toggle switch (it should 
be on 'auto'). 

b) Check the multi/single toggle switch (it 
should be on multi). 

If using a 2415 CE panel: 

a) Set remote/local switch to local. 

Set tape drive rotary switch to desired tape drive (0-5). 

Set command switch to byte (sometimes called control). 

The command can now be put in the bus out toggle switches . 

BUS OUT 
2 34 5 6 7 8 9 



b) 
c) 

d) 




9 TRACK WTM 

e) All switches in the middle of the panel should be down. 

f) Press start. 

NOTE: If other than 9 track 800 BPI, a mode set command must 
bo performed first without an intervening machine reset, 

TAPE CLEANING (EVERY 8 HOURS OF USAGE) 

CAUTION: When cleaning the transport area, care must be taken to prevent 
any IBM tape cleaner (IBM P/N 517960) from getting on the bearings and 
bushings because it will leech oil from them. Do not use any metalinstrument 
to clean the vacuum columns. 

To clean the tape transport area: 

1. Unload tape from the tape unit. 

2. Remove dust from reel and transport area with a lint-free cloth. 

3. Clean the rewind idlers (2415, column guide rollers) with a lint-free 
cloth moistened with tape transport cleaner. Use a wooden toothpick 
to remove stubborn oxide clumps. Clean the capstans (2415, one only) 
with a lint -free cloth moistened lightly with tape transport cleaner. 

CAUTION: Excessive amounts of tape transport cleaner may deteriorate the 

capstan material. 

Clean the prolay idlers with a lint-free cloth moistened with tape transport 

cleaner (2401-2404 only). 

Clean the read/write head with a cotton swab moistened lightly with tape 

transport cleaner. The vacuum columns should be cleaned weekly by using a 

lint-free cloth or pad moistened with tape transport cleaner. Use a wooden 

toothpick to remove stubborn oxide clumps. 
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3420 T APE DRIVES 

OPERATING PROCEDURES AFTER FAILURE (3420) 

Tape Fails to Thread (With Cartridge ) 

1. Demount reel and cartridge. 

2. Ensure tape end Is undamaged and hangs free in cartridge (If 
necessary, trim end with cutter, part 2512063). 

3. Check that unlatching cartridge toggle opens tape port. 

4. Remount reel and cartridge and retry load procedure. 

5. If failure recurs, remove reel from cartridge and try load 
procedure without cartridge. 

Tape Fails to Thread (Without Cartridge ) 

1. Ensure tape end is undamaged and positioned in threading chute 
(if necessary, trim end with cutter, part 2512063). 

2. Open doors and clear any obstructions from tape path. 

3. Close doors and retry load procedure. If imit still falls, notify CE. 

End of Tape Comes Off Machine Reel Hub as Tape Loads in Columns 

To recover information from tape with short leader, attach additional 
temporary leader with clear cellophane tape. 

Note ; After information is recovered (reproduced on another tape reel), 
recondition source reel by cutting off old leader and BOT marker. 
Trim end with cutter, and apply new BOT marker about 15 feet 
(4.6 m) from leading end. Have marker parallel to and about 1/32 
inch (0.8 mm) from front edge of tape. Marker must not be 
wrinkled nor extended beyond tape edge. 

Tape Unit Fails to Sense EOT Marker (Tape End Comes Off FUe Reel) 

Verify presence of EOT marker approximately 25 feet (7. 6 m) from end 
of tape. If marker is present, malfunction could be program error or 
machine failure - notify CE. 

l-« Rewind Procedure - With Cartridge : 

a) Open front door and manually wind remaining tape on 
machine reel. Close front door and press RESET and 
UNLOAD. When cartridge closes, remove cartridge and 
reel and mount an empty reel on machine, 

b) Open doors, manually thread tape from machine reel 
Ihroujji tape path, and wind approximately ten turns of tape 
on file reel. Close doors and press LOAD REWIND. 

c) Unload tape unit and return reel to cartridge when rewinding 
is complete. 

2. Rewind Procedure - Without Cartridge; 

Do (b) above. Unload tape unit when rewinding is complete. 

Tape Threads Successfully But Falls to Load In Columns 

Check for missing BOT marker, or Incorrect leader length (distance 
from tape end to BOT marker). Tapes with less than 10 foot (3 m) or 
greater than 30 foot (9 m) leaders may not load reliably. If neither 
condition is present, notify CE. 
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Window Falls to Open After Unload Operation 

1. Open access door and manually wind remaining tape onto file reel. 

2. Close front door and press RESET and UNLOAD. 

Writing a Tape Mark (3803/3420) 

1. Set the enable/disable 8witch(es) on the control unit operator's 
panel to 'Disable'. The CPU should be stopped momentarily (press 
STOP then START at the CPU) to ensure that the control unit becomes 
disabled. 

2. Open the 3803 back cover. (Remove rings, wristwatches, chains, 
bracelets, or metal cufflinks.) 

3. Set CE Panel switches as follows; 

a) PANEL ENABLE to 'enable'. 

b) ROS MODE (rotary switch) to 'norm', 

c) DATA ENTRY SELECT to 'cmndl'. 

d) DATA ENTRY (three switches) to 'IFX (PE tape mark), where 
X Is the address (hex) for the tape unit that Is to write the 
tape mark. 

Note ; To write an NRZI tape mark, two commands must be 
loaded and executed. The first Is the appropriate 
mode set, and the second Is the write tape mark (WTM). 
At this point, enter mode set command and TU number 
In the three DATA ENTRY switches (hex). 

e) MPLE/SINGLE to 'single'. 

f) DISPLAY SELECT to 'CE reg'. 

4. Activate the following switches in the sequence shown; 

a) SET ROS MODE/SET CE/CMPR to 'set ROS mode' then to 
'set CE cmpr'. 

Note ; To write an NRZI tape mark, set DATA ENTRY 

switches to IFX (see step 3d), and DATA ENTRY SELECT 
to 'cmnd 2'. Press 'Set CE/cmpr' again. 

b) reset/start or STEP to 'reset'. 

c) stop/start to 'start'. This writes a PE tape mark. (Press 
'start' again to write an NRZI tape mark.) 

d) Repeat steps 4b and 4c to write additional tape marks. 

5. Set the PANEL ENABLE switch down (OFF), close the rear 
cover, and set the channel ENABLE switch to the desired position. 

CAUTION: Failure to turn off the PANEL ENABLE switch could 
disrupt system operation at some later time. 
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Tape Transport Cleantng (3420> 

1. Unload tape and remove from tape unit. Do not operate door 
Interlock switch. 

2. Install capstan cover. 

3. Clean tape guides, threading channels, air bearings, vacuum 
columns, and vacuum column door glass wilh lint-free cloQi 
moistened wlUi tape cleaner. Use small brush to remove stubborn 
oxide buildup. Water may be used to remove oxide residues In 
vacuum columns. Do not use water near capstan . 

4. With small brush clean Intakes at bottom of vacuum columns and 
reel tachometer surfaces. 

5. Remove ci^stan cover and clean read/write head surface with 
small brush. 

6. Wipe read/write head, erase head, and tape cleaner with Unt-free 
cloth moistened with tape cleaner. Be careful not to disconnect 
erase head wires. 

7. Clean lower portion of rewind plunger and tape break mirror 
(above BOT/EOT block) with cotton swab moistened with tape 
cleaner. 
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23XX DIRECT ACCESS 
GENERAL, 23XX 

1. A select lock indlcatee an unsafe condition within the drive. When the 
red light comes on, It is safer NOT TO touch the file until a CE can 
look at it. He can determine what caused the select lock if the 
conditions that caused it are still indicated. If you try to reset the 
select lock by turning the drive off and on again, you may destroy a 
complete cylinder of information on the pack. If at all possible, 
work around that file until a CE can correct the malfunction. 

2. Handle a disk pack only with its cover on. If the disk pack is 
accidentally dropped, or receives a sharp Impact of any kind, have it 
inspected by an IBM Customer Engineer before you use it. Don't be 
reluctant to report a damaged pack. (Extensive damage could result. ) 

3. Defective T rack s - All packs now shipped from the factory will contain 
a label on the sector disk and a separate label in the shipping 
container listing (in decimal notation) the defective tracks. These 
tracks should be considered defective and not tested when using the 
stand-alone utility programs (OS/360 Independent Utilities 360S-UT-507 
or BPS/360 Initialize Disk 360 P-UT-206). Alternate tracks should be 
assigned for these defective tracks with one of the following methods, 
depending upon the programming system being utilized. 

1. For OS, use the GET-ALT function of the DASDI stand-alone 
utility (OS/360 Independent Utility 360S-UT-507) to flag the 
tracks and assign alternate tracks from the list. 

2. For tKDS, use the stand-alone utility 360P-UT-206, UT-207 
to flag tracks and assign alternates from the list. 

IBM Programming Systems consider cylinders 200-202 as the 
alternate track cylinders. 

Packs are tested at the plant under very rigid and extreme 
conditions. The tracks that are found to be defective are so 
under these conditions and IBM feels that it is wiser to use 
one of the many alternate tracks that are available. 

4. Disk Pack Load ing and U nloading : The following procedures should be 
followed for rapid, effective disk pack changing: 

Loading: 

1. Open the 2311 cover. (2314 drawer) 

2. Remove the bottom disk pack cover by turning the bottom 
locking knob, 

3. Place the disk pack (still contained in the top cover) on the 
spindle. 

4. Turn the top cover in direction of ON arrow until firm 
resistance is met. 

5. Lift the top cover from the disk pack. 

6. Close the 2311 cover, (2314 drawer) 

7. Press the start key, 

8. Reassemble the top and bottom covers of the disk pack. 

9. Store the covers in a clean cabinet or on a clean shelf. 
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CAUTION 

Do not leave disk pack cover inside disk drive. 

Unloading; 

1. Press the stop key, 

2. Wait until the rotating pack comes to a complete stop . 

3. Open the 2311 cover (2314 Drawers). 

4. Separate the top and bottom disk pack covers. 

5. Place the disk pack top cover over the disk pack, 

6. Turn the top cover in direction of OFF arrow at least two full turns. 

7. Lift the top cover, now containing the disk pack, from the spindle, 

8. Fasten the bottom cover firmly to\the disk pack. 

9. Close the 2311 cover (2314 drawer). 

10. Store the disk pack in a clean cabinet or on a clean shelf. 



Disk Pack Handling and Storage 

Careful and correct handling and storing of disk pack is vital for a 
successful installation. 

For complete details on disk pack handling and storage, refer to 
"IBM Disk Pack Handling and Operating Procedures" (Form 
A26-5756). 

To assure maximum disk pack life and reliability: 

1. Store the disk packs flat, not on edge. 

2. Each pack should rest on a shelf, not on another disk pack. 

3. Store In a clean, enclosed metal cabinet or a similar 
fire-resistant container, never in direct sunlight. 

4. Store disk packs in a machine-room atmosphere 
(60° to 90° F, 10% to 80% humidity). 

5. If a disk pack must be stored in a different environment, 
allow two hours for adjustment to machine room atmosphere 
before use. 

6. Always be sure that both the top and bottom plastic covers are 
on a disk pack whenever It is out of a module location (on a 
drive spindle). 

Disk Pack Labeling 

For identification purposes, small adhesive-backed labels can be 
placed on the disk pack center hub. Labels in this location can be 
read through the transparent disk cover. 

The following procedures should be used when labeling disk packs: 

1. Use adhesive -backed labels that can be applied and removed 
easily. 

2. Use a writing Implement, such as a pen or felt-tip marker, 
that does not produce a loose residue. Do not use a lead 
pencil. 

3. Write on the label before it is applied to the disk pack. 
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4. Place the label only on the center hvt), not on the disk pack cover 
or top disk surface. 

5. Use a new label If changes to the label information are necessary. 
Never erase a label that is on a cK.sk pack. Microscopic eraser 
particles can damage disk surfaces and read/write heads. 

6. Removal or placement of labels can be done only when a disk pack 
is in place c«i a drive. Do 'not attempt to remove the top cover 
when the cbsk pack is out of the drive. 

HeadA>lsk Interference 

Head disk interference (HM) is a result of R/W head contact with a disk 
surface. Usually a foreign particle in the air stream or a protrusion 
from the disk surface causes (he R/W head to break through the air 
"bearing' and abrade the disk surface. If the problem is not totally 
Corrected, it has a propagation effect from pack to pack and, in turn, 
drive to drive. 

Sym ptoms 

Head crashes can be recognized by one or more of the following symptoms: 

1, Sudden hard read errors. Because HDI damage will propagate, 

do not move any pack with this kind of error to more than one other 
drive. If the error persists, st<^ both drives and investigate fur- 
ther for HDI. 

CAUTION: The operator may not have recognized the head crash 
symptoms and propagated damage to other packs/ 
drives by moving the disk pack. The operators should 
be made aware of these symptoms and of the procedures 
that are set up to hold damage propagation to a minimum. 
Refer to the IBM Disk Pack and Cartridge Handling 
Procedures manual. (Form A26-5756) 

2. Uncommon noise from the disk is characterized by audible tinkling 
sounds. If allowed to continue, the noise will progress to a screech. 

When it is necessary to call a CE because of intermittent file errors, 
save for him the error message printout on the console and if available 
the DASDI print of that pack (when the pack was initialized last). 
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2314 OPERATOR CONTROLS AND INDICATORS 
MODULE IDENTIFIER PLUGS 

Each of the nine file modules has a module identifier plug receptacle. If a 
module identifier plug is placed In the module's receptacle, the access 
mechanism o,f that module Is positioned at cylinder 000 and a not-ready-to- 
ready-sequence device end is then presented to the channel from the control 
unit. Each removable module identifier plug has a unique address which is 
one of the values in the range through 7. The module identifier plug for 
the spare drive is labeled "S". 

CHANGING A MODULE ADDRESS 

The address of a file module is normally changed only when a file module 
requires maintenance. To change the address of any module; 

1. Make sure that the program(s) controlling the 2314 is in a wait state or 
that the existing condition allows removal of module identifier. 

2. Remove the module identifier plug from the affected modules and perform 
any necessary pack changes. 

3. Place the module identifier plugs In the appropriate receptacles. 

4. Program control is now in effect. 

Note: Module identifier plugs should either be Inserted 
all the way or removed completely. 



ENABLE/DISABLE SWITCH 

The 2314 contains an enable /disable switch on the single drive module of the 
2314. The switch enables or disables communications between the 2314 
and the CPU channel. If the two-channel switch special feature Is installed, 
each channel has its own enable/disable switch. 

The 2844 provides an additional enable/cli sable switch on the single drive 
module of the 2314. If the two-channel switch special feature is Installed 
in the 2844, each channel has Its own enable/disable switch. 

A single usage meter (located in the single drive module of the 2314) records 
processing time when communications have been enabled by an enable/disable 
switch being In the enable position. To enable communications between a channel 
and the 2314/2844 the following conditions must exist: 

1. The enable/disable switch associated with the channel being enabled 
must be In the enable position. 

2. The CPU must be In a stopped or wait state. 



96 



To disable communications between a channel and the 2314/2844 the following 
conditions must exist: 

1. The enable/disable switch associated with the channel being enabled 
must be in the disable position. 

2. The channel selection switch in the 2314/2844 must not be selected to 
the channel being disabled. 

.3. The CPU must be In a stopped or wait state. 

If the CPU enters the stopped or wait state when the 2314 contains outstanding 
status, the status may be made unavailable if the enable/disable switch 
associated with the channel has previously been set to disable. 



UNTAGGED-TAGGED TOGGLE SWITCH 

When the 2844 is attached to the 2314, an untagged-tagged switch is placed 
on the front of the ninth disk module in the 2314. (Also, a separate untagged- 
tagged switch is provided on the ninth module for each two-channel switch 
feature used in the 2314 complex.) The manner of presentation of a 
device-end resulting from making the 2314/2844 ready is determined by the 
setting of this switch. Such a not-ready-to-ready -sequence device end occurs 
after a disk pack change is completed and the affected module is returned to 
an on-line condition. 

When the switch is in the tagged position, device end for the not-ready- 
to-ready-sequence is presented to all channels connected to the 2314/2844. 
After the device end is accepted, the module can be addressed for command 
execution by the channel that accepted the device end. Before any other channel 
can use the module, it must also receive the not-ready-to-ready-sequence 
device end. 

If the toggle switch is in the untagged position, the 2314/2844 attempts to 
present the not-ready-to-ready -sequence device end to all channels connected 
to the 2314/2844 complex. This device end is cleared as soon as it is 
accepted by any channel, and no further attempt is made to present the device 
end to any other channel. 



CAUTION: If the switch is set to the untagged position, the programming envi- 
ronment must be such that the device-end interruption can logically 
be cleared by any channel to which the 2314/2844 complex is attached. 
If separate supervisor programs are used and the device end 
interruption must be indicated separately to each supervisor, 
then the switch must- be set to the tagged position. 
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2301 AND 2303 DRUM 

Under no circumstances should anyone except an IBM CE open the upper enclosure 
door. 

An operator should never power up the 2301 or 2303. Under normal operating 
environment, the power switch on the 2301 CE panel is always left in the remote 
position. 

To power down the system without losing power to the drum , turn the local/remote 
switch to local. If for any reason power has been dropped on the 2301 or 2303 
(especially building power failure) an IBM CE should be called to power up the 
2301 or 2303. The bidlding power panel circuit breaker should never be used 
to turn power off of the drum. If for some reason building power has to be shut 
off, cover the top of all of the 2301's or 2303's with a clean, dry cloth or plas- 
tic and notify your CE. 

The temperature of the drum should be checked once a shift, and if it exceeds 
100 degrees, a CE should be called. The dial is located within the top enclosure 
at the top of the drum. 



2820 DRUM CONTROL 

Operating Considerations 

Indicators 

Four lights are on the 2820 (Figure 3). 

1. AC on 

2. DC on 

3. POWER ON FILE 

4. CB/TH (Circuit Breaker/Thermal) 

During normal operation, AC on, DC on, and POWER ON FILE should be 
lighted but CB/TH should not be lighted. If this is not the case, notify the 
Customer Engineer. 

The Customer Engineer should be notified if: 

1. Five minutes after a power-on sequence is started, AC on and DC on 
are on but POWER ON FILE is off, 

2. Thirty seconds after a power-off sequence is started, DC on and 
POWER ON FILE are on but AC on is off. 
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2321 DATA CELL DRIVE 

1. BEFORE ATTEMPTING TO REMOVE OR INSTALL A CELL, review 
the Data Cell Handling Guide Form #A26-3633-l, 

2. LABELING 

The data cell container Is transparent so that the label on the front 
surface of the cell can be easily read. The following procedures 
are recommended for data cell labeling: 

1. Use an adhesive-backed label that can be applied and 
removed easily. Labels designed for this purpose are 
available under IBM P/N 2174086. 

2. Write on the label before it is aKilied. Use a writing 
implement that does not produce loose residue. 
Never use a lead pencil or wax crayon. 

3. Apply the label to the front surface of the cell , not to 
the cover or any other part of the cell. 

4. Use a new label if changes are necessary. Never us© 
an eraser. Microscopic eraser particles can damage 
strips and the read/write head. 

3. CLEANLINE SS 

« Keep the two-piece protective cover closed at all 

times, even when it is empty. 

• Keep the machine door closed except when mounting 
or removing cells. 

• Do not smoke while mounting or removing cells or 
in the storage area. 

The prime concern is to reduce airborne contaminants to a 
minimum. Data handling errors may occur if these procedures 
are not followed. When the 2321 is turned on, the internal filtered 
air supply maintains the air pressure within the cell array 
at an air pressure slightly higher than the surrounding environment. 
This pressure tends to keep airborne contaminants from entering 
the cell array during operation. Hence , data handling errors may 
occur If the preceding procedures are not followed. 

The machine room should be vacuumed or wet mopped daily. Never 
raise dust by use of such cleaning implements as a broom or a 
feather duster. If floor wax or other surface dressing is used, 
it must be of the non-flaking and non-dusting type and should be 
applied lightly. Never use steel wool or metal abrasives to clean 
or burnish floor tile. 

Treat the top plastic cover with care , It Is a mounting and 
removal tool in addition to serving as a protective cover. 



96 



WHAT NOT TO DO 

• Do not expose the covered data cell to an Intense 
magnetic field. Exposure to a strong magnetic field 
may cause loss of data. 

• Do not attempt to accelerate the condition of the 

cell by use of a heater, cooler, or any such artlficM 
means. Permanent deformation of the data strip 
may result if the temperature limits ai-e exceeded. 

• Do not store in direct sunlight. High temperatures 
within the data cell may cause permanent deformation 
of the strips. 

• Do not stack data cells. 

• Do not smoke while mounting or removing cells or 
In the storage area. 

• Do not attempt to use a cell which has been dropped 
or which shows signs of damage. 

• Do not attempt to remove the top cover from a cell 
unless the cell is in position on the spindle. 

• Do not operate any switches on the operator panel if 
the Drum or bin is turning. 

• Do not operate any switches on the CE Panel. 

UGHTS 

Even If the Drive Ready Light is on, the 2321 will not perform 
write operations If the CE key is Inadvertently left turned on 
in the CPU. 

Thermal : If lighted, indicates that a high-temperature 
condition exists within the 2321. 

Drive Select ; If lighted, indicates that the storage control 
unit is communicating with the 2321. 

Manual Controls 

Enable/Disable : This switch controls the usage meter, which 
is located Inside the 2321. The meter must be enabled before 
the 2321 can become operative. The CPU raUst be stopped in 
order to enable the usage meter. 

Reset : This button allows the 2321 indicators to be reset In the 
event of an improper status condition. This reset will not 
establish a drive operative or drive ready status. 

Restart : This button allows the restart of the 2321 after certain 
conditions occur, such as a momentary interruption of power. 



PRINTERS. GENERAL 

1. Make sure you double check the forms switch when you replace or add 
paper to the 1052 console. 

2. Sync checks usually indicate that the print train or chain is dirty. Have 
the CE clean it. 

3. CAUTION: Do not try to vacuum clean a train or chain. You may damage 
it. It is OK for you to clean the other parts of the printer. 

4. Paper jams are usually caused by improper insertion of forms. Double 
check tension controls. 

5. To prevent poor print quality, be sure your density control is set 
properly (also forms thickness), 

6. Reload UCS buffer after: 

a. Power down. 

b. Sync check. 

c. Print checks. 

7. If the printer starts printing incorrectly after you replace a UCS train, 
you may have put the train on incorrectly. The instructions are located 
to the rl^t of the train on the machine frame. 

8. Irregular forms skipping and printing could be caused by: 

a. Bad carriage tape (worn or mlspunched). 

b. Wrong forms type, 

c. Wrong line drive (6/8). 

9. Loss of the first few position of print could be caused by: 

a. Skev/ed print ribbon. 

b. Wrong paper form, 

c. Bad positioning of forms. 

d. Defective ribbon. 

10. Sync checks on a 1443 could be caused by the typcbar selector switch 
being set incorrectly for your typebar (13/48/53/63). 

11. If the 1403 won't ready, check the indicator panel below the 6/8 line knob 
for an interlock that may be open. 
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1443 

MANUAL CONTROLS FOR THE IBM 1443 

Clutch Knob 

The manual-olutch knob controls the carriage-tape drive and the form-feeding 
mechanism. 

Typebar Motor Switch 

This switch, mounted under the top cover and near the typebar drive has three 
positions: ON, OFF, and TYPEBAR REMOVAL. The OFF position turns off 
the ribbon and typebar motors. For safety, use this position if the ribbon is 
to be replaced without removing the typebar. The typebar removal position 
turns off the ribbon and tjTpebar motors. Use this position when removing or 
installing a typebar. 

NOTE: Setting this switch to OFF or TYPEBAR REMOVAL turns on the 

form -check indicator. Correct this condition by turning the typebar 
motor switch to ON, and pressing the start key. 

Typebar Selector Switch 

This switch is used to select the character bar being used. 

Byte-Burst Mode Switch 

This switch included only on the model Nl printers, has four positions that 
determine the byte transmission rate when the printer is attached to the 
multiplexer channel. 

The switch is ineffective if the model Nl is connected to the selector channel. 

Start Key 

When the 1443 Nl printer is set up for a printing operation, pressing the start 
key places the printer in ready status If the following conditions are met: 

AC power on. 

DC power on. 

Form-guide plates closed. 

Typebar in position. 

Typebar removal switch in ON position. 

Carriage brush assembly closed on carriage control tape, 

6-8 line-space drive cover closed. 

End-ol-form switch closed. 

No error conditions indicated on the console. 

Pressing the start key with the end-of-form light on causes the printer to 
operate under the control of the system until a channeI-1 punch is sensed in the 
carriage tape. This operation repeats each time the start key is pressed. 
Therefore, if no form is in the carriage, data is printed on the platen. 

Ready Light 

This light indicates that the printer has been conditioned by the operator to 
accept Initial instructions and subsequent commands from the system. It Is 
turned off when any one of the following conditions are sensed: 

When the stop key is operated. 

When the carriage stop key is operated. 

When an end-of-form is sensed. 

When an error Is indicated and the printer Is not busy. 

A not -ready condition is sensed on the next command to the printer. 
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gypc Check Light 

The sync check light turns on when the tjTpebar is out of synchronism with the 
printer. 

Form Check Li^t 

The form check light is turned on lor the following conditions: 

1. Forms not feeding properly throu^ the forms tractors. 

2. Forms guide plates not in operating position on the paper. 

3. The typebar switch is in the OFF or REMOVE position. 

4. The carriage brushes are not down in operating position. 

5. The 6-8 line-space control cover is not closed. 

End-of-Form Light 

This light comes on when about four inches of paper on the last form is left 
to be printed. However, the printer continues to operate until the carriage 
tape advances to a channel-1 punch, which removes the printer from ready 
status. If the start key is pressed, the machine restarts and continues to 
operate until channel 1 is sensed in the carriage tape. If the carriage tape is 
not punched in channel 1, the printer continues to operate. When the end-of- 
form and channel 1 are sensed, the machine ready status is turned off. 

The end-of-form light is extinguished when the form is replenished. 

Carriage Stop Key 

Pressing this key stops the carriage operation and places the printer in a 
not-ready state, immediately. 

Carriage ^ace Key 

When the printer is in a not-ready state, pressing the carriage space key 
advances the form one space. The operation of the space key also causes the 
use meter to stop. 

Carriage Restore Key 

When the printer is in a not-ready state, pressing the carriage restore key 
causes the carriage to move to channel 1 of the carriage-control tape. If the 
manual-clutch knob is set to OUT, the form does not move. If the clutch is 
engaged, the form moves in synchronism with the control tape. 

Intervention Required 

This Indicates that the 1443N1 is in a not-ready state because: the printer has 
run out of forms or forms have jammed; the stop key or carriage stop key has 
been pressed; the cover interlock switch is open; the typebar remove switch 
is set to the OFF or REMOVE position. 
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1403 

SuKRested Restart Procedures for 1403 on SyBtem/360 Model 25 and Above 

An I/O error causes an InterrXiption condition- When unit check is 
detected by the program, sense liifQrmatlon sent from the device 
control unit provides more-deUiled information concerning the 
cause of the unit check. As a result of program analysis of the 
sense information, an error message should be made available to 
the operator to indicate the condition. 



The following information describes the minimum actions that should 
be performed when the program detects unit check. 

The actions are related to particular sense indlcattons that can occur. 
These bits are analyzed by the program. The choice of action(s) to be 
taken by the operator must be established at the Installation. 

Intervention Required (Sense Bit 1) 

The printer enters a not-ready condition (Ready light off) because 
one of the following has occurred: 

1. The 1403 Stop key Is pressed . (Possible operator error). 

2. A mechanical Interlock , such as the print unit, is open. 
(Possible operator error). 

3. A forms check . When the Forms-Check light Is on, paper feed 
trouble has occurred or the Carriage Stop Key has been pressed. 
{Also, the Ready light is off). Any jam condition must be 
corrected and the Check-Reset key must be pressed before the 
Start Key is effective. The program should provide an operator 
message and exit from this error recovery procedure. The 
operator should then perform one o,f the following: 

a. Correct the not-ready condition, accept the record, and 
allow the application program to proceed without further 
retries of the command , or 

b. Correct the not-ready condition and restart the program 
from a logical restart point. The logical restart point 
should be determined at the installation and specified 

to the operator. 

4. End of forme . If an end-of -forms has occurred , the End-of-Forms 
light is on and the Ready light is off. To reset the printer, press 
the printer Start Key. The remaining lines of the form are then 
printed under program control. (Note that the Start Key is pressed 
only once). 

When a hole is then sensed in channel 1 of the carriage tape (either space 
to or skip to or by channel 1) , the operation is terminated with both the 
End-of-Forms and Forms-Check lights on and the Ready light off. 
Printing does not occur for the line at which the channel-! hole is sensed. 
Therefore , a carriage tape with a hole punched in channel 1 should be on 
the carriage. If there Is no hole in channel 1, printing continues even If 
no forms are In the printer (except for Selective Tape Listing operations). 
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If no skip-to-channel-l command is issued, lines are printed (after the last 
form) until the channel-1 punch is sensed. (For Selective Tape Listing 
operation, new tapes should be mounted when the end-of-forms indication 
occurs. ) 

The program should provide an operator message and exit from this error 
recovery procedure when the end-of-forms indication is detected. The 
operator should then perform a forms runout (as Just described) and satisfy 
the requirements of the application program. 

5. Sync check. This condition can occur whenever the print chain 

(or train) is out of synchronism with the print circuitry in the 
2821. Depending upon when the sync check occurs, one of the 
following conditions exists: 

a. The sync check occurred when no printing was in progress 
(no line was printed). 

b. The sync check occurred during a print operation and one 
line was printed. 

c. The sync check occurred during printing and two lines were 
printed. 

The program should provide an operator message and exit from 
this error recovery procedure. The operator should then: 

a. Correct the not-ready condition (press the Check-Reset 

key and then the Start key) and allow the application program 
to proceed without further retries of the command, or 

b. Correct the not-ready condition (press the Check Reset key 
and then the Start key) and restart the program from a 
logical point. 

If the error persists , a call should be made to the Customer 
Engineer. 

Data Check 

Data check indicates that a code in a data record sent to the printer 
does not match a code in the UCS (Universal Character Set) feature 
storage. Printing does not occur in the print position to which the 
unmatching code applies. The entire line (except for the data check 
position) or only a portion of the line may be printed. Therefore, the 
last printed Line may contain erroneous data and/ or an incomplete record. 
Data check generally indicates that the UCS storage was Improperly 
loaded or that a data record code (other than blank or null) does not compare 
to any code In the UCS storage. 

The program should provide an operator message and exit from 
this error recovery procedure. The operator should then; 

1. Accept the record and Indicate that the application program is to 
proceed without further retry of the command , or 

2. Cause the application program to restart from a logical point. 
If the error persists , a call should be made to the Customer Engineer. 
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Parity Check 

This bit indicates that a parity error has been detected in the UCS 
feature storage. The parity check can be reset only If the UCS storage 
is reloaded. 

If the parity check occurs while the UCS storage is being loaded, retry 
the operation once. If the error persists, a call should be made to the 
Customer Engineer. 

If the parity check occurs during printing, the last print line may contain 
erroneous data. Provide an operator message and exit from this error 
recovery procedure. At this time, the operator should; 

1. Accept the record, cause the program to reload the UCS storage 
and proceed without further retry of the command, or 

2, Cause the program to reload the UCS storage and restart the 
program at a logical point. 

If the error persists, a call should be made to the Customer Engineer. 
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2501 CARD READER 



Stack 
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c 



Twelve-Photocell Read 
Station 
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Pre-Reod Station 
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Ready Indicates that the 2501 can accept a command from the program. 
The ready light comes on when the following conditions exist: 

1. Power is on. 

2. A card Is registered at the pre-read station. 

3. Cards are In the hopper, or the end-of-flle key has been 
pressed. 

4. The stacker is not full. 

5. No feed check condition exists. 

6. No cover interlocks are opened. 

7. The stop key has not been pressed since the last depression 
of the start key. 

NOTE: Device End status is generated when the 2501 is made 
Ready. If the 2501 is made Not Heady, and then made Ready 
again before the channel accepts the first Device End, the 
ready light does not come on until this status is accepted. 

ReadjCheck^ (Equipment Check sense Indicator) comes on when a card 
is not being read properly. This condition can result from off- 
punched cards or Incorrect registration of cards in the transport. 
The Read Check Is reset by the next read command from the pro- 
|!,ram when the 2501 is not busy. 

Validity_Check (Data Check sense indicator) Informs the operator that 
the card just read in data mode 1 contains more than one punch in 
rows 1-7 of a column. The validity check is reset by the next read 
command from the program when the 2501 is not liusy. 

Feed C heck (Intervention-Required sense indicator) indicates a card jam 
or improperly positioned card In the hopper, transport, or stacker; 
or a failure of one of the read-station photocells or lamps. Usually, 
a feed check can be reset by an NPRO operation; otherwise , the 
operator mxist manually remove jammed cards from the transport 
or stacker area. 
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RESTART PROCEDURES for 2501 



INDICATIONS 


RESTART PROCEDURES 


Ready Light off 
Sense Bit 1 - Intervention 
Required 


1. Check for full stacker, empty hopper, open 
cover, or actuated stop key. 

2. Correct any error condition, 

3. Remove cards from hopper. 

4. Press NPRO key. 

5. Place last card in stacker at front of input 
cards, and replace this deck in hopper. 

6. Press start key. 


Ready Light off 
Feed-Check Light on 
Sense Bit 1 - Intervention 
Required 


1. If there is a card jam, correct any Jammed 
cards. If there is no jam, proceed to 
step 2. 

2. Remove cards from hopper. 

3. Press NPRO key. 

4. Place card Just run out ahead of cards from 
hopper, and place this deck In hopper. 

5. Press 2501 start key. 


Ready Light on 
Read -Check Light on 
Sense Bit 3 - Equipment 
Check 


1. Error card is last card in stacker. Correct 
any off-punching It contains. Place 
corrected card as last card in stacker. 

2. Remove cards from hopper. 

3. Press NPRO key. One card should enter 
stacker. 

4. Place last two cards from stacker ahead of 
cards removed from hopper, and place this 
deck in hopper. 

5. Press start key. 

6. Restart program. 


Ready Light on 
Validity-Check Light on 
Sense Bit 4 - Data Check 


1. Error card is last card In stacker. Locate 
and correct invalid punching it contains 
(more than one punch in rows 1 through 7) 
and replace it as last card in stacker. 

2. Follow steps 2-6 of Sense Bit 3-Equlpment 
Check procedure (one procedure back in 
this chart). 


Ready Light on 
Sense Bit 5 - Overrun 


1, Follow steps 2-6 of Sense Bit 3 - Equipment 
Check procedure (two procedures back in 
this chart). 
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2520 CARD READ PUNCH 
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Ready indicates that the 2520 can accept and execute a command from the 
program. The Ready light Is on when these conditions are met; 

1. Power on. 

2. Cards in hopper and preread station (initial load) or End-of-File 
light on and card in preread station. 

3. Stackers not full. 

4. Chip box properly positioned and not full. 

5. Feed check light off. 

6. Cavers and other machine interlocks closed. 

7. Punch unit locked in place. 

8. Stop key not pressed. (If all other conditions for ready are met and 
the Stop key has been pressed, pressing the Start key turns on the 
Ready light. ) 

Validity Check Indicates that the 2520-Bl read more than one punch in 
rows 1 through 7 of a card column during a data mode 1 read operation. 

Jam Removal 

When jammed cards must be removed manually , the operator can gain 
access to the transport and punch unit by opening the top covers of the 
2520. The transport area has a hinged plastic card-guide that can be 
raised, and a pressure-release lever that frees cards in the read 
station. The punch area is entirely exposed by unlatching and raising 
the punch unit. 

By turning a hand-feed wheel, the operator can manually advance 
the mechanical portions of the punch area as an aid to jam removal. 
After clearing a jam from the punch area, the operator should always 
pass a blank card through the punch die and under the punch area 
pressure rolls to determine that all card scraps have been removed. 

NOTE: Restart procedures vary according to type of command issued. 
Refer to the component description manual SRL A21-9027. 
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2540 CARD READ PUNCH 
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Lights 

As an aid to the programmer and the operator in planning re start methods, the 
following descriptions of error lights include the associated 2540 isense 
indications. 

Reads 

Feed Stop (Sense-Bit 1, Intervention Required) turned on when the reader 
motor is stopped by a card jam, a misfeed, a read clutch failure, or a 
failure to receive a signal from the 2821 after a read cycle is completed. 
Feed Stop is turned off by performing a non-process runout. 

Read Check (Sense-Bit 3, Equipment Check) signals detection of a hole-count, 
a parity error, an addressing error, or a translate check in the 2821 read 
buffer. Read Check is also turned on by a read clutch failure. Read Check 
is turned off by the next read command. 

Ready Indicates that the reader is in ready status. 

Validity Check (Sense-Bit 4, Data Check) indicates that an invalid punch 
configuration (more than one punch in rows 1-7 of a single column) has 
occurred in a read ov PFR data-mode 1 operation. Validity Check is 
turned off by the next' command. 

End-of-File Indicates that the end-of-file key has been pressed, and that 
the end-of-file circuits are active. The end-of-file light goes out and the 
circuits are deactivated if the stop key is pressed , or if the last card has 
been stacked and an additional feed instruction, or read and feed instruction, 
has been received by the reader. 

Punch 

Chips (Sense-Bit 1, Intervention Required) indicates that the chip box is 
either full, or improperly positioned. 

Ready indicates that the punch is in Ready status. 

Punch Check (Sense-Bit 3i Equipment Check) indicates the detection of a 
hole-count error, parity check, addressing error, or translate check in 
the 2821 buffer. Punch Check is also turned on if these errors occur 
during a PFR Read operation or any time a punch clutch error occurs. 
This indication is reset by the next command. 
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Feed Stop (Sense-Bit 1 , Intervention Required) is turned on when the 
punch motor is stopped by a card jam , a mlsfeed , or a punch-clutch 
failure. Feed Stop is turned off by performing a non-process runout. 

End-of-File (installed in the punch feed only when the 2540 is equipped 
with the special feature) turns on when the punch end-of-file key has 
been pressed, activating the punch-feed end-of-file circuits. If the punch 
stop key is pressed , the punch end-of-file light will go out and the circuits 
will be deactivated. 



Validity Check fSense-Bit 4, Data Check) indicates more than one punch in 
rows 1 through 7 in same column while operating in data mode 1. This ligjit 
is installed wlOi the PFR feature only. It is reset with the next command. 

Common Indicator Lights 

Transport (Sense-Bit 1, Intervention Required) indicates a card jam in the 
transport area of the 2540. This light goes out when the jam is cleared and 
the covers are closed. 

Power indicates that the 2540 is being supplied with dc power. 

Stacker (Sense-Bit 1, Intervention Required) Indicates that any one of 
the live stackers is filled. 

Fuse indicates that a signal fuse In the 2540 has blown. A blown fuse must 
be replaced by a fuse of the same size. An IBM Customer Engineer should 
be notified whenever a fuse has blown, because this could indicate a 
malfunction in the 2540 circuitry. 



OPERATING AND RESTART PROCEDURES 

Initial Start 

To begin operation with the 2540 reader: 

1. Perform an NPRO operation by opening the joggler gate, 
emptying the hopper, and pressing and holding the reader 
start key to ensure that no cards are left In the feed. 

2. Load the desired cards into the hopper or the file-feed 
magazine, and close the joggler gate. Card decks less than 
one inch thick should be placed directly in the hopper with 
the card weight; larger decks can be placed in the file-feed 
magazine. 

3.- Press the reader start key. 

To begin operation with the 2540 punch: 

1. Perform an NPRO operation by emptying the hopper and 
pressing and holding the punch start key. 

2. Load the desired cards into the punch hopper. 

3. Press the punch start key. 
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Restarts from Error Conditions 

The 2540 uses the flexible System/360 command set; therefore, different 
external error conditions can each require different restart procedures, 
depending on whether the 2540 operation is reading, punching, or PFR. 
If the program provides some programmed message to indicate the 2540 
sense conditions, (typeout, printout, system console display, etc.) the 
operator can use this message to determine which specific restart 
procedure he should follow. To locate the error card for read-check and 
validity-check errors, the operator should be familiar with the type of 
processing used by the pro-am; that is, whether the program is 
reading and stacking each card with a single command, or delaying the 
stacker selection until the data from the card is analyzed. 

Pg. 112-119 show the various 2540 error indications and appropriate 
restart procedures for standard operations, for PFR operations and for 
1400 Compatibility-mode operations. The procedures on pages 94-97 
assume that the I/O-Check-Stop bit has been turned on with card 0390 
of the compatibility initialization deck External indications and channel 
indications are included in both figures. The programmer should dis- 
play the sense indications to the operator. 

NOTE: The punch end-of-file key, installed as part of the 
2540 Punch-Feed-Read special feature , should not be used 
(1) when the program does not issue the PFR Read command 
for the last card of the file , or (2) for 1400 Compatibility 
operations. Improper use of this key can cause the 2540 to 
lose one or two punched-card output records. 

Jam Removal 

The operator can gain access to the top of the read feed, transport and 
stacker area, and punch feed by raising the top covers of the 2540, He 
can remove the read-check brushes, the read brushes, the punch-check 
brushes, and the PFR brushes, as necessary, to free jammed cards. 

If brushes must be removed, avoid contact between the brushes and any 
other part of the machine. Such contact can damage the brushes or blow 
a fuse. When replacing these brushes be sure to hand crank the Feed 
as you are seating the brush block into position. To hand crank the Feed , 
open the right front door of the reader and turn the hand wheel clockwise. 

The locking pins should be snapped into place before a restart is 
attempted. A series of reader checks or punch checks upon restarting 
could indicate damaged or improperly positioned brushes. 

Jams in the punch unit could require the operator to open the front 
cover of the punch feed , crank the punch clutch <io a setting between 
335^ and 350^, remove the plastic chip funnel, and lower and remove 
the punch die. The die has a handle shaped like an inverted T. The 
operator must turn this handle clockwise until the lock at the top of the 
die is released, and, if necessary, trip the ejection trigger on the handle 
to remove the die from the machine. 

When all cards and card fragments have been removed from the punch 
unit, the operator replaces the die by pushing it up into the punch unit, 
and turning the handle counterclockwise. The die is improperly seated 
if a light tug on the handle causes it to fall. 

A decal on the plastic cover over the punch clutch has instructions for 
the operator to follow in removing jams from the punch unit. 
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2540 RESTART PROCEDURES - STANDARD AND PFR OPERATION 



INDICATIONS RESTART PROCEDURES 


Header Feed Stop Light (Only) 
Sense Bit 1 —Intervention 
Required (Only) 

NOTE: If read check/bit 3 
or validity checkAiit 4 
indications accompany feed 
atop/bit 1, follow procedure 
for read check or validity 
check. 


1. Remove cards from stacker Rl. 

2. Open hopper joggler gate and remove 
cards from hopper. 

3. Open covers and remove any jammed cards 
from read feed. Reconstruct any damaged 
cards. 

4. If EOF is on, press stop switch to reset 
EOF. 

5. With joggler gate still open, press and 
hold reader start key to clear feed. 

6. Remove cards just run out into stacker Rl, 
place them and any reconstructed cards, in 
proper sequence, ahead of cards removed 
from hopper, and replace this deck in 
hopper or ahead of cards in file feed 
magazine. 

1. Close joggler gate. 

8. Press reader start key. 


Reader Feed Stop Light 
Read Check Ll^t 
Sense Bit 1 —Intervention 
Required (Only) 


This combination of error indications 
accompanies a 2540 read clutch failure; 
there may be cards in stacker Rl that have 
not been read. Restart the job from the 
last checkpoint. The CE should be advised 
when this error occurs. 


Read Check Light 
Sense Bit 3 — Equipment 
Check 

(If card Is read and stacked 
with single command,) 


1. Remove cards from stacker Rl. Determine 
(perhaps with aid from programmed 
message) which was last card read into 
processing unit, and correct any off -regis- 
tration punching in it. Place this 
corrected card in stacker Rl. 

2. Open joggler ^te and remove cards from 
hopper, 

3. If EOF is on, press stop switch to reset 
EOF. 

4. With joggler gate open, press and hold 
reader start key to clear read feed. 

5. Remove cards from stacker Rl and place 
them ahead of cards removed from hopper. 
Place this deck in hopper or ahead of cards 
in file feed magazine. 

6. Close joggler gate. 

7. Press reader start key. 


Read Check Light 
Sense Bit 3 - Equipment 
Check 

(If stacker selection is 
delayed). 


1. Remove cards from stacker Rl. 

2. Follow steps 2-7 of preceding procedure, 
correcting any oft-registration punching 
in first card run out into stacker Rl. 
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2540 RESTART PROCEDURES - STANDARD AND PFR OPERATION 



INDICATIONS 


RESTART PROCEDURES 


■; Validity Check Light 

• iiSnse Bit 4 —Data Check 

"*? card is read and stacked 
.: I_ ! with single command. ) 

i 

■ ! 


1. Remove cards from stacker Rl. Determine 
(perhaps with aid from programmed 
message) which was last card read into 
processing unit (this card may be in 
another stacker) and correct any errors In 
this card. Place the corrected card in 
stacker Rl. 

2. Open joggler gate and remove cards from 
hopper. 

3. If EOF is on, press stop switch to reset 
EOF. 

4. With joggler gate open, press and hold 
reader start key to clear read feed. 

5. Remove cards from stacker Rl and place 
them ahead of cards removed from hopper. 
Place this deck in hopper or ahead of cards 
in file feed magazine. 

6. Close joggler gate. 

7. Press reader start key. 


1 Validity Check Light 
1 Sense Bit 4 —Data Check 

'■' (11: stacker selection is 
delayed. ) 

i 

1 

! 

; 

- 


1. Remove cards from stacker Rl. 

2. Open joggler gate and remove cards from 
hopper. 

3. If EOF la on, press stop switch to reset 
EOF. 

4. With joggler gate open, press and hold 
reader start key to clear read feed. 

5. Locate and correct Invalid character(s) In 
first card In stacker Rl. 

6. Place corrected card ahead of cards in 
stacker Rl. Place all cards in stacker Rl 
ahead of cards removed from hopper. 
Place this deck in hopper or ahead of cards 
in file feed magazine. 

7. Close joggler gate. 

8. Press reader start key. 



Validity Check Light 


1. Remove card from punch hopper. 


Punch Check Light 


2. If EOF is on, press stop switch to reset 


Sense Bit 3 — Equipment 


EOF. 


Check 


3, Press and hold punch start key to clear 


Sense Bit 4— Data Check 


punch feed. 




4, Remove last three cards from stacker PI. 


{If 2540 is performing PFR 


5. The first of these three cards may have to 


read operation. ) 


be reconstructed because it has been read 




and punched but not punch checked. 




6. The second card caused the validity check. 




Correct it as necessary. 




7. Place these three cards, after any 




necessary corrections, in front of the 




cards removed from the hopper. Place 




this deck in the hopper. 




8. Press the punch start key. 




9. Reconstruct internal data in the system as 




necessary to restart at the Start l/O In- 




struction that caused the reading of the 




first card run out of the punch feed in 




step 3. 




NOTE: In some programs, reconstruc- 




tion of internal data may not be provided 




for. In Uiat case, restart the job from the^ 




last pheckpolnt. 
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2540 RESTART PROCEDURES - STANDARD AND PFR OPERATION 



INDICATIONS 


RESTART PROCEDURES 


Punch Feed Stop Li^t (Only) 
Sense Bit 1 — Intervention 
Required (Only) 

(If the 2540 is not performing 
PFR lOperatlons.) 


1. Remove cards from stacker PI. 

2. Remove cards from hopper. 

3. Open covers and remove any jammed cards 
from punch feed. 

4. Press and hold punch start key to clear 
punch feed. 

5. Discard last card punched (2540 will 
repunch this card automatically). 

6. Replace blank cards in hopper and press 
punch start key. I^st card will be 
repunched automatically and 2540 enters 
ready status. 


Punch Feed Stop Light (Ctaly) 
Sense Bit 1 — Intervention 
Required (Only) 

(If 2540 is performing PFR 
operation. ) 


1. Remove cards from stacker PI. 

2. Remove cards from hopper. 

3. If EOF is on, press stop switch to reset 
EOF. 

4. Open covers and remove any Jammed car 
from punch feed. Press and hold punch 
start key to clear feed. 

5. Any card removed or run out from betwe 
punch station and punch check brushes 
should be reconstructed, because it has 
been punched but not punch checked. 

6. Place reconstructed cards and cards run 
out into stacker PI, in proper sequence, 
ahead of cards removed from hopper, and 
place this deck in hopper. 

7. Press punch start key. 

8. Reconstruct internsil data in the system as 
necessary to restart at the Start l/O in- 
struction that caused the first card remove 
or run out to be read at the PFR station. 

NOTEr In some programs, reconstruc- 
tion of internal data may not be provided 
for. In that case, restart the job from the 
last checkpoint. 


Punch Check Light 
Sense Bit 3— Equipment 
Check 

(If 25'iO Is not performing 
PFR operation and is 
using stacker PI.) 


1. Remove cards from hopper. 

2. Press and hold punch start key to clear 
punch feed. 

3. Remove last four cards from stacker PI. 
The last two cards are blank; the first two ' 
should be discarded, 

4. Replace blank cards and cards removed 
from hopper in hopper. 

5. Reconstruct internal data in the system as 
necessary to restart at the Start I/O in- 
struction that caused the first card removed 
from stacker PI to be punched, 

NOTE: In some programs, reconstruc- 
tion of internal data may not be provided 
for. In that case, restart the job from the 
last checkpoint. 
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2540 RESTART PKOCEDURES - STANDARD AND PFR OPERATION 



INDICATIONS 


RESTART PROCEDURES 


Punch Check Light 
Sense Bit 3 — Equipment 
Check 

(If 2540 is not performing 
PFR operation and is not 
using stacker PI. ) 


1. Examine and correct, if necessary, error 
card, which is last card in stacker PI. 
(2540 automatically routes error cards to 
stacker PI.) 

2. Place this card in appropriate stacker. 

3. Press and hold punch start key to clear 
feed, 

4. The 2540 will force the card followinE the 
error card into stacker PI, also. Place 
this card in the appropriate stacker. 

NOTE: Because the error card and the 
card following it are both directed to 
stacker PI, the program can correct a non- 
PFR punch check without operator inter- 
vention by repunching both cards and 
directing them to aRTopriate stackers. The 
operator can then discard all cards in 
stacker PI at the end of the job. 


^nch Check Light 
*%se Bit 3— Equipment 
; Check 

■ W 2540 is performing PFR 
operation. ) 

( 

t 
f 


1. Remove cards from punch helper. 

2. If EOF is on, press stop switch to reset 
EOF. 

3. Press and hold punch start key to clear 
feed. 

4. Remove last four cards from stacker PI. 
The last two cards are correct; pre-punch- 
ing in the first two must be reconstructed, 

5. Place the two reconstructed cards, the two 
correct cards, and the cards removed from 
the hopper, in that sequence, in the hopper. 

6. Reconstruct internal data in the system as 
necessary to restart at the Start I/O in- 
struction that caused the first reconstructed 
card to be read at the PFR station. 

NOTE: In some programs , reconstruc- 
tion of internal data may not be provided 
for. In that case , restart the job from the 
last checkpoint. 


Punch Feed Stop Light 
Punch Check Light 
Sense Bit 1 — Interventipn 
Required (Only) 


This combination of error Indications 
accompanies a 2540 punch clutch failure; 
there may be <iards In stacker PI that have 
not been processed. Restart the job from 
the last checkpoint. The CE should be 
advised when this error occurs. 
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2540 RESTART PROCEDURES - 1400 COMPATIBILITY 



INDICATIONS 


RESTART PROCEDURES 


Reader Feed Stop Light (Only) 

System Console Main 
Storage Data Register 
(MSDR) Display: 4F 


1. Remove cards from stacker Rl. 

2. Open joggler gate and remove cards from 
read hopper. 

3. Open covers and remove any Jammed cards 
from read feed. 

4. If EOF is on, press stop switch to reset 
EOF. 

5. With joggler gate still open, press and hold 
reader start key to clear feed. Any 
damaged cards must be reconstructed. 

6. Remove cards just run out into stacker Rl. 
Place them and any reconstructed cards , in 
proper sequence , ahead of cards removed 
from hopper, and place this deck in hopper 
or ahead of cards in file feed magazine. 

7. Close joggler gate. 

8. Press reader start key. 

9. Press system console start key. 


Reader Feed Stop Light 
Read Check Light 
System Console MSDR 
Display: 3F 

(If there is no card jam in 
the 2540 read feed. ) 


This combination of error indication accom- 
panies a 2540 read clutch failure; there may 
be cards in stacker Rl that have not been 
read. Restart the job from the last check- 
point. The CE should be notified if this 
error reoccurs. 


Reader Feed Stop Light 
Read Check Light 
System Console MSDR 
Display: 3F 

(If there is a Jam in the 
2540 read feed. ) 


Follow the procedure for read check or 
validity check (the next procedure in this 
chart). 


System Console MSDR 
Display: 3F 

(Read check or validity check 
has occurred , but the 
light has lieen turned off. ) 

NOTE: This same indication 
can occur for PFR opera- 
tion; see that procedure 
later in this chart If 
appropriate. 


1. The last card in stacker Rl is error card. 
Correct it. 

2. Open Joggler gate and remove cards from 
hopper. 

3. If EOF is on, press stop switch to reset 
EOF. 

4. With joggler gate open, press and hold 
reader start key to clear feed. 

5. Place corrected card ahead of the three 
cards Just run out into stacker Rl. Place 
tliese four cards ahead of the cards removed 
from the hopper , and place this deck in the 
hopper or ahead of the cards in the file feed 
magazine. 

6. Close joggler gate. 

7. Press reader start key. 

8. Press system console start key. 
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2540 RESTART PROCEDURES - 1400 COMPATIBIIJTY 



INDICATIONS 


RESTART PROCEDURES 


Punch Feed Stop Light (Only) 
System Console MSDR 
Display: 5F 

(If 2540 is not performing 
PFR operation. ) 


1. Remove cards from stacker PI. 

2. Remove cards from punch hopper. 

3. Open covers and remove any jammed cards 
from punch feed. 

4. Press and hold punch start key to clear 
feed. 

5. Discard last card punched (2540 will 
repunch this card automatically). 

6. Replace blank cards in hopper and press 
punch start key. Tiast card will, be 
repunched. 

7. Press system console start key. 


Punch Check Light 
(Punch feed stop light may 

be on or off. ) 
System Console MSDR 

Display: 5F 

(If 2540 is not performing 
PFR operation. ) 


1. The last card In stacker PI caused the 
punch check. Correct it as necessary. 
Place corrected card in appropriate 
stacker. 

2. Press system console start key. 

NOTE: If no jam condition exists and 
the punch check light and punch feed stop 
light are both on, a punch clutch error has 
occurred. The program sliould be 
restarted from the last checkpoint. The CE 
should be advised when this error occurs. 
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2540 RESTART PROCEDURES - 1400 COMPATIBILITY 



INDICATIONS 


RESTART PROCEDURES 


System Console MSDR 


1. 


Remove cards from punch hopper. 


Display: 3F Punch Check 


2. 


If EOF is on, press stop switch to reset 


Ught and VaUdlty 




EOF. 


(Check light may be on 


3. 


Press and hold punch start key to clear 


or off) 




feed. 




4. 


Remove last three cards from Stacker PI. 


(If 2540 is performing PER 


5. 


The first of these three cards must be 


Operation) 




reconstructed because it has been read 
and punched but not punch checked. 




6. 


The second card caused the error; 
correct it as necessary. 




7. 


Place reconstructed card 1, corrected 
card 2 , and card 3 in front of the cards 
removed from the hopper. At the 
front of this deck place a readily- 
identifiable blank card, and place this 
deck in the hopper. 




8. 


Reconstruct Internal data in the system 
as necessary to restart at the instruction 
that caused card 1 to be read at the PFR 
station. 

NOTE: In some programs, reconstruc- 
tion of internal data may not be provided 
for. In that case , restart the program 
from the last checkpoint. Be sure that 
the readily Identifiable blank card is the 
first card in the hopper. 




9. 


Set the system console process switch at 
SINGT,R CYCLE. 




10. 


Set address 10 FF in switches F, G, H, 
and J on the system console. 




11. 


Press the system reset key. 




12. 


Press ROAR reset key. 




13. 


Press system console start key. 




14. 


Set system console process switch at 
PROCESS. 




15. 


Press 2540 punch start key. 




16. 


At system console , perform Set IC 
function to address appropriate 
instruction. See Operator's Guide 
for the appropriate system. 




17. 


Press system console start key to 
resume processing. 




18. 


Remove readily-identifiable blank card 
Inserted in step 7 when it is stacked. 
This card may now be punched ; if it is , 






discard it. 
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2540 RESTART PROCEDURES - 1400 COMPATIBILITY 



INDICATIONS 


RESTART PROCEDURES 


Punch Feed Stop Light 

(Only) 

System Console MSDR 

Display: 5F 

(If 2540 is performing 
PFR operation. ) 


1. Remove cards from stacker PI. 

2. Remove cards from punch hopper. 

3. Open covers and remove any jammed 
cards from punch feed. 

4. If EOF is on, press stop switch to reset 
EOF, 

5. Press and hold punch start key to 
clear feed. 

6. Any cards removed or run out from 
between punch station and punch check 
brushes have been punched but not 
punch checked. Pre-punching in 
these cards should be reconstructed, 

7. Place any reconstructed cards and 
cards run out into stacker Pi, in proper 
sequence , ahead of cards removed from 
hopper. Place a readily-identifiable 
blank card ahead of this deck and place 
deck in hopper, 

8. Perform steps 8-18 of preceding 
procedure in this chart. 


Punch Check Light 
(Punch feed stop light 
may be on or off) 

(If 2540 is performing 
PFR operation). 

i- ■ ■ ■ 
i 

i 


1. Remove cards from punch hopper. 

2. If punch feed stop light is on, open 
covers and remove any jammed cards 
from punch feed. Correct any 
damaged cards. 

3. If EOF is on, press stop switch to reset 
EOF. 

4. Press and hold punch start key to clear 
feed. 

5. Of the last four cards to enter the 2540 
punch feed, the last two are correct and 
pre-punching In the first two must be 
reconstructed. 

6. Place a readily- identifiable blank card, 
the two reconstructed cards , the two 
correct cards, and the cards removed 
from the hopper in the hopper. 

7. Perform steps 8-18 of PFR punch 
validity check procedure (two procedures 
back in this chart), 

NOTE : If no jam condition exists and 
the punch check light and punch feed stop 
light are both on, a punch clutch error has 
occurred. The program should be 
restarted from the last checkpoint. The 
CE should be advised when this error 
occurs. 



119 



1442 MODELS Nl and N2 



Cornering 
Station 



Punch 
Station 



Read Station 
(1442-Nl only) 




Stacker 2 
(1442-Nl only) 



Ready indicates that the 1442-Nl can perform a command received from 
the channel. Pressing the start key turns on the ready light If these 
conditions are met: 

1. There are cards in the hopper and at the read station, or the 
end-of-Iile light is on. 

2. The chip box is in place and not full. 

3. Neither stacker is lull. 

4. All covers arc closed. 

5. There are no hopper, read station, punch station, transport, or 
feed clutch error lights. 

6. There is no outstanding status present in the 1442-Nl that has 
not been accepted by the processing system. 

NOTE: Pressing the stop key causes ready status to drop. If 
the power is on and Ready Is not on, the 1442-Nl replies with 
Unit Check status to any command except the Sense command. 

Pressing the start key causes the 1442-Nl to present Device 
End to the Channel. When Device End is accepted, the Ready 
light turns on. 

Check Indicates that at least one error condition is displayed on the 
back-lighted indicator panel. 
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Intervention Required - Operator action is necessary to empty stacker, 
fill hopper, empty chip box, clear jam, restore ready status. 

Unit Exception - {1442-Nl Only) The 1442-Nl has received a Read 
command when there are no cards in the hopper or the read station, 
the End of File key has been pressed, and the last card Is registered 
in the punch station. Channel End accompanies Unit Exception. 

Restart Procedures 



The recovery from an I/O error depends upon the command issued 
and Is too complicated to summarize in this handbook. We suggest 
you refer to the SRL Manual for the 1442-Nl, Form A21-9025. 



CARD READERS - GENERAL 

1. A common cause of read checks Is off punched or worn cards, 

2. Use a card gauge to determine off punching. 

3. A validity check usually Indicates a double punch In rows 1-7 of 
the Card. 

4. When bringing new cards Into the computer room from a different 
environment (heat, humidity), do not use them for the first 12 hours. 

5. Cards do wear out. Reproduce master decks when you notice excessive 
marking or scoring on the edges. 

6. Some common sense messages that may type out on the console are: 

Intervention Required - Operator attention Is needed to empty 
the stacker, fill the hopper, press END OF FILE, clear the 
transport, close a cover, or restore ready status. This 
indication also accompanies a read station failure that occurs 
during reading. 

Equipment Check - Indicates that the two readings of a column 
did not agree. Also Indicates that the read station failed 
before reading begins. 

Data Check - Indicates that the machine has detected an invalid 
card column (more than one punch in rows 1-7) In data mode 1. 
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O/S OPERATOR COMMANDS 

O/S PCP and MFT-I Commanda 

POP System 

CANCEL SET 

DISPLAY START 

MOUNT STOP 

REPLY UNLOAD 

REQ VARY 

Console commands, other than SET and START, are accepted whenever 
you issue them. To Issue a SET or START command, first Issue a REQ 
command. A REQ command makes the system patise and Issue a message 
requesting further commands at the end of a job step. Any commands 
Issued In response to such a message must be followed by a START com- 
mand with no parameters. This command gives control to the reader to 
start the next job step. 

The following conventions are used in illustrating the format of commands! 

• Required letters (those shown in upper case) must be entered 
in either upper or lower case. 

• Lower-case letters indicate ttiat a parameter must be 
substituted. 

• Dotted lines . . . (Ladlcating a series of terms), brackets [ ], 
and braces { } are not entered. 

• Entries within brackets [ ] are optional. 

• Entries within braces { } are required - you must select one. 

• Numbers and punctuation marks (other than dotted lines, 
brackets, and braces) must be entered as shown. 

Conimand formats are essentially free form, but one or more blanl» 
must follow the operation field. Commands cannot occupy more than 
one line. For example, if a command is entered through a card reader, 
it may not be more than 80 characters in length. 

If comments on commands are necessary, they should appear to the ri^t 
of the operand field and be separated from it by at least one blank. If 
the operand field Is null, a comma followed by at least one blank indicates 
that comm.ents will follow. 

CANCEL — Terminate Job Immediately 



Operation 



/CANCEL) 



Operand 



jobname [,DUMP] 



jobname 

specifies the name of the job to be terminated. The maximum 
length of a job name is eight characters. 



DUMP 



specifies that an abnormal-end-of-task storage dump is to be 
taken if a step of the job is being executed vAien the command 
is received. If the programmer has put In the SYSABEND 
data definition statement, a full dump is taken. If he has not 
Included this Card, an indicative (partial) dump Is taken. 
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<8> 



DISPLAY — Cause Conaole Diaplay 



Operation 



Operand 



( Display \ 



JOBNAMES [,T] 
STATUS 
DSNAME 
SPACE 



JOBNAMES [,T] 

the name of each job 1b to be displayed both when the job starts and 
when it ends, and that unit record allocation is to be displayed when 
the step starts. 

If a job terminates abnormally, the job names will appear in the 
diagnostic messe^e. 

If the T parameter is used in conjunction with the JOBNAMES 
parameter, the system displays the time of the day in addition to 
the jobnames. 

STATUS 

the data set names and volume serial numbers of data sets with 
dispositions of KEEP, CATLG, or UNCATLG are to be displayed 
on the console, at step termination and job termination. 

DSNAME 

the system is to display, within the mount and K (keep) - type 
demount messages, the name of the first non-temporary data set 
allocated to the volume to which the messages refer. Mount 
messages for data seta with a disposition of DELETE will not 
contain the data set name. 

SPACE 

the system is to display, in demount messages, the available 
space on a direct access volume. 

MOUNT ~ Allocate Device 



Operation 



Operand 



I MOUNT \ 



unltaridr [, VOL=(NL, serial)] 
.STORAGE 
,USE= I PUBLIC 
' PRIVATE 



Unitaddr 

specifies the name of the input/output device to be allocated. Unit- 
name must specify a device that has been unloaded by the system. 

VOL==(NL, serial) 

specifies that the volume does not have standard labels. The 
alphameric serial number, up to six characters long, is used for 
allocation references. This parameter is not used for direct- 
access volumes. 
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USE=STORAGE or PUBLIC or PRIVATE 

specifies that a direct-access volume wIU be used as either a 
storage volume or a public volume or a private volume. If this 
operand Is not used, the system treats the volume as a private 
volume. A storage volume Is the most freely allocated kind of 
volume, open to use by the largest variety of data sets, temporary 
or non-temporary. Slightly restricted is a public volume, which 
can be allocated freely for temporary data seta, but which must 
be specified by volume serial number to be allocated to non- 
temporary data sets, A private volume is the least freely allo- 
cated kind of volume — it is allocated only if Its volume serial 
number Is specified. 
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REPLY — Reply to Information Request 



Operation 



Operand 



m 



id, 'text' 



Id 



text 



specifies the 2-character message Identification field of the 
message requesting the reply. 



specifies the text to be entered In response to a message. The 
Information passed to the program expecting the reply does not 
include the enclosing apostrophes. When using the REPLY 
command to answer system messages, always be sure to use 
upper case letters in the text. 

REQ — Recpiest Commands 

Operation Operand 
REQ 

SET — Set Date, Time, and Location 



Operation Operand 



/SET) 



DATE^yy.ddd , CLOCK=hh.mm.ss 
,Q=(unltname ,F ) 
, PROC=unltname 



DATE=yy.ddd 

specifies the date in the following format: 



yy.ddd 



days (001-366) 
Year (00-99) 



CLOCK=hh.mm.ss 

specifies the time of day in the following format: 



hh. mm.ss 



(00-59) 
(00-59) 
(00-23) 

If the new clock setting implies a change of date, the new date- must 
be explicitly stated using the DATE parameter. 



Seconds 
-Minutes 
-Hours 
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Q=(iinltname[,Fl) 

apeciflea the name of Oie direct-access device ob which the 
volume containing the Input work queue (SYSX, SYSJOBQE) is 
to reside (do not specify a 2321 data cell In this operand). The 
F Is a request to Qte system to format Hie queue prior to the 
first job Initiation; It must be used during the first IPL, but 
need not be used at subsequent IPLs. 
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PROC=unltname 

specifies the name of the direct-access device on which the 
volume that ccHitains the procedure library resides- If this 
parameter la not given, the system assumes that the procedure 
library Is oe the system residence volume. (This parameter Is 
used only tn the Initial SET command Issued Immediately after 
IPL and should only specify a device that Is ready . ) 

START — Start System Process 



Operation 


Operand 


/START) 


rRDR"), unttname, 

LwtrJ 

[ volumeserlal] , 

[ parm value] , 

[DS N=^=d atasetname , ] 

[FILESEQ=^lle sequence number] 





RDR 



WTR 



specifies that an Input reader is to be started. 



specifies that an output writer Is to be started. 

unttname 

specifies the name of the unit record or magnetic tape Input/output 
device associated with the Input reader or output writer that Is to 
be started. 

volumeserlal 

specifies the alphameric serial number, up to six characters 
long, of a magnetic tape volume. If this parameter Is specified, 
label checking Is performed. 

parmvalue 

specifies either an up-to-el^t-character name trf a job in the 
Input stream or a one-character alphameric output class name. 
A job name Is used only with RDR: when starting an Input reader, 
giving the job name causes forward spacing through the input 
stream until the named job is found. An output class name Is 
used only with WTR: Giving a class name indicates the class of 
output the writer is to handle; If no class Is specified, the writer 
is assigned to class A. 

DSN=^atasetname 

specifies the name of the data set associated with the input reader 
or output writer. The maximum length of a data set name is 44 
characters. If this parameter is not specified, the data set name 
SYSIN Is assumed for the reader. 

Fm:SEQ=rflle sequence number 

specifies the file sequence number, up to four digits long, of a 
data set on a magnetic tape volume. This parameter Is optional 
and is used only with RDR when unitname designates a magnetic 
tape device. 
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STOP — Stop System Process 



Operation 



{'T} 



<$> 



Operand 



JOBNAMES 
|WTR,unltacldr 

STATUS 
I DSNAME 
, SPACE 



JOBNAMES 

a console display of the names of jobs , initiated by the JOBNAMES 
parameter of the DISPLAY command. Is to be terminated. For 
more Information about JOBNAMES, see the discussion of the 
DISPLAY Command. 

WTR.unltaddr 

the output writer using the addressed unit Is to be stopped by the 
system. This operand will not stop a writer assigned to Class A 
or B ~ only a new START WTR to Class A or B will cause the 
presently active one to stop. 

STATUS 

the system is to stop the console display at step termination and 
job termination of the names and volume serial numbers of data 
sets with dispositions of KEEP, CATLG, or UNCATLG. 

DSNAME 

the system Is to stop the display of the names of non-temporary 
data sets as mitiated by the DSNAME parameter of flie DISPLAY 
command. For more information, see the discussion of the 
DISPLAY command. 

SPACE 

the system Is to stop displaying. In demount messages, the 
available space on a direct access volume. (The display was 
Initiated by the SPACE parameter of the DISPLAY command.) 

UNLOAD — Prepare Volume for Dismounting 



Operation 



Operand 



I UNLOAD! 



unltaddr 



unltaddr 

specifies the unit address of the Input/output device to be prepared 
for dismounting. 

VARY — Vary Status of Device 



Operation 



Operand 



ni 



unltaddr, ONLINE 
, OFFLINE 



unltaddr 



specifies the unit address name of the Input/output device whose 
Status Is to be changed. 
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'OS ^ <^NLrNE 



specifies that the device is to be made available for allocation 
by tlie job scheduler to problem programs. 

OFFLINE 

specifies that the device is to be removed from the recognition 
of the job scheduler, and that any further allocation of the device 
to problem programs is to be prevented. 



128 



O/S OPERATOR COMMANDS ^OsS 

MVT and MFT Systems 

In systems with MVT, all commands can be entered at any time. For 
example, the VARY command can be used before the initial SET com- 
mand. 

In systems with MVT, you can use abbreviations as well as the full 
command name when keying in your commands. The usable names 
and abbreviations are; 



CANCEL 


C 




MOUNT 


M 


DEFINE 


N- 


MFT 


RELEASE 


A 






only 


REPLY 


R 


DISPLAY 


D 




RESET 


E 


HALT 


Z 




SET 


T 


HOLD 


H 




START 


S 


LOG 


L 




STOP 


P 


SWITCH 


1 








MODE 






UNLOAD 


u 


MODIFY 


F 




VARY 


V 


MONITOR 


MN 


WRITE LOG 


w 



Be sure to use the correct abbreviations for operator commands. For 
example, use S for START and T for SET. If you Inadvertently key in 
S for SET, Ihe system assumes you are giving a START command, 
queues the command, and waits for a SET command. 

The following conventions are used tn illustrating the format of 
commands: 

• Required letters (those shown in upper case) must be entered 
in either upper or lower case. 

• Lower-case letters indicate that a parameter must be 
substituted. 

• Dotted lines . . . (indicating a series of terms), brackets [ ], 
and braces { } are not entered . 

• Entries within brackets [ ] are optional. 

• Entries within braces { } are required - you must select one. 

• Numbers and punctuation marks (other than dotted lines, 
brackets, and braces) must be entered as shown. 

Command formats are essentially free form, but one or more blanks 
must follow the operation field. Commands cannot occupy more than one 
line. For example. If a command Is entered, through a card reader, it 
may not be more than 80 characters in length. 

If comments on commands are necessary, they should appear to the 
right of the operand field and be separated from it by at least one 
blank. If the operand field is null, a comma followed by at least one 
blank indicates that comments will follow. 
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/q^ cancel — Terminate Job Immediately 



Operation 



/ Cancel ) 



errand 



jolMiame 
Identifier 



[.DUMP] (,ALL] 

IN[=clafls] 

OUT[=clasa] 



jobname 

the name of the job (process) to be terminated. The jobname Is 
the name of a job from the system input stream. 



DUMP 



ALL 



apeclfies fiat an abnormal-end-of-task storage dump is to be taken 
if a step of the job la being executed when the command Is received. 

all system Input and/or system output for the specified job is. 
canceled. 



IN=claK8 

the system will search for the job on the Input queue specified by 
the class parameter. If IN Is used without the class parameter, 
all input queues will be searched for the job. 

OUT=class 

the system will search for the job on the output queue specified 

by the class parameter. If OUT is used without the class parameter, 

all out{wt queues will be searched for the job. 

identifier 

the identifier, from the START command, of the system task to 
be terminated during device Eillocatlon or the job started from 
the console. 

The following can be used to cancel a system task in the device 
allocation process; 

• The identifier used In the START command. 

• The unit type (e.g. , 1403 or 2311) associated with a unit address 
In the START command. 

• The unit type associated with a catalogued procedure. In 
SYSl. PROCLIB, Started by the START command. 

For MFT the Identifier for a job started from the console is the 
partition number in which it is run. 
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DEFINE — Invoke Dynamic Partition (MFT only) 
Definition 

Use the DEFINE command after nucleus Initialization to change the size 
and description of any partition while unaffected partitions Continue 
proeeaslng. This command caiinot be entered into the input stream. 



<8> 



|Operatlon Operand ' 

r- -;- -^ —— — —.—— «...^— .J 



r 

j I DEFINE I I [LIST] 1 

N j I I 

Ll J 



'1 



LIST 

specifies that the current partition definitions will be listed. 
Job classes associated with currently active partitions and, 
if time-slicing is used, the time-slicing specifications are 
listed also, 

CAUTION : When using the time-slicing option, do not define Job classes 
across the boundaries between a time-sliced group of partitions and 
partitions that are not time-sliced. For example, don't specify a parti- 
tion with job classes A, B, C in a time-allced group, and a partition 
with job classes C, D, E outside the group. Doing so would allow a job 
in class C to be put either inside or outside the time-sliced group 
regardless of the intentions of the programmer of that job. 
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DISPLAY — Cause Conaole Display 



Operation 



Operand 



f DISPLAY! 
i D I 



T 
A 



|U 



,TP 

.GRAPHIC 

.TAPE 

,DASD 
_,UR 
R ~ 
Q [=L1ST] 
N [=L1ST] 
jobname 
C,K 
CONSOLES 



[.ONLINE 1 [,xxx] [,nnnl 
[, OFFLINEJ 



R 



Q 



N 



list 



the time of day and the date are to be displayed. 



the system is to display information about all the jobs and job 
steps recognized by the supervisor as tasks. 



a listing of the Unit Status information about the devices indicated 
is to be displayed. 

Unit status can be displayed about the following device types: 

TP communication equipment 

GRAPHIC graphic devices 

TAPE magnetic tape units 

DASD direct access storage devices 

UR unit record devices 

If you do not specify a device type, the unit status of all devices 
in the system will be displayed. 



the system is to display; 

• The ID of each message that requires a reply and has not yet 
been replied to. 

• The unit address of each device for which a mount message 
has been issued but has not been complied with. 

• An Indication if any AVE mount messages are pending. 



A listing of the number of entries on each of the non-empty input, 
hold, output and RJE queues is to be displayed. 



A listing of jobnames on the hold, input, output, and . JE queues 
Is to be displayed. 



any combination of up to three of the following items: 

specific input work queue name (job class A through O) 
HOLD (system hold queue) 
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jobname 

the name of the job for which the following are to be displayed: 
job name; class; job priority; type of queue the job Is In. 



C,K 



the system Is to display the control command operands and an 
explanation of each operand. C,K is valid only for display operator 
consoles. 

CONSOLES 

the system's console conflguration Is to be displayed. Valid 
only for multiple console support (MCS) option. 

Halt — Prepare for Power-off 



Operation 



Operand 



cr} 



EOD 



EOD 

specifies that end-of-day storing Is to be done of Internal l/O 
device error counts. The Information Is stored hi the SYSl, 
LOGREC data set. 

When the storing is done, the system sends you a message EOD 
SUCCESSFUL. At this point, you can safely turn the power off. 

HOLD — Temporarily Suspend Job Selection 



Operation 



Operand 



m 



/jobname) 
(Q Hist]/ 



jobname 

specifies the name of the Job whose selection is to be suspended. 
The maximum length of a job name is eight characters. Although 
any job name can be in parentheses, a job with the name Q must 
have the Q in parentheses In the command statement. 



Q 



specifies that selection of all jobs from the Input worlc queue Is 
to be suspended. 



list 

any combination of up to four Input worlt queue names (job class 
A throu^ O). If no list value Is specified, all 15 Input woric 
queues are assumed. If list Includes more than one Item, you 
must separate the specified Items by commas and enclose them 
in parentheses. 

LOG — Store Information In Log 



Operation 



Operand 



ni 



•text' 



text 



specifies the exact text you wish to enter into the system log. The mes- 
sage written In the system log does not Include the enclosing apostrophes. 
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<;bs^ MODE — Recovery Management Mode Switching for Models 85, 155, and 165 



MODEL 85 



Operation. 


Operand 


MODE 


/ STATUS \ 




1 INIT 




\ Hm,x[.ddddddddl / 




J ECC,x[,dddddddd] { 




) (a[,n,...ul 




1 SECT=^ALL >\ 




I Ibuf ) 1 




\ HSM / 



STATUS 

a message describing the status of machine recovery facilities 
is to be displayed. 

mrr 

recovery management functions are to be set to flielr Initial values. 

HIR 

the Hardware Instruction Retry circuitry is to be set. 

ECC 

the Error Correctlcxi Code circuitry is to be set. 

X 

the mode to whldh the HIR or ECC circuitry is to be set; use R 
to indicate Recording Mode and C to Indicate Count Mode. 

dddddddd 

A new threshold count In decimal. 

SECT 

a previously deleted and repaired sector of the high speed buffer 
is to be reactivated. 

n 

the individual sector(s) to be reactivated. 

ALL 

all sectors are to Ije reactivated. 

BUF 

the entire hi^ speed buffer la to be re-enabled. 

HSM 

the Hi^ speed multiply feature in the Model 85 CPU is to be 
reactivated. 

MODEL 155 



Operation 



MODE 



Operand 



f^STATUS \ 

<HIR,x[,eeee] l,tttt]V 
'ECC.xI.eeeel [,tttt]) 
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STATUS nOS 

a message describing the current status of machine recovery 
facilities Is to be displayed. 



HIH 



eeee 



tttt 



the Hardware Correct Code circuitry Is to be set. 



the mode to which the HIR or ECC circuitry is to be set. Use 
R to indicate Recording Mode and Q to Indicate Quiet Mode. 



a four-digit decimal value to be inserted in the error count 
threshold. This value Is the number of errors that will be 
allowed In a specified time Ijefore the HIR or ECC circuitry 
Is placed In the quiet mode. This parameter is used with the 
R parameter only. If you omit it, the default error count 
threshold value will be used. 



a four-digit decimal value to be Inserted In the time threshold. 
This value is the time In hours allowed for a specified number 
of errors before the HIR or ECC circuitry la placed In the quiet 
mode. This parameter is used with the R parameter only; if 
you omit it, the default time threshold value will be used. 



MODEL 165 



Operation 



Operand 



MODE 



/•STATUS 

1 record! 

j QUIET 

\ ENABLE ' 



STATUS 

the current status of the recovery management facilities is to be 
displayed. 

record 

the Model 165 is to go into recording mode. 

QUIET 

the Model 165 is to go into Quiet Mode. 

ENABLE 

the high-speed buffer, which had previously been disabled, Is to 
be reactivated. 
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MODIFY — Change Process Characteristics 

Use the MODIFY command to change the characteristics of: 



• Ati output writer. 

• Direct Systern Output Processing (DSO). 

• A job. 



Operation 


Operand 


(modify ) 

i - \ 


(procname. lidentifier[, CLASS=claganames] 

[, JOBCLASS-jJj] t, OUTCLASS =3 1 
t.'job parameters'] 


.PAUSE (forms \ 
|DATASET) 

.LIMIT = VALUE 



procname 

the name of a catalogued procedure (a writer or a job started 
by the START command) to be modified. 

identifier 

the identifier of a writer or a job as defined by the START 
command. Or, the name of a job from the system input stream. 

CLASS= classnames 

one to eight single-character names of the classes to be associated 
with the output writer; for example, CLASS=ABCD. 

PAUSE-FORMS 

the output writer is to pause when a change in forms on its 
device is necessary. 

PAUSE ^DATASET 

the output writer is to pause before starting to process each 
data set. 

JOBCLASS=jjj 

job class(es) that may use Direct System Output Processing (DSO), 
For one to ei^t job classes can be specified (A-O). If you 
modify an initiator's job classes, this will not have any effect 
on the DSO job classes. 

OUTCLASS=3 

the system output class that is to be processed by Direct System 
Output Processing. One system output class can be specified 
(A-Z, 0-9). 

'job parameters' 

parameters specified by a programmer to change values in a job 
currently being processed. 

MONITOR — Cause Continual Display 



Operation Opersind 



(■MONITOR)^ 

) MN / 



/'jobnames[,t]' 
)dsname 

) SPACE 

'status 
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JOBNAMES[,T] <;OS 

the name of each job Is to be displayed when the job starts and 
when it terminates. Unit record allocation is to be displayed 
when the step starts. If a job terminates abnormally, the 
jobname will appear In the diagnostic message. 

If the T parameter is used with the JOBNAMES parameter, 

the system displays the time of the day in addition to the jobname. 

In systems with MCS, the time of day Is displayed at all consoles. 

DSNAME 

the system Is to display, within the mount and K (keep) type 
demount messages, the name of the first non-temporary data set 
allocated to the volume to which the messages refer. Mount 
messages for data sets with a disposition of DELETE will not 
contain the data set name. 



SPACE 

the system is to display, In demount messages, the available 
space on a direct access volume. 

STATUS 

the data set names and volume serial numbers of data sets with 
dispositions of KEEP, CATLG, or UNCATLG, are to be displayed 
whenever they are freed. 



MOUNT 



Allocate Device 



Operation 


Operand 


/MOUNT 1^ 
t M / 


|unltaddr ) |,VOL- (NL, serial) 1 
(devicename/ l,VOL= (SL, serial) / 






r (■ STORAGE \ -| 








,USE=< PUBLIC > 








L V PRIVATE ) _ 





unitaddr 

specifies the name of the input/output device to be allocated. 
In systems with MVT, you can specify a loaded or an unloaded 
device. The system will request that the correct volume be 
loaded if it is not already mounted. 

devicename 

specifies the type of device to be allocated. After a device is 
allocated, you receive a mounting message. 

VOL= (NL, serial) 

specifies that the volume does not have standai-d labels. The 
alphameric serial number, up to six characters long, is used 
for allocation references . This parameter is not used for 
direct-access volumes. 

VOL= (SL, serial) 

specifies that the volume has standard labels. The alphameric 
serial number, up to six characters long, is used in label chectt- 
ing and for allocation references. 
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, ^ USE=STORAGE or PUBLIC or PRIVATE 

specifies that a direct-access volume will be used as either a 
storage volume or a public volume or a private volume. If 
this operand is Dot used, the system treats the volume as a 
private volume. A storage volume is the most freely allocated 
kind of volume, open to use by the largest variety of data sets, 
temporary or non-temporary. Sll^tly restricted is a public 
volume, which can be allocated freely for temporary data sets, 
but which must be specified by volume serial number to be 
allocated to non-temporary data sets. A private volume Is 
the least freely allocated kind of volume — It Is allocated only 
ff Its volume serial number is specified. 

RELEASE — Make Job Available for Selection 



Operation 



errand 



JRELEASEI 



)i 



Jobname l 
\q [=llst]/ 



jobname 

specifies the name of the job to be made available for processing. 
The maximum length of a job name Is eight characters. Althou^ 
any job name can be In parentheses, a job with the name Q must 
have the Q In parentheses in the command statement. 



Q 



list 



specifies that all jobs In the Input work queue are to be made 
available for processing. 



any combination of up to four Input work queue names (job class 
A through Q). If no list value is specified, all 15 input work 
queues are aaaumed. 

REPLY — Reply to Information Request 

(See reply for PCP Commands.) 

RESET — Change Class or Priority of Job 



Gyration 
^ RESET) 



Operand 

,CLASS=clas8 / 



jobname /, PRTY=priority | [,0UT=outcla8s] 



jobname 

the name of the job whose priority and/or class will be changed. 
The maxlitmra length of a jobname is el^t characters. If as a 
result of a previous RESET command, a system output class has 
more than one entry for the same jobname, a new RESET com- 
mand for the same Joteiame will apply only to the highest priority 
entry. 

PRTY=T)rlorlty 

the value to which the job's priority is to be set. The value is a 
two-digit number that may range from a low of 00 to a hlgji of 13. 
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CLASS=class 

the input or output class to which the job is to be moved. If a 
jobname qualifier is present, class is an output class. If no 
qualifier is present, class is an Input class. Class names are 
A-O for input (job class) , A-X and 0-9 for output (system 
output class). 



NOTE ! Both the PRTY and the CLASS parameters can be used in 
the same RESET command. 

OUT=outclass 

a system outpit class from which the job is to be moved, or on 
which its priority is to be changed. This field contains a one 
character class identifier A-X, or 0-9. 

SET — Set Date, Time, and Location 

Always use the CLOCK operand in systems with MVT. These systems 
use the data in this operand when they name system data sets. (If you 
do not use the CLOCK operand, the system sets the clock value to zero.) 



Operation 

^SET\ 



operand 

DATE=yy.ddd, CLOCK=hh. mm. ss 
[,Q=(unltaddr[,Fl)] 
[, PROC=unitaddr3 
[, ATJTO=characters] 



DATE=yy.ddd 

specifies the date in the following format: 



yy. ddd 



-Days (001-366) 
■Year (00-99) 



CLOCK=hh. mm. ss 

specifies the time of day in the following format: 



hh. mm.ss 



-Seconds (00-59) 
-Minutes (00-59) 
-Hours (00-23) 



If the new clock setting implies a change of date, the new date 
must be explicitly stated using the DATE parameter. 

Q=^ltaddr[,F]) 

specifies the name of the direct-access device on which the volume 
containing the input work queue (SYSl. SYSJOBQE) is to reside (do 
not specify a 2321 data cell in this operand). Space on this volume 
for the input work queue must have already been allocated. The F 
is a request to the system to format the Job queue data set prior to 
the first job initiation; it must be used during the first IPL, but 
need not be used at suttsequent IPLs. 

PROC=unitaddr 

specifies the name of the direct-access device on which the 
volume that contains the procedure library resides, if this parameter 
is not given, the system assumes that the procedure library is on 
the system residence volume. 
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AUTO=Characters 

specifies, In systems with automatic START commands, whether 
you wish to retain any of those commands . For each automatic 
command printed out by the system, follow the equals sign by a 
Y if you want to retain the command, or by an N tf you want to 
override the command. 



STAHT — Start System Process 



Operation 


Operand 


1 START! 


procname 


\ S ( 


[ . identifier ] 




[ , devicename] 




[, volumeserial] 




[, parmvalue ] 




[, keyword ^option, . . .] 




,,n=,.j, 



procname 

specifies the name of the procedure to be started. This name 
can be either a standard name or a special one provided by 
your system programmer. Standard procnames include RDR 
for an Input reader and WTR for an output writer. 

IBM Assigned Names and the Proceases They Describe 

CRJE Conversational Remote Job Entry 

BRDR Input reader for time-sharing option background jobs 

DSO Direct System Output Processing 

GFX Grarfilc Job Processor or Satellite Graphic Job 

Processor 

INIT Initiator 

RDR Input Reader (SYSIN data seta unblocked) 

RDR400 Input Reader (SYSIN data seta in 400-byte blocks) 

RDR3200 Input Reader (SYSIN data sets In 3200-byte blocks) 

RDRA Input Reader with ASB (SYSIN data sets In 3200-byte 

blocks) 

RJE Remote Job Entry Subsystem 

WTR Output Writer 

H-0 or 1 

In systems that have been generated with hierarchy support, 
system tasks (like a reader or writer) can be started la storage 
hierarchy (H=0) or hierarchy 1 (H=l). If the H parameter is 
omitted, hierarchy is assumed. 



EXAMPLE: 



s rdr,00c,H-0 
s wtr,00e,H=-l 



identifier 

the identifier Identifies a reader or writer, when multiple readers 
or writers are started with the same procedure, if either the 
device name is not specified or it Is the same for more than one 
task, e.g., disk reader. 

devicename 

specifies the name of an input or output device. This can be 
either a unit name (such as 280) or a general name (such as 
2400). If specified, the name will override any corresponding 
unit specification in the catalogued procedure. 
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volume serial 



specifies the slx-cliaracter serial number of a magnetic tape or 
direct-access volume. If specified, this, parameter will over- 
ride any corresponding volume serial specification in the 
catalogued procedure. 



parmvalue 

specifies parameter values to be passed to the program receiving 
control as a result of the START command. If more than one 
value is specified, parmvalue must be enclosed in parentheses, 
with commas separating the values. If one value is specified, no 
parentheses are needed. If parmvalue contains any non-alpha- 
meric character, such as an equals sign, parmvalue must be 
enclosed In parentheses. 

keyword=option 

specifies any appropriate keyword syntax allowable on a DD 
statement. 

STOP — Stop Process or Continual Display 



Operation 


Operand 


jSTOPj 


[procname . ] identifier 
INIT. Pn 


STOP 
MONITOR 
PM 


JOBNAMES 
DSNAME 
SPACE 
STATUS 



procname 

the name of a process to bo stopped (e.g. , a RDR, WTR, or a job). 

Identifier 

the identifier of the process as defined by the START command or 
the name of a job from the system input stream. 

INIT.Pn 

the Initiator to be stopped, where n is the partition number in 
which the Initiator is running. 

JOBNAMES 

a continual display of the names of jobs, initiated by the 
JOBNAMES parameter of the MONITOR command, is to be 
ended. 

DSNAME 

the system Is to stop the continual display of the names of non- 
temporary data sets, as initiated by the DSNAME parameter 
of the MONITOR command. 

SPACE 

the system Is to stop the continual display, in demount message, 
of the available space on a direct access volume. The display 
was initiated by the SPACE parameter of the MONITOR command. 

STATUS 

the system Is to stop the continual display, at step end and job 
end, of the names and volume serial numbers of data sets with 
dispositions of KEEP, CATLG, and UNCATLG. The display 
was initiated by the STATUS parameter of the MONITOR command. 
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/C\ SWAP — SWAP Volumes for Dynamic Device ReconfiRu ration (DDR ) 




OFF 



ON 



yyy 



system-Initiated Dynamic Device Reconfiguration la stopped 
and all permanent errors will bypass DDR processing. 



activates system-initiated Dynamic Device Reconfiguration. 



the primary channel unit address of the device "from" which 
a volume is to be swapped. 



the primary channel unit address of the device "to" which a 
volume is to he swapped. 



NOTE: The devices specified by xxx and yyy must be of the same 
device type, xxx and yyy may specify the same device to 
permit maintenance of a particular volume or device. 



Operation 



(switch 



Operand 



SMF Command 



UNLOAD — P re pare Volume for Dismo unting 

(See Unload for PGP Commands.) 

VARY — VARY Status of Device or VARY Statue of a Path 



Operation 



f^rand 



{"T] 



/ALL 

((unltaddrf, unltaddr] 



.ONLINE 

.OFFLINE 

.ONGFX 

.OFFGFX 



'I 



F 1 1 
M 



.PATH, xxx, /ONLINE \\ 
(OFFLINE/ 

, CONSOLE 



ALI, for GFX. all units named for GJP or SGJP during system genera- 
tion be made available (ONGFX) or unavailable (OFFGFX) for 
graphic job control operations. 

unitoddr 

the unit address of the Inpmt/output device whose status is to 
be changed. 

ONLINE 

the Input/output devices Identified in this command are to be 
made available for allocation by the Job scheduler to problem 
programs . 

OFFLINE 

specifies that the Input/output devices identified in this command 
are to be removed from the recognition of the Job scheduler. 



142 



ONGFX <0S 

for GFX, the 2250s and/or telecommunication Unas Identified 
In this command are to be made available for graphic operations. 

NOTE; This command does not vary the device online. To do 
this, use the VARY ONLINE command. 

OFFGFX 

for GFX, the 2250a and/or telecommunication lines Identified 
in this command are to be made unavailable for grajdilc opera- 
tions. 

NOTE; This command does not vary the device offline. To do 
this, use the VARY OFFLINE command. 



(used with OFFGFX) the operating system jobs being processed 
for the specified 22S0s and/or 1130/2250 subsystems are to be 
ended immediately without notifying the users that this ending 
has occurred (F = fast stop). A printed record of previous Job 
control operations cannot be obtained. The operator should 
notify the user at the 1130/2250 subsystem. 



M 



(used with OFFGFX) the operating system jobs Iselng processed 
for the specified 2250s and/or 1130/2250 subsystems are to be 
ended Immediately and the users requested to logoff (M = medium 
stop). A printed record of previous control operations can be 
obtained. 



(used with OFFGFX) the operating system Jobs currently being 
defhied for or processed for the specified 2250s and/or 1130/2250 
subsystems are to be allowed to reach normal or abnormal end 
before the users are requested to logoff (S = slow stop). A 
printed record of previous job control operations can be obtained. 
The operand is underscored to Indicate that the system assumes 
S If none of the parameters F, M, and S has been specified. 



PATH 



this Is a VARY PATH request (to be used only if Alternate Path 
Retry was specified at System Generation Time). 



the channel unit address of the path to be varied. 

ONLINE 

the specified path is to be logically added to the system and la 
made available for allocation by the job scheduler to problem 
programs . 

OFFLINE 

the specified path Is to be logically removed from the system. 
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WRITELOG — Write Out System 



Operation 



Operand 



yWRITELOGl 



(■class name^ 
\CI/DSE ] 



claasname 

specifies the name of the system output class with which the 
contents of the system log are to be associated. 

CLOSE 

specifies that the status of the system log Is to be preserved. 
This operand must be used before stopping the system or data 
will be lost. 
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OSSVC'S 



NAME 



TYPE 



HEX 



GRP 



NOTES 



EXCP 


1 


00 


lO 


WAIT 


1 


01 


SV 


WAITR 


1 


01 


SV 


poi?r 


1 


02 


SV 


EXIT 


1 


03 


SV 


GET MAIN 


1 


04 


SV 


FREE MAIN 


1 


05 


SV 


LINK 


2 


06 


SV 


XCTL 


2 


07 


SV 


LOAD 


2 


08 


SV 


DELETE 


1 


09 


SV 


REGMAIN 


1 


OA 


SV 


TIME 


1(3) 


OB 


SV 


SYNCH 


2 


OC 


SV 


ABEND 


4 


OD 


SV 


SPIE 


3(1) 


OE 


SV 


ERREXCP 


1 


OF 


lO 


PURGE 


3 


10 


lO 


RESTORE 


3 


11 


lO 


BLDL 


2 


12 


DM 


FIND 


2 


12 


DM 


OPEN 


4 


13 


DM 


CLOSE 


4 


14 


DM 


STOW 


3 


15 


DM 


OPEN J 


4 


16 


DM 


TCLOSE 


4 


17 


DM 


DEVTYPE 


3 


18 


lO 


TRBL 


3 


19 


DM 


CATALOG 


4 


U. 


DM 


INDEX 


4 


lA 


DM 


LOCATE 


3 


lA 


DM 


OBTAIN 


3 


IB 


DM 


CVOL 


4 


IC 


DM 


SCRATCH 


4 


ID 


DM 


RENAME 


4 


IE 


DM 


FEOV 


4 


IF 


DM 


ALLOC 


4 


20 


DM 


lOHALT 


3 


21 


lO 


MGCR 


4 


22 


JS 


WTO 


3 


23 


JS 


WTOR 


3 


23 


JS 


WTL 


3 


24 


JS 


SEGLD 


2 


25 


SV 


SEGWT 


2 


25 


SV 


TE&TRAN 


2 


26 


TT 






27 


UN 


EXTRACT 


3(1) 


28 


SV 


IDENTIFY 


3 


29 


SV 


ATTACH 


3(2) 


2A 


SV 


CIRB 


3(2) 


2B 


SV 



EXEC. CHAN. PROG 

WAIT ON AN EVENT 

WAIT; GIVE CNTRL TO 

LOWER PRIORTY TASK 

POST AN ECB 

EXIT 

GET MAIN STORAGE 

FREE MAIN STORAGE 

LINK 

TRANSFER CONTROL 

LOAD 

DELETE A LOADED PROG 

GET /free MAIN 

GET DATE /TIME OF DAY 

SYNCHRONOUS EXIT 

ABNORMAL END 

SET PROG INT ELEM. 

(ERROR) EXCP 

REMOVE RQE'S FROM Q'S 

RESTORE RQE'S TO Q'S 

GET FROM B DAM DRCTRY 

UPDATE BPAM DCB'S 

OPEN DATA SET 

CLOSE DATA SET 

STORE INTO BPAM DIRECTORY 

OPEN, TYPE=J DATA SET 

TEMP, CLOSE DATA SET 

FIND DCB DEVICE TYPE 

DETM SPACE-BSAM WR RTM 

C ATA LOG/UNCATA LOG 

BLD/DELETE INDEX 

GET VOL INFO ON CAT. DS 

READ DSCB'S 

OPEN & FORMAT CNTRL VOL 

SCRATCH DS ON DASD 

CHANGE DSNAME ON DASD 

FORCE EOV 

ALLOCATE ON DASD 

HALT A DEVICE ACTIVITY 

MAST. SCHD. GET 

WRITE TO OPERATOR 

WRITE TO OPTR. W/REPLY 

WRITE TO LOG 

ASYNC LOAD OF PGM SEG. 

SYNC LOAD OF PGM SEG 

ROUTE CNTRL & ACTION 

REQ 

TEMP EXTEND OF IGC00031 

EXTRACT DATA FROM TCB 

NAME PGM FOR ATTACH 

ATTACH A TASK 

EXIT EFFCTR. CREATE IRB 
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OS SVC S (coatinued) 



NAME 


TYPE 


HEX 


GRP 


NOTES 


CHAP 


1 


2C 


SV 


CHANGE PRIORTY 


OVLYBRCH 


2 


2D 


SV 


BR TO OVERLAN PROG 


TIMER 


1 


2E 


SV 


TESrr TIMER 


OTIMER 


2 


2F 


SV 


SET TIMER 


DEQ 


1 


30 


SV 


REMOVE PGM FROM Q 


TTOPEN 


3 


31 


TT 


INITIATE SUPV FACTTY 


CHAKPT 


4 


32 


SV 


TAKE CHECKPOINT NOT SUP 


ABDUMP 


4 


33 


SV 


ABNORMAL; DUMP 


RESTART 


3 


34 


SV 


REFRESH P. P. CORE 


RE LEX 


3 


35 


DM 


RELEASE FROM XCLUSTVE ST. 


DISABLE 


2 


36 


DM 


RUN DISABLED 


EOV 


4 


37 


DM 


END OF VOLUME 


ENQ 


1 


38 


SV 


Q REQUESTOR 


FREEDBUF 


3 


39 


DM 


RELEASE DYNM BUF AREA 


REQBUT 


1 


3A 


TP 


REQUEST BTAM BUFFER 


RELBUF 


1 


3A 


TP 


RELEASE BTAM BUFFER 


SPAR 


3 


3B 


GD 


SPECIFY ATTN. RTN. 


STAE 


1 


3C 


SV 


SPEC, TASK ABEND EXIT 


TTSAV 


3 


3D 


TT 


SAVE LOAD MOD. INFO 


DETACH 


1 


3E 


SV 


DETACH A TASK 


CHKPT 




3F 


UN 


TAKE CHECKPOINT 


RDJFCB 


3 


40 


DM 


READ JFCB FROM Q 


QWAIT 


2 


41 


TP 


WAIT ON Q 


DAR 


3 


42 


GD 


DELETE AN ATTN RTN 


QPOST 


2 


43 


TP 


POST QUEUE 


ARB 


2 


44 


GD 


ASSIGN/RELEASE BUF. 


B8P 


3 


45 


DM 


BKSP PHYS BLOCK 


GSERV 


2 


46 


GD 


SERVICE GRPHC ATTN 


WAITATTN 


2 


47 


GD 


WATT FOR GRPHC ATTN. 



146 



Operator 
Commands 



U 



When accepted: 

Job Ctrl . (Job Control Statements) - Between Jobs and Job Steps. Affects Background 
Job only. Generally effective only for given job, whereas operator JC holds 
until next IPL. Precede operation with//b . 



O- 
O 

CO 



JC (Job Control) - Between Jobs and Job Steps. 

AR (ATTN Routine) - After Pressing request key on 1052. 

F] (Foreground Initiation) - After ATTN command START. 

IPL - During Initial Program Loading - TOS. 

SPI - Single Program Initiator - DOS. 



Label Information: The label statements for a tape file are TLBL (No VOL) or VOL followed by TPLAB 

The label statements for a DASD file are DLBL or VOL followed by DLAB followed by one EXTENT or XTENT for each area of the 

file in the volume 

All label statements must immediately precede the EXEC statement to which they apply 



Provide volume label infonnation 
Provide tape label information 



VOL SYSxxx, filename 

TLBL filename, ['fi!e-!D'], [date], [file serial number], [volume sequence number], 

[file sequence number], [generation number], [version number] 



filename: 1 to 7 characters identical to the DTP symbolic name for the file. 

NOTE: The following operands are all optional. If any is omitted on input 

files, no checking Is done. If omitted on output files, the default 
option is assumed . 

file-ID: 1 to 17 alphameric characters (within apostrophes) indicating the 

name associated with the file. 
Default : 
The DTP filename is used. 

date; 4 to 6 numeric characters in the format: yy/dd. Indicates expiration 

date for output files and creation date for input files. For output files, 
a l-to-4-character retention period (d-dddd) may be specified. 
Default: 



devicetype ■ 

imy 

2400T9 

1442N1 

2520B1 

2501 

2540R 

2540P 

2520B2 

2520B3 

1442N2 

1403 

1403U 

1404 

1443 

1445 

105QA 

2671 

UNSP 

UNSPB 

2311 
2314 
2321 
2701 
2702 
2703 
7770 
7772 
2260 
1285 
1287 



- actual device as: 
Seven track tape 
Nine track tape 
Card Reader Punch 
Card Reoder Punch 
Card Reader 
Card Reoder 
Card Punch 
Card Punch 
Card Punch 
Caid Punch 
Printer 

Printer with UCS 
Printer 
Printer 
Printer 

Printer-Keyboard 
Paper Tape Reader 
Unsupported device 
Unsupported isuret- 
mode device 
Disk Drive* 
Disk Drive* 
Data Cell Drive* 
Line Adapter Unit* 
Irons. Control Unit* 
Trans. Control Unit* 
Audio Response Unit* 
Audio Response Unit* 
Display Unit (Local)* 
Optical Reader 
Optical Reader 



X'ss" 



10 

20 

28 

30 

38 

50 

60 

68 

70 

78 

90 

AO 

A8 

BO 

B8 

CO 

CO 

C8 



Den- 
sity 

200 
200 
200 
200 
200 
556 
556 
556 
556 
556 
800 
800 
800 
800 
900 
800 
1600 
800 



Parity 



Trans- 
late 



Convert 



odd off on 

evei off off 

even on off 

odd off off 

odd on off 

odd off on 

even off off 

even on off 

odd off off 

odd on off 

odd off on 

even off off 

even on off 

odd off off 

odd on off 

single density 9-track 
dual density 9-track 
dual density 9-track 



The above values are for magnetic 
tape , If omitted X'CO' (9 trock) or 
X'90' (7 trad<) is assumed. 
X'ss' designates the SADxxx require- 
ment for a 2702 as follows: 
X'00' = SAOO,X'OV = SAD1, 
X'Q2' = SAD2,X'(X3' = SAD3. 
X'OO' is the defoult option. This 
information is not accepted on the 
ASSGN statement. 



option 

LOG Log control statements on SYSLST 

DUMP Dump registers and main storage on SYSLST if abnormal program end 

LINK Write language translator output on SYSLNK for linkage editing 

DECK Output object module on SYSPCH 

LIST Output listing of source module on SYSLST 

LISTX Output Procedure Division Map (COBOL) on SYSLST 

SYM Punch symbol tc4>le on SYSPCH (Assembler); output Data Division Map 

(COBOL) on SYSLST 
XREF Output symbolic cross reference list (Assembler) on SYSLST 

ERRS Output listing of all errors in source program (COBOiyt^ORTRAN) on 

SYSLST 
To suppress any of the above options prefix operation with NO - e.g. , LOG, NOLOG 
48C 48-charad-er set on SVSIPT for PL/l 

60C 60-character set on SYSIPT for PL/l 

CATAL Catalog program/phase in core image library after link editing 

STDLABEL Cause all disk or tape labels to be written on the standard 

label track* 



O 
en 

O 
W 

H 
O 

Sa 

H 
o 

w 

H 



n 
o 



PARSTD All standard labels for one partition 



USRLABEL Cause all disk or tape labels to be written on the user label 

track* 
MINSYS Minimal modules from Linkage Editor** 
GO Cause linkage edited program on SYSLNK to be cataloged or executed. 

Use with CATAL option or EXEC statement** 

*DOS only 
**TOS only 
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When accepted: 

Job Ctrl . (Job Control Statements) - Between Jobs and Job Steps. Affects Background JC (Job Control) - Between Jobs and Job Steps. 

Job only. Generally effective only for given [ob, whereas operator JC holds AR (ATTN Routine) - After Pressing request key on 1052. 
until next IPL. Precede operation wrth/zls. F] (Foreground Initiation) - After ATTN command START. 

IPL - During Initial Program Loading - TOS. 
SPI - Single Program initiator - DOS. 

Label Information: The label statements for a tape file are TLBL (No VOL) or VOL followed by TPLAB 

The label statements for a DASD file are DLBLor VOL followed by DLAB followed by one EXTENT or XTENT for each area of the 

file in the volume 

All label statements must immediately precede the EXEC statement to which they apply 



file serial number: 1 to 6 numberic characters indicating the volume serial number 
of the first or only reel. This ffeld is right-aligned and padded 
with zeros. 
Default : 
The volume serial number of the first file is assumed. 

volume sequence number: 1 to 4 numeric characters in ascending order for each 

volume of a multiple volume file. 
Default : 
BCD 0001 is assumed. 

file sequence number: 1 to 4 numeric characters in ascending order for each 
volume of a multiple file volume. 
Default : 
BCD 0001 is assumed. 

generation number: 1 to 4 numeric characters used to modify the file-ID. 
Default : 
BCD 0001 Is assumed. 



a 
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Wh«r) accepted: 

Job Ctrl. (Job Control Stataments) - B«tw««n Jobs and Job Stops. Affects Background JC (Job Control) - B«tw«an Jobs and Job Steps. 

Job only. Generally effective only fa* given [ob, whereas operator JC holds AR (ATTN Routine) - After Pressing request key on 1052. 
until next IPL. h-ecede operation with/Zb- FJ (Foreground Init lotion) - Aftw ATTN command START. 

[PL - During Initial Program Loading - TOS. 
SPI - Single Program Initiator - DOS. 

Label Information: The label statements for a tape file are TLBL (No VOL) or VOL followed by TPLAB 

The label statements for a DASD file are DLBL or VOL followed by DLAB followed by one EXTENT or XTENT for each area of the 

file In the volume 

All label statements must immediately precede the EXEC statement to which they opply 



g 



version number: I or 2 numeric characters modifying the generation number. 
Defoult : 
BCD 01 is assumed. 



Provide tope file label infonnatlon 



TPLAB 



/■label fields 3-10' 1 
I Mabel fields 3-13' / 



fields 3-13: enter a continuous character string through column 71, continuat'ion 
code (any character) in col. 72 and complete the string in a 
continuation statement beginning in column 16 



Provide DASD file label information 



DLAB 



'label fields 1-3', c 

xxxx, yyddd, yyddd, 'system code' [,type] 



c = continuation code (any choracter) in col. 72; enter remaining parameters 

(xKxx etc.) on a continuation statement beginning in column 16 
xxxx = volume sequence no. 

yyddd, yyddd = file creation date followed by file expirotion dote 
'system code' = 13 charocter string 
type = SD, DA, ISC, ISE 
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When accepted: 

Job Ctri . (Job Gjntrol Statements) - Between Jobs and Job Steps. Affects Background JC (Job Control) - Between Jobs and Job Steps. 

Job only. Generally effective only for given job, whereas operator JC holds AR (ATTN Routine) - After Pressing request key on 1052. 
until next IPL. Precede operation with//b. F| (Foreground Initiation) - After ATTN command START. 

[PL - During Initial Program Loading - TOS. 
SPI - Single Program Initiator - DOS. 

Label Information: The label statemtt^ts for a tap* file are TLBL (No VOL) or VOL followed by TPLAB 

The label statments for a DASD file are DLBL or VOL followed by DLAB follow^i by one EXTENT or XTENT for each area of the 

file in the volume 

All label statements must immediately precede the EXEC statement to which they opply 



DLBL 



Indicate limits of a file on a DASD unit 



EXTENT 



filename, ['date file ID'], [date information], [codes] 



filename: 1 to 7 characters. The filename corresponding to the DTP table name, 

data file ID: 1 to 44 characters, within apostrophes. The name associated with the 
data set. 

date infonnation: 1 to 6 characters. The retention period of the file or the absolute 
expiration date. 

codes: 2 or 3 characters Indicating the file type [SD, DA, ISC, ISE]. 



[symbolic unit], [serial number], [type], [sequence number], [relative track], 
[number of tracks], [split cylinder track], [B = bins] 



bins: 1 or 2 charocters. Not required for SD or ISFMS files. If omitted, bin zero 
is assumed for both parts . 

symbolic unit: symbolic unit of the volume in form SYSxxx, 

seriol number: 1 to 6 characters. If omitted, the volume serial number of the pre- 
ceding extent is used. 
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When accepted: 

Job Ctrl ■ {Job Control Statements) - Between Jobs and Job Steps. Affects Background JC (Job Control) - Between Jobs and Job Steps. 

Job only. Generally effective only for given job^ whereas operator JC holds AR (ATTN Routine) - After Pressing request key on 1052. 
until next IPL. Precede operation with /A>- £1 (Foreground Initiation) - After ATTN command START. 

IPL - During Initial Program Loading - TOS. 
SPI - Single Program Initiator - DOS. 

Label Inforniotion: The label statements for a tape file are TLBL (No VOL) or VOL followed by TPLAB 

The label statements for a DASD file are DLBL or VOL followed by DLAB followed by one EXTENT or XTENT for each area of the 

file in the volume 

All label statements must immediately precede the EXEC statement to which they apply 



type: one character indicating file type [1, 2, 4, 8] 

sequence number: 1 to 3 characters. Not required for DA, DAM, or ISFMS. 

relative track: 1 to 5 characters. Not required for DA, SD, or ISFMS files. 

number of tracks: 1 to 5 characters. Not required for SD, DAM, or ISFMS files. 

split cylinder trocks: 1 or 2 numeric characters from 0-19. If omitted, extent 
type 8 is assumed. 



Indicate limits of a file on a DASD unit 



XTENT 



type, sequence, lower, upper, "serial no', SYSxxx t,B„l 



type = 1 for data oreo (no split cylinders) 

2 for overflow area (for Indexed sequential file) 
4 for index area (for indexed sequential file) 
128 for data area (split cylinder) 
sequence = 0-255 for sequence no. of extent within multi-extent files 
lower/upper = lower/upper extent in the form B.C.C.C_C_C„H H H 

B. = for 2311, 0-9 for 2321; B2 = B, if omitted. 
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When accepted: 

Job Ctrl . (Job Control Statements) - Between Jobs and Job Steps. Affects Background JC (Job Control) - Between Jobs and Job Steps. 

Job only. Generally effective only for given job, whereas operator JC holds AR (ATTN Routine) - After Pressing request key on 1052. 
until next IPL. Precede operation with//b. Fl (Foreground Initiation) - After ATTN command START. 

IPL - During Initial Program Loading - TOS. 
SPj - Single Program Initiator - DOS. 

Label Information: The label statements for a tape file are TLBL (No VOL) or VOL followed by TPLAB 

The label statements for a DASD file are DLBL or VOL followed by DLAB followed by one EXTENT or XTENT for each area of the 

file in the volume 

All label statements must immediately precede the EXEC statement to which they apply 



Add a device to PUB table 



Allocate foreground program areas 



Assign symbolic names to i/O devices 



Assign symbolic names to l/O devices 



Initiate batch processing in indicated 
partition 



ADD 



ALLOC 



ASSGN 



ASSGN 



X'cuu' [(k)], device type [,X'ss'] 



k = S (switchabie) or 0-255 for priority designation (0=highest) 



|F1 =nK [,F2 = nKl ) 
lF2 = nK [,F1 =nKl J" 



|n = an even integer in the range 0-510 



f X'cuu' 
SYSxxx, {[)A 
IGN 

; X'cuu' 
SYSxxx, { UA 
IGN 






UA: not valid for foreground initiation 



BATCH j blank, [BG], [Fl], [F2] \ (not for TOS) 



o 



Operator 
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o 

o 

Wh«n accepted: 

Job Ctrt . (Job Control Statements) - Between Jobs and Job Steps. Affects Background JC (Job Gintrol) - Between Jobs and Job Steps. 

Job only. Generally effective only for given job, whereos operator JC holds AR (ATTN Routine) - After Prening request key on 1052. 
untU next IPL. Precede operation with//b. Fj (Foreground Initiation) - After ATTN command START. 

[PL - During Initial Program Loading - TOS. 
SPI - Single Progrtm Initiator - DOS. 

Label Infermation; The label statements for a tope file are TLBL (No VOL) or VOL followed by TPLA6 

The label statements for a DASD file are DLBL or VOL Followed by DLAB followed by one EXTENT or XTENT for each areo of the 
file in the volume 
All label statements must immediately precede the EXEC statement to which they apply 



Cancel execution of current job in specified CANCEL 
area 



m 



Cancel execution of current background CANCEL blank 

job or initiation of foreground job 



Close a magnetic tape for DASD unit CLOSE 

Enter dote in communication regk>n DATE 

Delete a device from PUB tMe DEL 

Make a device unavailable for system DVCDN 
operations 



SYSxxx 

{mm/dd/yy 1 
dd/mm/yy/ 

X'cuu' 

X'cuu' 



,X'cug' [,X'ss'] 

,UA 

,IGN 

,ALT 
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When accepted: 

Job Ctrl. (Job Control Stotemonts) - Between Jobs and Job Steps. Affects Background JC (Job Control) - Between Jobs and Job Steps. 

Job only. Generally effective only for given job, whereas operator JC holds AR ( ATTN Routine) - After Pressing request key on 1052. 
until next 1 PL. Precede operotion with//b. F] (Foreground Initiation) - After ATTN command START. 

IPL - During Initial Program Loading - TOS. 
SPI - Single Program Initiator - DOS. 

Label Information: The Ic^el statements for a tape file ore TLBL (No VOL) or VOL followed by TPL^B 

The label statements for a DASD file are DLBL or VOL followed by DLAB followed by one EXTENT or XTENT for each area of the 

file in the volume 

All label statements must immediately precede the EXEC statement to which they apply 



en 



Return a device to available status DVCUP 

Teiminate job control, load program and EXEC 

execute 

Terminate foreground initiation, load EXEC 

program and execute 

Maintain I/O assignments for foreground HOLD 

area(s) 

Indicate beginning of job control data JOB 



Reserve storage at link edit time for tape LBLTYP 

and nonsequential DASD file label processing 



X'cuu' 
[progname] 

progname 

Fll,F2li 
F2[,Fl]i 

jobname 

TAPE (nn) 

or 
ItAPE [(nn)] 
) NSD (nn) 



for TOS 
for DOS 



I TOS JTAPE (nn): nn = decimal no. of pairs of TLBL statements or VOLAPLAB 



statements 



o 
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When accepted: 

Job Ctrl ■ (Job Control Statements) - Between Jobs and Job Steps. Affects Background JC (Job Control) - Between Jobs and Job Steps. 

Job only. Generally effective only for given fob, whereas operator JC holds AR (ATTN Routine) - After Pressing request key on 1052. 
until next IPL. Precede operotion with //b. Fj (Foreground Initiation) - After ATTN oommond START. 

IPL - During Initial Program Loading - TOS. 
SPI - Single Program Initiator - DOS. 

Label Information: The label statements for a tape file ore TLBL {No VOL) or VOL followed by TPLAB 

The label statements for a DASD file are DLBL or VOL followed by DLAB followed by one EXTENT or XTENT for each area of the 

file in the volume 

All label statements must immediately precede the EXEC statement to which they apply 



at 



TAPEt (nn)]: nn ignored; use statement only if tape file label processing 
DOS / and no nonsequential DASD file processing 

NSD(nn): nn = largest number of extents per single file; use statement 
if any nonsequential DASD file processing 



Print list of l/O assignments 



LISTIO 



Print list of l/O assignments 



SYS 

PROG 

Fl 

F2 

ALL 

SYSxxx 

UNITS 

DOWN 

UA 

X 'ci 

BG 

.n 

F2 

UA 

ALL 
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When accepted: 

Job Ctrl . (Job Control Statements) - Between Jobs and Job Steps. Affects Background JC (Job Control) - Between Jobs and Job Steps. 

Job only. Generally effective only for given job, whereas operator JC holds AR (ATTN Routine) - After Pressing request key on 1052 . 
until next IPL. Precede operation with//b. F] ((Foreground Initiation) - After ATTN command START 

[PL - During Initial Program Loading - TOS 
SPJ - Single Program Initiator - DOS. 

Label Information: The label statements for o tape file are TLBL (No VOL) or VOL followed by TPLAB 

The label statements for a DASD file are DLBL or VOL followed by DLAB followed by one EXTENT or XTENT for each area of the 
file in the volume 
AH lobe I, statements must immediately precede the EXEC statement to which they apply 



X 



X 



X 



X 



X 



Log Job Control Statements and foreground LOG 
initiation commands on SYSLOG 

Print map of main storage areas MAP 



Hardware instnjction retry (MOD-155) MODE 



blank 



blank 

R 

STATUS 
HIR 
ECC 



}[. 



, E=eeee 
,T=tttt 

,E=eeee,T=tttt 
,T=tttt,E=eeee 



R - Set recording mode for HIR and ECC- 

STATUS - Requests a report showing the current mode setting and EFL for HIR 

and ECC as well as the number of high speed buffer [xiges not 

being used. 

This report has the form: 

HIR, Iq} ,aaaa/bbbb,cccc/dddd 



ECC 



■io}' 



aaaa/bbbb,cccc/dddd 
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When accepted: 

Job Ctrl. (Job Control Statements) - Between Jobs and Job Steps. Affects Background JC (Job Control) - Between Jobs and Job Steps. 

Job only. Generally effective only for given job, whereas operator JC holds AR (ATTN Routine) - After Pressing request key on 1052. 
until next IPL. Precede operation with //b. Fl (Foreground initiation) - After ATTN command START. 

I PL - During Initial Progrom Loading - TOS. 
SPI - Single Program Initiator - DOS. 



Label Infonmotion: 



The lobe! statements for a tape file are TLBL (No VOL) or VOL followed by TPIAB 

The lobel stat»nents for a DASD file are DLBL or VOL followed by DLAB followed by one EXTENT or XTENT for each area of the 

file in the volume 

All label statements must immediately precede the EXEC stotement to which they opply 



BUF DLT=nnn 

aaaa=Current error count . 
bbbb=Error count limit. 
cccc=Current elapsed time. 
dddd=Time limit. 

nnn=The number of high speed (C40) buffer pages deleted 
since IPL. 

HIR,R - Set recording mode for HIR. 

HIR,Q - Set quiet mode for HIR. 

ECC,R - Set recording mode for ECC. 

ECC,Q - Set quiet mode for ECC. 

E=eeee - Set the error limit from 8 to 9999 (the default is 8 errors in the 

specified time limit). 
T=tttt - Set the time limit for error occurrences from 8 to 9999 (the default Is an 
8 hour time period for the specified number of errors). 



u 
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When accepted: 

Job Ctrl . (Job Control Statements) - Between Jobs and Job Steps. Affects Background JC (Job Control) - Between Jobs and Job Steps. 

Job only. Generally effective only forgiven job, whereas operator JC holds AR (ATTN Routine) - After Pressing request key on 1052. 
until next IPL. Precede operation with //b. Fl_ (Foreground Initiation) - After ATTN command START. 

I PL - During Initial Program Loading - TOS. 
SPI - Single Program Initiator - DOS. 

Label Information: The label statements for a tape file are TLBL (No VOL) or VOL followed by TPLAB 

The label statements for a DASD file ore DLBL or VOL followed by DLAB followed by one EXTENT or XTENT for each area of the 

file in the volume 

All label stotements must Immediately precede the EXEC statement to which they apply 



Transfer control to foreground program 
message routine 

Control magnetic tape operations 



MSG 



MTC 



m 



Suppress logging of foreground initiation 
commands and Job Control Statements on 
SYSLOG 

Establish program options 

Allow for operator Intervention 

Allow for operotor. intervention 



NOLOG 

OPTION 

PAUSE 

PAUSE 



opcode, {^YTJ;^"J[,nn] 

opcode = BSF, BSR, ERG, FSF, FSR, REW, RUN or WTM 

X'cuu': not valid for programmer Job Control 

nn = number of times operation is to be performed (in decimal form) 

blank 



option 1 [, option 2, . . .] 
[comments] 



l^''^^-"' (NOT FOR TOS) 
F2 
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When 
Job 



accepted: 

Ctrl . (Job Control Statements) - Between Jobs and Job Steps. Affects Background JC (Job Control) - Between Jobs and Job Steps. 

Job only. Generally effectiv^ only for given job, whereos operator JC holds AR (ATTN: Routine) - After Pressing request key on 1052 . 
until next IPL. Precede operafton with //b. Fl (Foreground Initiation) - After ATTN command START. 

IPL - During Initial Program Loading - TOS. 
SPI - Single Program Initiator - DOS. 



Label Information: 



The label statements for a tqpe file are TLBL (No VOL) or VOL followed by TPLAB 

The label statements for a DASO file are DLBL or VOL followed by DLAB followed by one EXTENT or XTENT for each area of the 

file in the volume 

All label statements must immediately precede the EXEC statement to which they apply 



Specify card reader for further foreground 
initiation commands 

Unassign l/O units for foreground area(s) 
at end of ]ob for area 

Reset I/O assigmnent 



Record on demand 

Provide ID and location of check-point 
records and Initiate restart 



READ 
RELSE 
RESET 

ROD 
RSTRT 



X'cuu' 



iFM,F2]> 

\F2LF1]/ 



s 



SYS 1 
PROG ( 
I ALL , 
SYSwcx > 



blank 



SYSxxx, nnn [, filename] 



nnnn = checkpoint record identification 

filename = symbolic name if a 231 1/2314 disk is the checkpoint file 



Operator 
Commands 



U 



a. 
1/1 



When accepted: 

Job Ctrl . (Job Control Statements) - Between Jobs and Job Steps. Affects Background JC (Job Control) - Between Jobs and Job Steps. 

Job only. Generally effective only for given job, whereas operator JC holds AR (ATTN Routine) - After Pressing request key on 1052. 
until next IPL. Precede operation with//b. F] (Foreground Initiation) - After ATTN command START. 

IPL - During Initial Program Loading - TOS. 
SPl - Single Program Initiator - DOS. 

Label Infomiation: The label statements for a tape file are TLBL (No VOL) or VOL followed by TPLAB 

The label statements for a DASD file are DLBL or VOL followed by DLAB followed by one EXTENT or XTENT for each area of the 

file in the volume 

All \dbe\ statements must immediately p-ecede the EXEC statement to which they apply 



Initialize date and time 



Initialize date, clock, UPSl, etc. 



''' ^^T^={dd7mm/7y}t'^LOCK = hh/mm/ss] 



SET 



Initiate program in specified area 



START 



FdATE = ■{dJ)(^''^/^}l [, CLOCK = hh/mm/ss] [,UPSI = nnnnnnnn] 
[,UNECT = nl], [,RCLST = n2l [,RCPCH = n3] [,RF = YES, NO, CREATE] 



n = 0, 1 , or X (unchanged) 

nl = standard number of lines for output on each page of SYSLST 

n2 = decimal number indicating minimum number of SYSLST disk records 

remaining to be written before operator warning 
n3 = decimal number indicating minimum number of SYSPCH disk records 

remaining to be written before operator warning 



blank 
BG 
Fl 
F2 



o 



Op«rator 
Gxnmands 



U 






d 
o 

Wh«n accoptad: 

Job Ctrl . (Job Control Statamsnts) - Between Jobs and Job Steps. Affects Background JC (Job Control) - Between Jobs and Job Steps. 

Job only. Generally effective only for given }ob, whereas operator JC holds AR (ATTN Routine) - After Pressing request key on 1052, 
until next IPL. Precede operation with//b. F) (Foreground Initiation) - After ATTN command START. 

[PL - During Initial Progrwrt Loading - TOS. 
SPI - Single Progrom Initiator - DOS. 

Label Infbnnatlon: The label statements for a tape file are TLBL (No VOL) or VOL followed by TPIAB 

The label sTotementi for a DASD file are DLBL or VOL followed by DLAB followed by one EXTENT or XTENT for each area of the 

file in the volume 

All label statements must immediately precede the EXEC statement to which they apply 



Stop background program processing STOP 

Give interval timer support to specified area TIMER 



Load UCS buffer 



UCS 



Unassign l/O units for foreground area(s) UNA 

mmedtately 

Set user program switches . UPSt 



blank 

SYSxxx, phasenome [,FOLD] [, BLOCK] [,NULMSG] 
JF2[,Fl]i 



nnnnnnnn 



n = 0, 1 or X (unchanged) 



Terminate batch processing 

Indicate end-of-data file input for a 
|ob step 

Indicate end-of-job /& 



UNBATCH blank (not for TOS) 
/* ignored 



ignored 



Operator 
Commands 



M 
O 



U 



When accepted: 

Job Ctrl. {Job Control Statements) - Between Jobs and Job Steps. Affects Background JC (Job Control) - Between Jobs and Job Steps. 

' Job only. Generally effective only forgiven job, whereas operator JC holds AR (ATTN Routine) - After Pressing request key on 1052. 

until next IPL. Precede operation with //b. F] (Foreground Initiation) - After ATTN command START. 

IPL - During Initial Progrcm Loading - TOS. 
SPI - Single Program Initiator - DOS. 

The label stotements for a tope file are TLBL (No VOL) or VOL followed by TPLAB 

The label statements for a DASD file qre DLBL or VOL followed by DIAB followed by one EXTENT or XTENT for each area of the 

file In the volume 

All label statements must immediately precede the EXEC statement to which they apply 



Label Informotion; 



Provide programmer-to-operator comments * 
End-of-communication ( B 



Cancel 1 052 response . 



© 



comments 
blank 



B ) is alter code 5. 



blank 



(c) is alt 



er code 0. 



a 
o 



INTRODUCTION TO O/S UTILITIES 



• lEHPROGM — builds and maintains system control data. 

• lEHMOVE — moves or copies collections of data. 

• lEHLIST — lists system control data. 

• lEHINITT — writes volume labels onto magnetic tape. 

• lEHIOSUP — updates entries in the supervisor call library. 

• IFCEREPO — edits and lists error environment records. 

• IFCDIPOO ~ reinitializes the system data set SYSl. LOGREC. 

• lEHDASDR — initializes, dumps, and restores direct access 

volumes. 

• lEHATLAS — recovers usable data from a defective track, assigns 

an alternate track, and merges replacement data 
with the recovered data onto the alternate track. 

• IFHSTATR — selects, formats, and writes information from error 

statistics by volume records. 

The user controls the operation of a system utility program through use of job 
control statements and utility control statements. 

THE DATA SET UTILITY PROGRAMS 

These programs are used to reorganize, change, or compare data at the data set 
level and/or at the record level. The following general functions are performed 
by the data set utility programs : 

• lEBCOPY — copies or merges partitioned data sets. 

• lEBGENER — copies records from a sequential data set or con- 

verts a data set from sequential to partitioned 
organization. 

• lEBCOMPR — compares records In sequential or partitioned data 

sets. 

• lEBPTPCH — prints or punches records residing In a sequential 

or partitioned data set. 

• lEBTCRIN — reads Input from a 2495 Tape Cartridge Reader, 

edits the data, and produces a sequential data set. 

• lEBUPDTE — performs source language modifications Into 

sequential or partitioned data sets . 

• lEBISAM — places source data from an indexed sequential data 

set Into a sequential data set suitable for subsequent 
reconstruction. 

• lEBEDrr — creates an output data set containing a selection of 

jobs or job steps. 

• lEBUPDAT — updates a symbolic library. 

• lEBDG — provides a pattern of test data to be used as a 

programming debugging aid , 

The user controls the operation of a data set utility program through use of job 
control statements and utility control statements. 



<?> 



THE INDEPENDENT UTILITY PROGRAMS 

These programs are used to prepare direct-access devices for system use and to 
Lr/LTanypermanenthardwareerrors^l^^^^^^^^^ 

access volume. defective track, assigns 

. recovers usable d^^^Jf^Jgefreplacement data 
an alternate track ^^ ^^ o^ae alternate track, 
with the recovered data onto ui 
with the r HUtv program through use of 
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» IBCDMPRS 
, IBCRCVRP 
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EXECUTING A SYSTEM UTILITY PROGRAM 



// SYSIN (DD statement for the data Bet contoining utility statements) 

c 



Z 



DD statements for device allocation 



^ 



[ // SYSPRINT (DD statement for the message output data set) 
I // stepname EXEC PGM = progname 
// jobname (JOB statement) 



O/S UTILITY CONTROL CARD EXAMPLES 
1. Card to print 





/* 








/ 


/ 








/ 


DATA CARDS 






//SYSUTl 


DD * DATA 








///SY$UT2 DD SYSOUT = 
LRECL = 80, PRTSP= 1) 


A, DCB = (RECFM = 


= F, BLKSiZE = 


= 80, 


//SYSIN DD 


Dummy 








//SYSPRINT DD 


SYSOUT = A 








//STEP EXEC PGM- 


=IEBGENER 









I //CR 



//CRDPRT JOB 



Notes: Place a blanic card in front of data cards to prevent 
overprinting of first card. 
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Card to tape ^ . 



. /* 


/ 


DATA CARDS 


'^//SYSUTl DD * 


/ // SYSUT2 DD Unit = 2400, Label 
LRECL=80, BLKSIZE = 80) 


= (,NL), DCB = (RECFM = F, 


// SYSIN DD Dummy 


/ 
// SYSPRINT DD SYSOUT = A 


//STEP EXEC PGM=IEBGENER 
/ 



//CDTP JOB 



Notes: Variations in tape unit or label information must be 

accounted for in sysUT2 card. Blocking may be specified 
by RECFM - FB or VB and increasing biksize to some 
multiple of LRECL. 



System list 



/* 



r 



c 



( 



c 



LISTPDS VOL = 2311= DL1B02, 
DSNAME= SYSl. LINELIB 



LISTPDS DSNAME = (SYSl. PROCLIB, 
SYSl. SVCLIB) 



LISTVTOC DUMP, VOL = 2311 = 111111 



LISTVTOC DUMP 



LISTCTLG 



ySYSIN DD * 



//DD3 DD VOLUME = REF = SYSl . LINKLIB, UNIT = 231 1 , 
piSP = OLD ^ " 

//DD2 DD UNIT= 2311, VOLUME = SER= 11 nil, DISP = OLD 



L 



L 



//DDl DD DSNAME = SYSl . SVCLIB, DISP = OLD 



//SYSPRINT DD SYSOUT = A 



I //STEP EXEC PGM = lEHLIST 
(//LIST JOB 
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^SS IBCPASDI 



INITIALIZING AND ASSIGNING ALTERNATE TRACKS ON DIRECT -ACCESS 
VOLUMES 

The IBCDASDI (DASDI) Independent utility program performa two separate 
functions: it initializes direct-access volumes for use with the operating 
system, and assigns alternate tracks on nondrum, direct -access storage 
volumes. A single job can initialize one volume or assign alternates for 
specified tracks on one volume. DASDI jobs can be performed continuously 
by stacking complete sets of control statements. 

INITIALIZING A DIRECT -AC CESS VOLUME 

The first function of the DASDI program Is to initialize a direct-access volume, 
A volume can be Initialized with or without a surface analysis (i. e. , a test for 
defective tracks); however, a surface analysis should be included when a 
volume is initialized for the first time. 

Note: A 2321 volume is automatically initialized with a surface analysis. 

Initialization With Surface Analysis: The DASDI program : 

• Checks for tracks and have been previously designated as 
defective (flagged) and have had alternates assigned. The 
program automatically assigns alternates (disk devices only). 
This test must be suppressed when a d.sk recording surface 
is being Initialized for the first time. 

• Performs a surface analysis of each track and automatically 
assigns alternates, if necessary (non-drum storage volumes 
only). Tracks that are available for disposition as alternates 
are checked first. 

• Writes a standard home address, a track descriptor record 
(record 0), and erases the remainder of each track. 

• Writes IPL records on track (records 1 and 2). 

• Writes volume label on track (record 3) and provides space 
for additional records, if requested. 

• Constructs and writes a volume table of contents (VTOC), 

• Writes IPL program, if requested, on track (2301 or 2314) 
or track 1 (2303 or 2311). 



The DASDI program requires the following function-defining statements to 
Initialize direct-access volumes: 

1. DADEF Statement 

2. VLD Statement 

3. VTOCD Statement 

4. IPLTXT Statement (optional) 

5. LASTCARD SUtement (optional) 

These statements must appear in this sequence. 

Note: A DASDI job that initializes a 2321 data cell cannot follow a DASDI job 
that Initializes a different device type unless the DASDI program is reloaded. 

DADEF Statement 

The DADEF statement defines the direct access volume to be Initialized. 
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Name 


Operation 


Operand 


[ name] 


DADEF 


TODEV=xxx!i: 

TOADDR= cuu 

[IPL=YES] 
V0L1D= serial 
VOLID= SCRATCH 

[BIN=d] 


[FLAGTEST=NO] 2 
[PASSES=n] 


[BYPASS=YES] 3 


Notes: 




Applicable to Initialization with or without surface analysis. 
Applicable to initialization with surface analysis. 
Applicable to initialization without surface analysis. 
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TODEV-xxxx 

specifies the device type of the direct-access device. 

TOADDR=cuu 

specifies channel number (c) and unit number (uu) of the device. 

IPL=YES 

specifies that an IPL program Is to be written on the volume. An IPL 
initialization program must be written on a device to be used for system 
residence. 

If IPL is omitted, no IPL program is written. 

VOLID=serial 

specifies the volume serial number of the volume to be Initialized. 

If "serial" matches the volume serial number found on the volume to 

be Initialized, the operation proceeds. If it does not match, the operator 

is notified. 

VOLID=SCRATCH 

SDCcifies that no volume serial number check is to be made. 

FLAGTEST=NO (aoplicable with surface analysis) 

specifies that the orogram is not to cheek for previously fl&gged tracks 
before surface analysis is attempted on this device. (FLAGTEST-NO 
applies only to disk storage devices, and should be specified when the 
disk recording surface is Initialized for the first time.) 

Note : Since no check is ever made for previously flagged tracks on drum 
volumes or on 2321 volumes, FLAGTEST=NO is not coded wlien these 
devices are initialized. 

PASSES=n (applicable with surface analysis) 

specifies that the program's defective -track checking feature is to 
make n number of passes (from 1 to 255) per track. 

If PASSES is omitted, one pass Is made per track. The PASSES option 
is not applicable to 2321 volumes. 
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BYPASS-YES 

specifies that the program's defective -track checking feature is to 
be bypassed. 

If BYPASS Is omitted, tracks will be checked and those found defective 
will automatically be assigned alternates. The BYPASS option is not 
applicable to the 2321 Data Cell Drive. 



BIN=d 

apecifies a decimal bin number (0-9). This parameter is applicable 
only to the 2321 Data Cell Drive, 

VLD Sta tement 

The VLD statement contains information for constructing an Initial volume 
label and allocating Space for additional labels. 



Name 


Operation 


Operand 


[ name] 


VLD 


NEWVOLID= serial 

VOLPASS= 1 

VOLPASS= 
[ OWNERID=xxxxxxxxxx] 
[ADDLABEL=n] 



NEWVOLID=scrial 

specifies a 1- to 6-character volume serial number. 

VOLPASS=l 

specifies that the volume security bit is to be set to 1. 

VOLPASS=0 

specifies that the volume security bit is to be set to 0. 

If VOLPASS is omitted, the volume security bit will be set to 0. 

OWNERID=xxxxxxxxxx 

specifies a 1- to 10-character field that identifies the owner of the 
volume. 

If OWNERFD is omitted, no identification is given. 

ADDLABEL-n 

specifies a number between one and seven that indicates the total number 
of additional labels for which space is to be allocated. 

]£ ADDIjABEL is omitted, is assumed. 

VTOCD State me nt 

The VTOCD statement contains information for controlling the location of the 
volume table of contents. 



Name 


Operation 


Operand 


[ name ] 


VTOCD 


STRTADR= nnnnn 
EXTENT=nnnn 



STRTADR=nnnnn 

specifies the 1- to 5-byte track address, relative to the beginning of the 
volume, at which the volume table of contents is to begin. The VTOC 
oannot occupy track 00 or any alternate track. 
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EXTENT=nmin 

specifies the length of the volume table of contents in tracks . The 
number of entries per track for each type of device Is given below. 



43> 



Device 


VTOC Entries /Track 


2301 


63 


2314 


25 


2302 


22 


2303 


17 


2311 


16 


2321 


8 


IPLTXT Statement 





The IPLTXT statement separates utility control statements from IPL program 
text statements,' It is required only when IPL text is included. The statement 
consists of the operation IPLTXT, followed with blanks. 

When IPL text is included, the END statement must contain the operation END 
In columns 2 to 4. 

LASTCARD Statement 



The LASTCARD statement is required only when a DASDI job or a series of 
stacked DASDI jobs is followed by other statements on the control statement 
input device. It must follow the last END statement applying to a DASDI job. 
consists of the operation LASTCARD, followed with blanks. 



It 



ASSIGNING AN ALTERNATE TRACK 

The second function of the DASDI program is used to (1) test a track and, if 
necessary, to assign an alternate, or (2) to bypass testing, and automatically 
assign an alternate. 

Assigning an Alternate (With' Testing): An alternate track will be assigned 
for a track specified for testing and found defective. If the defective ti'ack has 
had an alternate previously assigned, a new alternate is assigned. If the 
defective track is an unaesigned alternate, it is flagged to prevent Its future use. 
The alternate track address is made known to the operator. 

If a track is tested and found to be "not defective," no alternate is assigned. 
The operator Is notified by a message. 

A ssigning an Alternate (Without Testing) : The program's defective track 
checking feature can be bypassed, and an alternate track can be assigned for 
any track, whether it is defective or not. If the specified track is an alternate, 
a new alternate is assigned. If the specified track is an unassigned alternate, 
it is flagged to prevent its future use. 

GETALT Statement 

Any number of alternate tracks on a volume can be assigned in a single job by 
including one GETALT statement for each track. 



Name 


Operation 


Operand 


[ name] 


GETALT 

1 


TODEV=xxxx 
TOADDR=cuu 
TRACK= cccchhhh 
VOLID= serial 
EFLAGTEST=NO] 
[ PASSES=nI 
[BYPASS=YES] 
[BIN=d] 
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>*S,^TODEV=xxxx 
^^/"^ specifies the device type of (he direct-access device. 

TOADDR=cuu 

specifies the channel number (c) and unit number (uu) of the direct- 
access device. 

THACK=cccchhhh 

specifies the address of the track for which an alternate is requested, 
where cccc is the cylinder number and hhhh Is the head number, 

VOLID=Herlal 

specifies the volume serial number of the volume to which an alternate 
track is to be assigned. If "serial' matches the volume serial number 
found on this volume, the alternate track assignment proceeds. If it 
does not match, the operator is notified. 

FLAGTEST=NO (used when testing prior to assigning an alternate) 

specifies that the program will not check for a previously flagged track 
before a surface analysis is attempted on this track (disk storage devices 
only). 

PASSES=n (used when testing prior to assigning an alternate) 

specifies that the program's defective track checking feature Is to make 
n number of passes (from 1 to 255) when performing a surface analysis 
on this track. 
If PASSES is omitted, one pass will be made on this track. 

BYPASS=YES 

specifies that the program's defective track checking feature is to be 
bypassed. 

If BYPASS is omitted, the program assigns an alternate only if it finds 
that the specified track is defective. 

BIN=d 

specifies a decimal bin number (0-9). This parameter is applicable 
only to the 2321 Data Cell Drive, 

Note: A list of defective tracks is provided with new IBM Disk Storage volumes. 
This list should be referred to the first time the DASDI program is to be used. 
The GETALT function can then be included in the first DASDI job to assign an 
alternate track for each track on the list. Subsequent DASDI jobs will 
"remember" those defective tracks, unless the FLAGTEST=NO option is 
specified for ithose jobs. 
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IBCDASDI EXAMPLES 

IBCDASDI example Ullustrates the first initialization of a disk storage volume. '^S 
A surface analysis is performed with the initialization. 



Sample Coding Form 



INIT 



JOB 
MSG 

DADEF 
VLD 

VTOCD 
END 



'INITIALIZE 2311' 

TODEV=1403, TOADDR=00E 

TODEV=2311, TOADDR=190,VOLID=SCRATCH, FLAGTEST=NO 

NEWVOLID=llllll 

STRTADR=1, EXTENT=9 



IBCDASDI Example 1. Initializing a disk storage volume with surface analysis, 



IBCDASDI example 2 illustrates an Initialization (other than the first) of a drum 
storage volume. No surface analysis is performed with the Initialization. 



Sample Coding Form 



INIT 



JOB 

MSG 
DADEF 

VLD 
VTOCD 

END 



'INITIALIZE 2301' 

TODEV=1403, TOADDR=00E 

TODEV=2301, TOADDR=1CO, VOLID=SCRATCH, BYPASS=YES 

NEWVOLID=230100 

STRTADR=1, EXTENT=3 



IBCDASDI Example 2. Initializing a drum storage volume without surface 
analysis . 



Sample Coding Form 


INIT JOB 'INITIALIZE 2311' 


COMMENTS 


MSG TODEV=1403, TOADDR=00E 


MESSAGE OUTPUT 


DADEF TODEV=2311, TOADDR=108, IPL=YES 


VOLUME DEFINITION 


VLD NEWVOLID=Pl, OWNERID=BROWN, 


VOLUME LABEL ^ 


ADDLABEL=2 


DEFINITION 


VTOCD STRTADR=2, EXTENT=8 


VTOC DEFINITION 


IPLTXT 


DELIMITER 




IPL PROGRAM 


TXT 




IPL PROGRAM 




TXT 




END 





IBCDASDI Example 3. Initializing a direct-access volume. 
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IBCDASDI Example 4 illustrates the assignment of three alternate tracks to a 
diak storage volume, without re-initialization of the volume. The program's 
defective-track checking feature is bypassed when the first two of the three 
tracks are assigned. 



Sample Coding Form 


ALTRK 


JOB 


'ASSIGN ALTERNATE TRACKS ON 2311' COMMENTS 




MSG 


TODEV= 2400. TOADDR= 180 MESSAGE OUTPUT 


STMTl 


GETALT 


TODEV=2311,TOADDR:^190,TRACK=006F0001, c 
B YPASS- YES , VOLID= P2 


STMT2 


GETALT 


TODEV=2311,TOADDR=190,TRACK=00910004, c 
B YPASS= YES . VOIJD= P2 


STMTS 


GETALT 
END 


TODEV= 2311, TOADDR= 190, TRACK=004B0007, C 
VOT,Tn=P2 



IBCDASDI Example 4. Assigning Alternate Tracks on a. Disk Storage Volume 
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IBCDMPRS 

DUMPING AND RESTORING A DIRECT -ACCESS VOLUME 

The IBCDMPRS (DUMP/RESTORE) program dumps and restores the data on 
direct-access volumes. The data contents of a direct-access volume (all data 
except the home address) can be "dumped ' onto IBM 2311 or 2314 disk storage 
volumes or onto magnetic tapes, and restored onto a direct-access volume 
that resides on the same type of device as the source volume. Both the source 
volume and the volume onto which data is to be restored must have been 
initialized to IBM System/360 Operating System specifications. This utility 
is useful for preparing transportable copies and backup copies of direct-access 
volume contents. 

DUMP Statement 

The DUMP statement is used to identify both the source volume whose contents 
are to be dumped and the receiving volume. The data contents of the entire 
source volume is dumped, including any data on alternate tracks. If both the 
source and receiving volumes reside on 2311 Disk Storage Drives or on 2314 
Disk Storage Drives, the data on the receiving volume is an exact replica of 
the source data and need not be restored. 



Name 


Operation 


Operand 


[ name] 


DUMP 


FROMDEV=xxxx 

FROMADDR=cuu 

TODEV=xxxx 

TOADDR=cuu 

t VOLID=serial=list] 

( MODE=mm] 
[BIN=d] 



FROMDEV=xxxx 

specifies the device type of the source device. 

FROMADDR=cuu 

specifies channel number (o) and unit number (uu) of the source device. 

TODEV=xxxx 

specifies the device type of the receiving device. 

If the receiving device is a magnetic tape drive and no MODE parameter 
is specified, the data is written at the highest density supported by the 
device. (For 7~track tape, the default mode is 93.) 

TOADDR=cuu 

specifies the channel number (c) and unit number (uu) of the receiving 
device . 

VOLID=serial,[, serial] . .. 

specifies the volume serials of the receiving volum.es onto which data is 
to be dumped. (VOLID is required when the receiving volume has been 
initialized to operating system specifications.) 

If "serial" matches the volume serial number found on the receiving 
volume, the dump operation proceeds. If it does not match, the operator 
is notified. 



IBCDMPRS — Dumping and Restoring a Direct-Access Volume 
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>^ If VOLID is not specified and the receiving volume contJiins a volume serial 

nninhf^r_ Mi*» nnorn fnr ir Ttr»fifi*aH. 



number, the operator is notified 



MODE=mm 

specifies the bit density for data written onto the receiving magnetic 
tape volume. This parameter is applicable to 7-track tape drives and 
to 9-track tape drives with density selections of 800 and 1600 bits-per- 
inch. Valid 7-track modes are shown in Independent Utilities Table 1. 
(Only those modes which set converter on are accepted.) 

For 9-track tape drives with density selections of 800 and 1600 bits-per- 
inch, the mode settings are: 

MODE-CB for 800 bpi. 
MODE=C3 for 1600 bpi. 

If the receiving device is not a magnetic tape drive, the MODE parameter 
is ignored. If the receiving device is a tape drive but no mode Is 
specified, the data is written at the highest density supported by the 
device. 

BIN=d 

specifies a decimal bin number (0-9). This parameter is applicable only 
to the 2321 Data Cell Drive. 

Note: When dumping from direct-access to magnetic tape, "dump time" can 
be minimized by specifying different channel selections in the TOADDR=cuu 
and FROMADDR=cuu keywords. For example, 

DUMP FROMDEV=2311, FnOMADDR=190, TODEV=2400, TOADDR=282 

VDRL Stateme nt 

The VDRL (volume dump/restore limits) statement is used to specify the upper 
and lower limits of a partial dump. If a track within these limits has had an 
alternate assigned to it, the data on the alternate track is included in the dump. 
When the VDRL Statement Is used, it must be preceded by a DUMP statement 
and must be followed by an END statement. 



Name 


Operation 


Operand 


[name] 


VDRL 


BEGIN=nnnnn 
[END-=nnnnn] 



BEGIN=nnnnn 

specifies a 1- to 5 -byte relative track address that identifies the first 
track to be dumped. 

END=nnnnn 

specifies the relative track address of the last track to be dumped. If 
only one track is to be dumped, this address is the same as the 
beginning address. 

If END is omitted, the last track of the volume, excluding those tracks 
reserved as alternates, is assumed to be the upper limit. 
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RESTORE Statement 

The RESTORE statement Is used to Identify both the source volume whose data 
contents are to be restored and the receiving volume. 



^ 



Name 


Operation 


Operand 


[ name] 


RESTORE 


FROMDEV^xxxx 

FROMADDR=cuu 

TODEV^KXXX 

TOADDR=cuu 

VOLrD=aerlal 

[ MODE=mm] 

[ BIN=d] 



FROMDEV=xxxx 

specifies the device tsrpe of the source device. 

FROMADDR=cuu 

specifies Qie channel number (c) and unit number (uu) of the source 
device. 

TODEV=xxxx 

Specifies the device type of the receiving device. This device type must 
be the same as the device containing the volume originally dumped. 

TOADDR=cuu 

specifies the channel number (c) and unit number (uu) of the receiving 
device. 

VOLID=serlal 

specifies the volume serial number of the receiving volume. 

If "aerial" matches the volume serial number found on the receiving 
volume, the restore operation proceeds. If It does not match, the 
operator Is notified. 

MODE=mm 

specifies the bit density for data written onto the receiving magnetic 
tape volume. This parameter must match the mod© specified when data 
was written onto the source volume. MODE should not be specified 
if the source or receiving volume is not a magnetic tape, or If MODE 
was not specified when data was written onto the source volume. 

Valid 7-track modes are shown In Independent Utilities Table 1. (Only 
those modes which set converter on are accepted. ) For 9-track tape 
drives with density selections of 800 and 1600 blts-per-lnch, the mode 
settings are: 

MODE=CB for 800 bpi. 
M0DE=C3 for 1600 bpl. 

BIN=d 

specifies a decimal bin number (0-9). This parameter Is applicable 
only to the 2321 Data Cell Drive. 

Note; When restoring from magnetic tape, "restore time" can be minimized by 
specifying different channel selections in Qie TOADDR=euu and FROMADDR=cuu 
keywords. For example: 

RESTORE FROMDEV=2400, FROMADDR=282, TODEV=cuu, TOADDR=190 

IBCMPRS — Dumping and Restoring a Direct- Access Volume 
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IBCDMPRS Examples 

IBCDMPRS Example 1 illustrates the dumping of a direct-access volume 
onto a tape volume. 

IBCDMPRS Example 2 illustrates the restoring of dumped data onto a 
direct-access volume. 



Sample Coding Form 



DUMP JOB DUMP 2311 ONTO TAPE COMMENTS 

MSG TODEV= 1052, TOADDR= 103 MESSAGE OUTPUT 

DUMP FROMDEV=2311,FROMADDR=203, C 

TODEV= 2400 , TOADDR= 120 

END 



IBCDMPRS Example 1. Dumping a Direct-Access Volume 



Sample Coding Form 


RESTORE JOB 


RESTORE 2311 FROM TAPE 




MSG 


TODEV= 1052 ,TOADDR= lOB 




RESTORE 


FROMDEV= 2400 , FRO MADDR= 120, TODEV= 2311 , 
TOADDR= 202,VOLID=PZ 


C 


END 







IBCDMPRS Example 2. Restoring a Direct-Access Volume 
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SEREP 

SEREP (System Environment Recording, Editing, and Printing) is a 
program distributed as part of the diagnostic package for each System/ 
360 installation. The program, with its operating procedures, ie 
available to the Installation's IBM customer engineer. (Each System/ 
360 model has a different version of the SEREP program. Operating 
procedures, however, are the same for all versions.) 

SEREP provides a means of printing the system status information 
stored in main storage at the time of a machine malfunction. 
Malfunction information Is produced as output on an online printing 
device. The SEREP printout indicates the environment of the error 
and the device Involved. 

The address of the I/O device printed on the SEREP report is compared 
with the valid device addresses available to the system. The printing 
of a valid address indicates that a machine malfunction has occurred. 
The printing of an Invalid device address indicates that a programming 
error has occurred. 



How to Use SEREP 

When a message or PSW code Indicates that you should run the SEREP 
program to print out malfunction information: 

• If system is run In "STOP" mode (CHECK CONTROL) the LOG 
OUT button must be pressed before pressing the LOAD button 
or SEREP is Invalid. If system Is run in Process Mode, this 
is not necessary, 

• Load the SEREP deck in the card reader. 

• Set the LOAD UNIT switches to the address of the card reader. 

• Press the LOAD button on the system control panel. 

• Save the SEREP printout for later use by your customer engineer. 

• After SEREP is completed, the system Is restarted via the IPL 
procedure. 

If you are repeatedly asked to run the SEREP program, call your customer 
engineer, 
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THE IFCEREPO PROGRAM (EREP) 

Program Applications 

\/ The IFCEREPO program edits and writes records that have been stored in the 
SYSl.LOGREC data set by error environment recording programs OBR, SDR, 
SERO, and SERl. The records contain environmental data (machine indicator 
contents, register contents, etc.) that was stored when an error occurred. 

The program can process four types of environment records: 

• M achine -check (CPU) records, produced and stored as a 
result of machine-check interruptions caused by malfunctions 
in the central processing unit. 

• C hannel -check (inboard) records, produced and stored aa a 
result of input/output interruptions caused by specific channel 
failures. 

• I /O device (outboard) records, produced and stored as a 
result of permanent device errors. 

• S tatistical ttota records, produced and stored to maintain a 
count of input/output device errors. 

The program is used to: 

• Edit and write selected records. 

• Accumulate machine -check, channel inboard, or l/O outboard 
records and place them in a new or updated history data set. 

• Summarize machine-check, channel inboard, or I/O outboard 
records contained in the SYSl.LOGREC data set or in a 
history data set, 

• Process (edit and write, accumulate, and/or summarize) 
records produced on a different machine model. 



-]- 

'//JOBA JOB I 

!// EXEC PGM=IFCEREPO 

|7/SERLOG DD DSNAME=SYS 1. T.OGREC, DISP= (OLD, KEEP) | 

//EREPPT DD SYSOUT=A 

I 

I I 

IFCEREPO Example 1. 



The IFCEREPO Program 



Records that were written within a specific period 
of calen(fer time can be selected. 
I/O outboard or statistical data records related to 
a specific unit address or device type can be selected. 
Input records can remain uncleared after processing. 
(The program normally clears each selected record 
to hexadecimal zeros In the SYSl. LOGREC data set 
when processing of that record is complete. However, 
an option can be specified to prevent the clearing of 
selected records.) 
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OPERATING SYSTEM ON-LINE TEST EXECUTIVE PROGRAM (OLTEP) 

The IBM System/360 operating system provides a set ol programs which may 
be used to test the functioning of l/O units. These tests together with the on- 
line test executive program make up the on-line test system. The On-Line 
Test Executive Program (OLTEP) functions as an interface between operating 
System/360 and the unit tests and provides communication with the operator 
during the running of tests; it also schedules and controls the running of the 
tests. OLTEP operates much like other programs composing the operating 
system; it resides in SYSl. LINKLIB, is called with standard job control 
statements, and is under control of the operating system at all times. 
Figure i shows the relationship of OLTEP to the operating system. 



<e> 




Figure 1, OLTEP as Part of the Operating System 

An I/O unit may be tested using the on-line test system with minimum 
interference to the operation of other programs running in the system. 
Testing an I/O device ordinarily does not interfere with system Input 
and output, although the unit being tested must be made unavailable for 
operating system use. After OLTEP is called, it notifies the operator 
that it is active and provides continuing communication with him during 
testing. 
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HOW TO ENVOKE OLTEP (2 ways) 
• Enter JCL into the OS job stream. 



<€> 



1//ONLNTST 


JOB 


2//JOBLIB 


DD 


3// 


EXEC 


4//DIAGMSG 


DD 


5//SERLOG 


DD 


6//ACCIN 


DD 


7//INPUT 


DD 


8//SYSABEND 


DD 


9//CNTRLIN 


DD 



DSN=OLTLrB, UNIT-2311, DBF SHR, 

VOL=SER OLTVOL 

PGM-IFDOLT 

SYSOUT=A 

DSN=SYS1. LOGREC.DISP^HR 

PSN= HISTORY, DISP=SHR 

UNIT-2540,DISP OLD (shaded area 

SYSOUT=A statements 

DATA are optional) 



7. 



8- 



9. 



A job name in the name field and the word JOB in the operation 
field are the only requirements here. The account number and 
programmer's name parameters In the operand field may be 
required for certain systems; additional parameters are optional. 
The JOB LIB statement is required to concatenate the private 
library (OLTLIB in this case) containing the unit teats with 
SYSl. LINKLIB. The UNIT parameter and the VOLUME parameter 
should indicate the direct access device and volume serial num- 
ber on which the private library resides. 

This statement Identifies OLTEP as the program to be executed. 
(IFDOLT is the system name for OLTEP.) Additional param- 
eters in the operand field of this statement are optional. 
This DD statement defines the output device to be used by 
OLTEP for messages. The name DIAGMSG In the name field 
is a required name for this statement. 

This statement refers to the SYSl.LOGREC data set on the sys- 
tem residence volume. Include this statement if you will run 
OLT programs that use SYSl. LOGREC for input. 
This statement defines a history data set created by the 
IFCEREPO utility program. Include this statement if you will 
rxm OLT programs that use a history data set for input. 
This statement defines a data set that contains test input data. 
Include this statement if you will run OLT programs that re- 
quire data input. 

This statement defines a data set In which an abnormal termina- 
tion dump wUl be written. 

This sequence defines a data set that contains OLTEP control 
statements. Include this sequence If you want to predefine some 
or all of the tests to be run. 



• Enter the START command at the console. 
In MFT 



In MVT 



s oltep. Pn, options 
B oltep, options 



oltep 



.Pn 



Start command (MCS; Enter this command at fhe master con- 
sole unless the maintenance console has been authorized to 
enter system control commands.) 



name of OLTEP procedure in SYSl. PROCLIB. 



MFT only.- number of the main storage partition to be used by 
OLTEP. Partition size must be at least 28K. 
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.options '^'^^- 

any, all, or none of the following (in any order): 

• jobstep=params — enter this option If you want to specify job 
step parameters, pf you will test an IBM 1419, you must 
specify priority as described below. ) 

, lnput=parama — enter this option if you will run tests that 
require data input, 

, his tory =par ams — enter this option if you will run tests 
that require a history data set. 

, serloK=params — enter this option If you will run teats 
that require SYSl. LOGREC. 

, outdata^params — enter this option If you want test results 
printed before end-of-job. 

, abdunip^arams — enter this option if you want a dump In 
liie event that the OLTEP job terminates abnormally, 

HOW TO USE OLTEP 



After the first-error communication Interval is selected or rejected, the 
following message will be typed: 

IFD105D ENTER DEV/TEST/OPT/ 

If the operator wishes to terminate OLTEP at this point, he may reply 
CANCEL. If he wishes to proceed with testing, he may issue a reply giving 
the device, test, and options he desires. These are described in the follow- 
ing sections. 

CHOOSING THE DEVICE. TEST, AND OPTIONS 

To choose the unit or nnits to be tested, the test or teat to be used, and the 
options to apply, the operator must give a reply command which supplies 
information in three fields: 

1. Device address field (DEV). 

2. Test name field (TEST) which consists of test type and section. 
Routines within a section may be specified ; they must be sep- 
arated from the section name by a comma. 

3. Option field (OPT). 

Each of the three fields in the reply command must be followed by a slash. 
At the initial communication Interval the reply command must include in- 
formation In the device address and test fields; if options are not specified, 
default options will be supplied by OLTE P. Whether information is supplied 
in two or three fields, three slashes must be supplied. 

If the first-error communication interval Is chosen, when the firat error 
occurs, the message: 

IFD105D ENTER DEV/TEST/OPT/ 

will appear again, after a diagnostic message has been written on the 
SYSOUT device and after the message indicating where the first error 
occurred. To continue the same test on the same device with the same 
options, the operator need only key in three slashes. OLTEP then as- 
sumes that the fields remain unchanged since ihey were last supplied. 
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Entry 


Devicea Specified 


181,282-284/ 
285-286,184/ 

/ 


specifies devices 181, 282, 283, 284 

specifies devices 285, 286, 184 

specifies that testing of previously selected 
devices is to continue 



Examples of Device Address Field Entries 



Option 



To Request 
Option 



To Omit 
Option 



Default 



Print 

Control Print 

Error Print 

First Error Communication 

Parallel Print 

Testing Loop 

Error Loop 

Manual Intervention 



PR 
CP 
EP 
FE 
PP 
TL 
EL 
MI 



NPR 

NCP 
NEP 
NFE 
NPP 
NTL 
NEL 
NMI 



PR 
CP 
EP 

FE 
PP 

NTL 
NEL 
NMI 



Print 



Control Print 



Error Print 



First Error Communication 



Parallel Print 



Testing Loop 



Error Loop 



Prints OLT program messages. 

Print section start and terminate messages. 

Print diagnostic messages from unit tests. 

When OLT program detects a device error, 
OLTEP suspends testing and asks for a new 
Test Definition at the console. You can then 
define a new test, resume testing from the 
point at which the error occurred, or termi- 
nate the job step. If you choose to resume 
testing, you can change the OLTEP options 
that apply to the test. 

OLTEP sends test output to the console as 
well as the //DIAGMSG data set. 



Recycle a testing run currently specified. If 
testing loop is specified, there will be no com- 
munication interval on PCP systems, and the 
testing will be in an endless loop. To termi- 
nate the loop the operator must use the 
CANCEL command. To restart the job, job 
control statements to call OLTEP must be 
used. On MVT and MFT configurations a reply 
to message IFD104E may be used to terminate 
the loop. 

Loop as closely as possible on the section of 
code causing first error encountered. Remain 
in loop even if malfunction does not persist. 
No communication Interval is possible when 
this option is stated, and again the CANCEL 
command (except on MVT and MFT configura- 
tions) must be used to terminate testing. 
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:os; 

Manual Intervention OLTEP executes OLT projjram routines that 

require manual Intervention, such as changing 
the carriage control tape on a printer. OLTEP 
bsrpasses these routines except when you specify 
the MI option, or specify the routines by num- 
ber in your Teat Definition. 

The operation of OLTEP is depleted on page 181. Testing may be stopped at 
any time during the procedure by issuing a CANCEL command or by issuing an 
EOT reply at one of the communication Intervals. In addition to the messages 
shown in the diagram, there may be messages printed to indicate errors in 
operator responses . 

When OLTEP receives control, the message; 

IFD102I OLTS RUNNING 

will appear on the console device and on the SYSOUT device. Then, if there 
are no OLTEP control statements to be processed, OLTEP sends you the 
message: 

Id 1FD105D ENTER— DEV/TEST /OPT 

This message asks you to define the first test; it will be repeated when the 
test is completed. The next message, in MET and MVT, which OLTEP 
sends you is; 

id IFD104E TO FORCE COMMUNICATION WITH OLTEP 
EXECUTIVE, ENTER ANY CHAR 

This message permits you to Interrupt testing. Do not reply immediately. 
Reply when and if you want to stop a test in order to define a new test or 
terminate the job step. If you do reply the IFD105D message will result. 

To terminate the job step, reply to message IFD105D as follows: 

r id, 'cancel' 

If you need help in replying to mess^e 1FD105D reply to it as follows: 

r id, 'prompt xxxx' 

xxxx = dev - devices 
test - tests 
opt - options 
all - all of the above 

NOTE : For detailed Instructions refer to Online Test Executive Program 
SRL (GC28-6650). 
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O/S OLTEP 



Vary dev!ce(s) to 
be hesfed off-line 



Ol 



(?7m 



//CollOlTEP 



J 



OLTS Running 



Yes 



Reply any character to 
request communicaMon 



TesUng complefion 
interval 




Initial communication interval 



No 



Is communication desired on first error? 



Yes 



No 



ENTER DEVAEST/OPT/ 



r 



Testing loop or error loop specified? 

I 



Yes 



Yes 



Start, 

terminate, unit 
test messages 
(SYSOUT) 



\ 



f 



Testing completion 
interv al 



No 



First -error 

communication 

interval 



Start, terminate 
unit test messages 
(SYSOUT) 

t 
Looping until CANCEL is issued 
(or communication is requested 
with MVT or MFT configurations) 



1 



ENTER DEVAEST/OPT/ 



(In this diogram error print 
and control print options 
are in effect. Testing may 
be terminated by replying EOT 
to any of the underlined mes- 
sages after OLTS RUNNING. 
With MVT or MFT configuration 
the communication intervol may 
be requested at any point; con- 
trol then returns to the point in 
the diagram immediately after 
the message OLTS RUNNING) 



Testing loop or 
error loop 
specified? 



I No 



Start, terminate, 
unit test 
messages 
(SYSOUT) 



New tests or 

devices 

specified? 



Running the Tests 



I 



Yes 



Perform new 
testing 



No 



Finish previously 
specified testing 
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DOS ON-LINE TEST EXECUTIVE PROGRAM (OLTEP) 
Reference Material: DOS OLTEP SRL-GC24-5086 

OLTEP FUNCTION 

The IBM System/360 Disk Operating System provides a set of programs that 
can be used to test l/O units. These test programs and tlie On- Line Test 
Executive Program make up the On- Line Test System. The On-Line Test 
Executive Program (OLTEP) is an interface between the system and the test 
programs and communicates with the operator during the running of tests. 

OLTEP operates much like other problem programs in the disk operating sys- 
tem. When OLTEP is called. It notifies the operator that it is active and 
communicates with him during testing. OLTEP can run In a batch-only system 
or as a background program in a multlprogram environment. It operates on 
24K or larger systems under a DOS supervisor of 8K or larger. 

You can test an l/O unit with minimum Interference to other programs run- 
ning on the system. Testing an l/o device ordinarily does not interfere with 
system input and output. Any unit being tested {except for direct access de- 
vices), must not be assigned to the foreground partitions. Direct access 
devices, however, may be shared. 

During testing under control of OLTEP, the system error recovery pro- 
cedures are bypassed for the device being tested. OLTEP has built-in 
data integrity safeguards so that no data is destroyed without operator 
permission and no protected data is accessed during testing. 

ON-LINE TESTS (OLTS) 

OLTs are called into main storage for execution by the scheduler portion 
of the OLTEP nucleus. Tests normally do not exceed 4K. However, 
those that do are loaded if the allotted background partition is large enough. 
If the partition is not large enou^, OLTEP terminates. 

For additional information on OLTs, refer to the IBM Maintenance Diag- 
nostic Program OLTs documentation for the device to be tested. 

Choosing the Devices 

The device address field contains the physical address of the device to be 
tested. Either three or four digit device addresses are accepted by OLTEP. 
For example, you can enter device 181 as 181 or 0181. You must separate 
multiple entries in this field with commas, and you can use the hyphen to 
indicate Inclusive devices. The field can accommodale up to 16 devices and 
is terminated by a slash. The figure shows examples of device selection. 

Note ; If an Input device is required by the test section for Data Input 

Support or retrieval of environmental recording Information, you 
must not enter that device in the device address field. 



DEV Entry 


DEVICE (s) Selected 


0185/ 


185 


0185-0187/ 


185, 186, and 187 ; 


0185,0187-0189/ 


185, 187, 188, and 189 


0181,0282,0283/ 


181, 282, and 283 


/ 


Use devlce{s) assigned in previous test. (Note) 


NDR 


No device required. 


CH181 


Perform a channel test on channel 1 using device 
; 181. This must be a single entry. 



Examples of Device Selection 



Note; The device address must be reentered if tiie device was bypassed in 
the previous run, 
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When multiple teleprocessing lines for the 2702 and 2703 Transmission Control 
Units are entered initially, the first entry must represent line 0. 

Choosing the Test 

The test field specifies the test(s) to run on the selected device(g). The field 
is terminated by a slash (/), and is composed of the following subfields. 
Page 196 shows examples, 

• Test Type (required). Specifies the type of l/o devices to test. 
You can specify only one type In a single Tea t-run-def ini tion . 

The test type must include a prefix of; 

R = 2540 Reader test 

P - 2540 Punch teat 

T = AU 

U = Test modules (OLTs only) 

Note : If prefix is omitted, T is assumed. No other prefix is valid. 

■ Section (optional). Individual sections of the test are indicated by 
an alphabetic character(s) within the range A-Z. The maximum 
number of sections that can be run during any one test-run defini- 
tion is 26. You must separate test section entries with a comma 
or hyphen (indicating Inclusive sections). Multiple section entries 
are run in the sequence entered, duplicate entries cause a section 
to be repeated. An abnormal termination occurs if you specify a 
test section that cannot be found. 

The section Identification may be omitted only if there is 26 or 
more sections to the test. Sections A through Z are run. An 
abnormal termination occurs if you omit the test section identifica- 
tion and the test does not have sections A through Z. 

• Routine (optional). OLTEP permits routine selection only when 
you specify a single test section. There is a maximum of 16 
routine selections allowed, and they are specified by numlier. You 
can enter them in any sequence, but they will run in numeric order. 
You must separate these entries with a comma or hyphen. The 
routine numbers are found in the wrlteup that accompanies the OLT. 
Consult the OLT wrlteup to determine what test sections. 



TEST ENTRY 


TEST(s) Selected 


2311/ 


Run all 2311 tests within the range A-Z. (Note 1) 


231 lA/ 


Run section A of test 2311. 


2311A,C/ 


Run sections A and C of test 2311. 


2311A-C,E,G/ 


Rim sections A, B, C, E, and G of test 2311. 


2311A,4/ 


Run routine 4 of section A, test 2311. (Note 2) 


2311A,4-7,2/ 


Run routines 2, 4, 5, 6, and 7 of section A, test 
2311. (Note 2) 


P2540A,C/ 


Run sections A and C of test 2540. 


/ 


Use the same test(s) as specified in the previous test. 



Examples of Test Selection 

Note 1: The section identification may be omitted only if there is 26 or more 
sections to the teat. Sections A through Z are run. 

Note 2: If a routine(s) is specified, only one section can be specified in that 
entry. 
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Choosing the Options 

The option field identifies the options to use during the test run. Entries In 
this field are separated by commas. You can enter the options, with the ex- 
ception of EXT=, in any order. The EXT=option, when used, must be the 
last entry. A default option is used in place of any omitted entry in the initial 
test-run definition. On succeeding test runs, omitted entries use the options 
selected in the previous run. The available options with their default 
values are shown below. 



Option 


Entry 


Description 


Testing Loop 


TL(n) 
NTL 


Recycle the test. If you specify a value (n), 
OLTEP runs the test the number of times Indi- 
cated. If you do not specify a value, the test 
cycles 10 times. The maximum value allowed 
is 32, 767 decimal. (Note 1) 


Error Loop 


EL (n) 

NEL 


The test loops as near as possible to the part of 
the test causing the first error. If you specify 
a value (n), the test loops the number of times 
indicated, if you do not specify a value, the 
test loops the number of times indicated in the 
preface of the OLT. You can terminate the 
loop by specifying NEL following a request for 
communications. (Note 1) 


Print 


PR 
NPR 


Print messages from the OLT. if you enter 
NPR, all messages are suppressed. 


Error Print 


EP 
NEP 


Print diagnostic error messages from the OLT. 
The FE option overrides NEP when a first error 
Is encountered. 


Control 
Print 


CP 

NCP 


Print OLT start and termination messages on 
SYSIjST and SYSLOG. 


Parallel 
Print 


PP(n) 
NPP 


Use the console device, tri addition to SYSLST 
for OLT messages. Four levels of print are 
available on the parallel printer by entering 
one of these numbers at (n). 

HEADER only. 

1 HEADER, DESCRIPTION, and 
COMMENTS. 

2 HEADER and RESULTS. 

3 HEADER, DESCRIPTION, COMMENTS 
and RESULTS. 


First Error 

Commimica- 

tlons 


FE 
NFE 


Forces a communications interval when the first 
error is encountered. A message is printed In- 
dicating the test being run and the device being 
tested. This is followed by the 01E105D mes- 
sage that allowed you to; 

• Change the device and/or test fields. 

• Return to an exit point in the test by 
entering R 01, '///' or R 01, '// (Op- 
tion change)/. 

• Cancel the test by entering R 01, 
'CANCEL'. 

There cannot be a first error communication 
if a console device isn't available. 
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Option 


Entry 


Description 


Manual 
Intervention 


MI 

NMI 


Informs the OLT section to vun all tnanual inter- 
vention routines within the test request. 


EXT= 


EXT = 


Information following this option is passed to the 
OLT section by way of a 56-byte buffer. This 
information must be the last entry in the option 
field, and can contain any character but a slash. 

EXAMPLE: 

R 01,'181/2400C/TL,EXT=BLOCK4FFPRINT/' 

BLOCK4FFPRINT goes Into a buffer area within 
OLTEP, and then passes on to the OLT section. 



The default options are underlined. 

Not e 1: The FE option overrides the TL and EL options. However, If you 
enter R 01, '///' or R 01, '//(option change)/ at a first error com- 
munications Interval, the TL and EL options. If specified, are In 
effect. 



Prompting 

A request for help made by the operator when entering the test-run 
definition. OLTEP prints examples of the field requested by the operator. 



R id. 'PROMPT' 



Qulesce Mode 



The test section, through OLTEP, can request that all Jobs in the fore- 
ground partition be temporarily stopped. If teleprocessing is not active on 
the system, OLTEP Issues a message asking If the foreground partitions 
can be qulesced. If you reply R 04, 'NO', OLTEP bypasses the test section 
requesting qulesce mode. If you reply R 04, 'YES', OLTEP Issues a mes- 
sage requesting that the foreground jobs be stopped. You should now give 
the operator commands to stop all Jobs. in the foreground partitions. 
OLTEP returns control to the test section after It ensures the foreground 
partitions are qulesced. If you reply R 04, 'YES', but do not qulesce the 
foreground partitions, OLTEP cannot continue. If teleprocessing is active 
on the system, tlie test section Is bypassed. 

You can find the procedure to qulesce the system in the wrlteup for mes- 
sage E222I. 

DOS OLTEP Messages 

The following messages. Issued by OLTEP, appear on both the message out- 
put device (SYSLST) and the console device (SYS LOG). The OLT messages 
are not listed here, but you can find them In the wrlteup that comes with the 
individual test. OLT data prints on the SYSI5T device only, unless you 
specify the parallel printer (PP) optitMi. 

The message format la: 

BG rrEnnnt 'message text' 
where 

BG Appears only when OLTEP Is running in a multi-programming 
environment. The BG Indicates that the message pertains to 
the background partition in v*lch OLTEP operates. 
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rr la the reply code to use when responding to messages that require an 
immediate reply (D type). The codes are; 

01 - For the 01E105D message. 

04 - For all other OLTEP and OLT messages. 

E Indicates that the Executive program (OLTEP) is issuing the message. 

nnn Is the three-digit message number. 

t Is the message type code where; 

I Indicates an_lnformational message that requires no reply. 
D Indicates a decision message requiring an immediate reply. 

An example of a reply is: 

BGR04,'YES' 

where BG is printed by the system if operating in a multi-programming 
environment, and R 04, 'YES' is entered by the operator. 

Timing Test Programs 

Timing test programs require the interval timer to make calculations. If 
Oie interval timer is not available on the system or is not operative, OLTEP 
issues a diagnostic message, and schedules another test. If a timing test is 
run in a multi-programming environment, the performance of any foreground 
program can be affected. 

These restrictions apply to timing-test programs; 

• You cannot perform timing tests on units attached to a multiplex 
channel (channel 0). 

• You cannot perform timing tests when teleprocessing programs 
are operating within the system. 

Diagnostic messages are printed if the timing test la attempted under these 
conditions, and you can then enter another test procedure. 

Note ; Timing test programs apply to System/360 Models 40 and larger. If 
you attempt a timing test on a Model 30, and test program Issues a 
diagnostic message, and control returns to OLTEP. At this time, 
you can select another test or terminate OLTEP. 

OPERATING PROCEDURES 

Device Preparation 

Certain device setup procedures are necessary before testing to Insure pro- 
tection and security of customer data. The following sections show the 
requirements for individual device types. 

All devices must be in the Ready status with no manual intervention re- 
quired. 

Special Operating Conaiderations 

Some OLTs require special operating considerations. These tests are 
identified by a pound sign (#) at the end of the OLT start and terminate 
messages. 

EXAMPLE: S T2400A UNIT 0182 # 

T T2400A UNIT 0182 # 
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The following apply only to these tests: 

• A first error communicationa interval cannot occur if either the 
No Print (NPR) or No Error Print (NEP) options are specified. 

• You may not specify a value with the EL option. If you enter the 
EL option, and an error occurs, the test loops on the error 
indefinitely. There are two ways to terminate the error loop: 

1. Force a communications Interval with the Interrupt key. 
This is effective only if interrupts are permitted, and the 
error loop is large enough to sense for them. 

2, Cancel the background partition using the system commands. 

• It is not recommended that both FE and EL be specified in the 
same test-run definition. The results are unpredictable, and 
depend on the OLT being run. 

If you desire both options, select FE. When an error is en- 
countered, you can enter R 01, '//NFE,EL/' at the first error 
commimicatlons interval. The test then loops on the error. 

• Direct access volumes cannot be reformatted. If the test volume 
is not a CE volume, testing is restricted to filij protect mode. 

• The following messages cannot occur: 

04E120D 

E198I 

ElOOI 

S 
EXAMPLE: BG E158I T XXXXXXXX UNIT YYYY {#) 

*T 

Cause: Execution of the test section (XX. . .X) started 
(S) or terminated (T) on unit YYYY. * Indicates 
an error occurred while executing a test section. 
The pound sign (H), if present, indicates this Is a 
special test. See Special Operating Considera - 
tions . 

If the NCP option la In effect, this message does 
not appear. 
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Calling OLTEP 

All Systems 

The job control statements necessary for the execution of OLTEP are as 
follows : 



STATEMENT 


COMMENTS 


// JOB XXXX 


Mandatory. 


// ASSGN SYSnnn.X'cuu' 


One ASSIGN statement is necessary for 
each device tested or accessed by a test. 
None is required if the device was pre- 
viously assigned. 


//EXEC IJZADOLT 


Mandatory. 


// UPSI 01 


This statement is necessary If a console 
device is available but the test-run 
definition is to be entered via the input 
job stream. Only one test-run-definition 
card is accepted, and any further com- 
munication Is with the console. 


dev/test/opt/ 


This statement is included if the test-run 
definition is entered via the input job 
stream. Only one statement is allowed. 


/* 


Mandatory. 


/& 


Mandatory. 



Job Control Statements, 
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DOSOLTEP 



n 



{ ikxBC IJZADO LT 



///ASSGN SYSXXX 



///JOBOLTEP 







I 



OLTEP 

running 



FE - First Error 

CommunicatiDns 

TL — Test Loop 

EL - Error Loop 



Enter 
DEV/TEST/OPT 



NOTE: tfF0FT0C-YES,8 

Cammunicatiani Intervat 
(untfv point A) can be 
fo<c«d by pretttng tlie 
Interrupt key on ttn coniolB. 



i 



FE 



Execute 

itst 

ssction 



TL 




Cycle test 
section no, 
of times 
specified 




Other 



Execute 
test 

section 



Execute 

tett 

section 



Print 
ditflmsgs 
and term 




Loop on 
error no. 
of times 
specified 



Print 
di«g msgs 
and term 
meuage 




Print 
diag migs 
and term 
mestage 







Rtmnlng Teat Sections without a 1052. 

(Error Print and Control Print options In effect. ) 
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Jl 

( DEV/TEST/OPT 



Cvcle test 
section no. 
of times 
specified 



Print 
diag msgs 
and term 
message 




Error 


V Yes 


Loop on 
error no. 
of times 
specified 


^^rfi*^ 


1 



Running Test Sections without a 1052. 

(Error Print and Control Print options In effect. ) 
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Example of OLTEP Operation. 

BG assgn sys001,x'181' 
BG assgn sys002,x'182' 
BG // exec Ijzadolt 



OLTEP la loaded into the 
background partition- 



Initial communications 
interval. 



BG E102I OLTS RUNNING 

BG 01E105D ENTER — DEV/TEST/OPT/ -< 

BGr 01,'181/2400A//' 

BGE 1071 OPTIONS ARE NTL,NEL,NPP,FE,NMI,EP,CP,PP 

BG E119I NON-STANDARD TAPE LABEL 0181 



OLTEP finds a non- 
standard labeled tape 
mounted on the test device. 



BG 04E139D REPLY B TO BYPASS, R TO RETRY, P TO PROCEED 
(MAY DESTROY DATA) 



BGr 04, 'p' 

BG E158I S T2400A UNIT 0181 



- | Error encountered. 



BG E129I FIRST ERROR COMMUNICATION T2400A 001 UNIT 0181 
BG 01E105D ENTER ~ DEV/TEST/OPT/ 
BG r 01, '182//nfe,tl(2)/' 



Firat error communica- 
tions interval. 



BGE107I OPTIONS ARE TL,NEL,NPP,NFE,NMI,EP, CP,PR 
BG E158I S T2400A UNIT 0182 
BG E158I T T2400A UNFT 0182 
BG E158I S T2400A UNIT 0182 



Console Interrupt Addresses. 



BG 01E105D ENTER — DEV/TEST/OPT/ -M- 

BG r 01, '/2400c, e/ntl/' 

BGE 1071 OPTIONS ARE NTL,NEL,NPP,NFE,NMI,EP,CP,PR 

BG E158I S T2400C UNIT 0182 

BG E158I T T2400C UNIT 0182 

BG E158I S T2400E UNIT 0182 

BG E158I T T2400E UNIT 0182 

BG 01E105D ENTER ~ DEV/TEST/OPT/ 

BGr 01, 'cancel' 



Interrupt communications 
interval. 



Test completion communications 
Interval. 



BG IIOOA READY FOR COMIVIUNICATIONS 
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BIBLIOGRAPHY 

PUBLICATIONS SELECTOR CHARTS 

These charts are aids for quickly finding order numbers for Syatem/360 
and System/370 publications about a specific machine or programming 
system, except for those pertaining to the System/360 Model 20. The 
machine charts are arranged according to the numbers of the system 
models and the l/O devices. The programming charts are arranged to 
show prerequisite publications and categories of publications for a par- 
ticular system. To determine the models of System/360 and/or 
System/370 to which an l/O device currently may attach, see IBM Sys - 
tem/360 Input/Output Configurator , GA22-6823, and IBM System/370 
Input/Output Configurator . GA22-7002. See IBM Sy3tem/360 Model 20 
Bibliography . GA26-3565, for information about System/360 Model 20 
machines and programming systems. 
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PubliMtion Datcription 


Publication Order Number 


> 


Mode) 25 


Model 30 


Model 40 


Model 44 


Model 50 


Model 65 


Model 67 


Model 75 


Model 85 


Model 91 


Model 195 


O 


System Summary 




GA22-6810 (for all models) 


















System Rifarenees 




GA22-ffl21 (for all models) 




















Svstam Phvsiral 
Planning Referenc* 




GC22-6820 (for all models) 




















MpdftI Rcfaranca 


GA24-361D 


GA24-3231 
(CPU) 
GA24-3411 
(Channel) 


GA22<e881 


GA22-e875 


GA22-689e 


GA22e884 


GA27.2719 


GA22W1R9 


GA22-6816 


GA22-6907 


GA22-6g43 


1 
o 


Model Configurator 


GA24-3511 


GA24-3232 


GA22-6813 


GA22-6874 


GA22-e814 


GA22-W87 


GA27.2713 


GA22-flnRR 


GA22-e920 


(in 
GA22-6907) 


GA22-e944 


Mwiel Operating Procedure! 


GA24-3623 


GA24-3373 


GA22-681] 


GA32-6fl10 


6A22-e80e 


GA27-272S 




GA22-tidU9 


GA22-6927 




GA22-fl964 




Model Physical Plannirtg 
Template 


GX22^6894 


GX22-68M 


GX22-effi>4 


0X22-6914 


GX22-e914 


6X22^56 
GX22-6924 


6XM-6905 


GX22-fiRBfi 


GX22-6823 




GX22-e981 




l/Q Reference 




See separvte I/O chart. 




















I/O Configurator 




GA22-6823 (for all models) 




















0€WI: CtianneHo-Controt 
Unit Interface 




GA22-6843 (for all models) 




















OEMI; Povwer Control 
Interface 




GA22'e806 (for all models except 91 ) 


















QEMI; Direct Control 
Feature 




GA^.6845 (for all models except 44) 


















Channelrto-Channel 
Adapter Feature 




GA22-6882 (for all models) 




















Other Faaturet 


6A24-S12 
GA24-3624 
eA24-3526 


GA24-?7fifi 
GA24-3386 
QC20-1650 


GL22-Ge02 
GL22-e9ra 
GU22-e904 


GA22-(»00 


GA27-2717 


GA27-2715 
GA27-2716 
GA27-2717 


GA27-2715 




GA27-2733 









Publication Description 


Publication Order Number 


Model 145 


Model 155 


Model 165 




System Summary 




GA22-7001 (for all models) 


System Reference 




GA22-7000 (for all models) 




System Physical 
Planning Reference 




GA22-7004 ( 


for all models) 




IVIodel Reference 


GA24-3557 


GA22-6942 
(CPU) 
GA22-6962 
(Channel) 


GA22-6945 




Model Configurator 




GA22-e957 


GA22-6956 




Model Operating Procedures 


GA24-3654 








Model Physical Planning 
Template 


GX22-7005 


GX22-7006 


GX22-7007 




I/O Reference 




See separate I/O chart. 




I/O Configurator 




GA22-7002 (for all models) 




OEMI: Channel-to-Control 
Unit Interface 




GA22-6843 (for all models) 




OEMI: Power Control 
Interface 




GA22-6906 (for all models) 




OEMI: Direct Control 
Feature 




GA22-6845 (for all models) 




Other Features 






GA22-6955 
GA22-6958 





> 
a 

B 
z 

H 

CD 

k! 

CO 

H 
I 

CO 

Kj 
CQ 

-a 

o 



input/output 





Publication Order 


Number 


I/O Device or 
Control Unit 


Reference 
Manual 


OEMI 
Manual 


Physical 
Planning 
Template 


50 Magnetic Data 
Inscriber Model 1 


GA27-2725 






1017 Paper Tape Reader 
Models 1,2 


GA33-4500 




GX22-6834 


1018 Paper Tape Punch 
Model 1 


GA334500 




GX22-6834 


1051 Control Unit 
Models 1,N1 


• 


» 


GX22-6894 
GX24-3381 


10B2 Printer Keyboard 
Models 3, 5, 8 


* 


• 




1052 Printer-Keyboard 
Model 7 


GA22-6877 




GX22-6894 


1053 Printer 
Models 1,4 


• 


« 


GX22-6894 


1231 Optical Mark 
Page Reader 
Model N1 


GA21-9031 
{GA21-9012) 




GX22 6860 


1255 Magnetic 
Character Reader 
Models 1-3 


GA24-3542 






1259 Magnetic 
Character Reader 
Model 2 


GA24-3500 




GX22-6B60 


1285 Optical Reader 
Model 1 


GA24-3256 




GX22-6860 


1287 Optical Reader 
Models 1-4 


GA21-9064 




GX22-6860 


1288 Optical Page 
Reader Model 1 


GA2 1-9081 




GX22-6860 


1403 Printer 
Models2, 3, 7, NI 


GA243073 
(GA24348B) 


GA24-1431 


GX22-6834 


1404 Printer 
Model 2 


GA24-1446 


GA24-3356 


GX22-6834 


1412 Magnetic 
Character Reader 
Model 1 


GA24-1421 




GX22-6860 


1418 Optical 
Character Reader 
Models 1,2 


GA24-1473 
(GA24 1452) 
(GA24-3081 1 




GX22-6860 


1418 Optical 
Character Reader 
Models 


GA24-1473 
GA24-3059 
(GA24-1452) 
(GA24-3081) 




GX22-6860 


1419 Magnetic 
Character Reader 
Mode! 1 


GA241499 
(GA243342) 




GX22-6860 


1428 Alphameric 
Optical Reader 
Models 1 , 2 


GA241473 

(GA24-1452) 

(GA24-3081) 




GX22-6860 


1428 Alphameric 
Optical Reader 
Model 3 


GA24-1473 
GA24-3059 
(GA24-1452) 
(GA24-3081 ) 




GX22-6860 


1442 Card Read 
Punch Model N1 


GA21-9025 




GX22-6834 


1442 Card Punch 
Model N2 


GA21-9025 




GX22-6B34 



Publications shown in parentheses are related but not primary references. 

'See IBM SRL Bibliography Supplement — Teleprocessing, Order Number GA24-30B9, 
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INPUT/OUTPUl' (continued) 





Publication Order Number 


I/O Device or 
Control Unit 


Reference 
Manual 


OEMI 
Manual 


Physical 
Planning 
Template 


1443 Printer 
Model N1 


GA24-3120 
(GA24-3488} 




GX22-6834 


1445 Printer 
Model N1 


GA24-31 20 




GX22-6834 


1827 Qata Control 
Unit Model 1 


GA22-6868 
(GA22-6872) 




GX26-5508 


216(yConsole 
Model 1 


GA22-6877 




GX22-6859 


2250 Display Unit 
Model 1 


GA27-2701 




GX22-8859 


2250 Display Unit 
Model 3 


GA27-2721 




GX22-6859 


2260 Display Station 
Models 1,2 


GA27-2700 
(GC20-1688) 




GX22-6859 


2285 Display Copier 
Model 1 


GA27-2730 




GX22-6859 


2301 Drum Storage 
Model 1 


GA22-6895 
(GC20-1649I 


GA26-5661 


GX22-6858 


2302 Disk Storage 
Models 3, 4 


GA26-5988 
(GC20-1649) 




GX22-6858 


2303 Drum Storage 
Model 1 


GA26-5988 


GA26-5663 


GX22-6858 


2305 Fixed-Head Storage 
Models 1,2 


GA26-1589 






231 1 Disk Storage Drive 
Model 1 


GA26-5988 
(GC20-1649) 


GA26-3567 


GX22-6858 


2314 Direct Access Storage 
Facility Model 1, A Series, 
and 6 Series 


GA26-3599 
(GC20-1649) 




GX22-6858 


2321 Data Cell Drive 
Model 1 


GA26-5988 

(GA26-3633) 

(GC20-1649) 


GA26-3674 


GX22-6858 


2401 Magnetic Tape 
Unit Models 1-6, 8 


GA22-6a66 


GA22-6862 


GX22-6855 


2415 Magnetic Tape 
Unit and Control 
Models 1-6 


GA22-6866 




GX22-6855 


2420 Magnetic Tape 
Unit Model 5 


GA32-0007 




GX22-6855 


2420 Magnetic Tape Unit 
Model 7 


GA22-6918 




GX22-6855 


2495 Tape Cartridge 
Reader Model 1 


GA27-2726 




GX22-6855 


2501 Card Reader 
Models B1, 82 


GA2 1-9026 




GX22-6834 


2520 Card Read Punch 
Model B1 


GA21-9027 




GX22-6834 


2520 Card Punch 
Models B2, B3 


GA21-9027 




GX22-6834 


2540 Card Read Punch 
Model 1 


GA21-9033 




GX22-6834 


2560 Multifunction 
Card Machine 
Model A1 


GA26-5893 




GX22-6894 



Publications shown in parentheses are related but not primary references. 
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INPUT/OUTPUT (continued) 





Publication Order Numt«r 


I/O Device or 
Control Unit 


Reference 
Manual 


OEM! 
Manual 


PhycJcai 
Planning 
Template 


2671 Pap«r Tape Reader 
Modol 1 


GA24-3388 




GX22-6834 


2701 Data Adpater Unit 
Model 1 


GA22-6864 


GA22-6844 


GX22-6857 


2702 Transmission 
Control Model 1 


GA22-684B 


GA27-3012 


GX22-6857 


2703 Transmission 
Control Model 1 


GA27-2703 


GA27-3012 


GX22-6857 


2803 Tape Control 
Models 1,2. 3 


GA22-636e 




GX22-6855 


2804 Tape Control 
Models 1,2, 3 


GA22-686e 




GX22-6855 


231 6 Switching Unit 
Modul 1 


GA22-6866 




GX22-6855 


2820 Storage Control 
IVIodel 1 


GA22-6895 




GX22-6B58 


2821 Control Unit 
Models 1-5 


GA24-3312 




GX22-6834 


2822 Paper Tape Reader 
Control Model 1 


GA243388 




GX22-fi834 


2826 Paper Tape Control 
Models 1,2 


GA33-4500 




GX22-6834 


2835 Storage Control 
Models 1,2 


GA26-1589 






2840 Display Control 
Modtil 2 


GA27-2721 




GX22 6859 


2841 Storage Control 
Model 1 


GA26-5988 




GX22-6858 


2844 Auxiliary Storage 
Control Model 1 


GA26-3599 




GX22-6858 


2848 Display Control 
Models 1-3. 21,22 


GA27-2700 
(GC20-16e8) 




GX22 6859 


3210 Console Printer- 
KeylMard Models 1.2 


GA24-3552 




GX22 7006 


3211 Printer 


GA243543 






3215 Console Printer- 
Keyboard Mode! 1 


GA24-3550 




GX22-7006 


3330 Disk Storage 
Modul 1 


GA26^1592 






3420 Magnetic Tape Unit 
Models 3, 5, 7 


GA32 0012 






3803 Tape Control 
Model 1 


GA32-0012 






381 1 Control Unit 


GA24-3543 






3830 Storage Control 
Model 1 


GA26 1592 






7770 Audio Response 
Unit Mode! 3 


GA27-2712 


GA27-2706 


GX22-6B57 


7772 Audio Response 
Unit Model 3 


GA27-2711 
(GA27-2710) 


GA27 2706 


GX22-6B57 



Publications shown in parentheses are related but not primary references. 
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BASIC OPERATING SYSTEM 



mrning 
Systems 
Summarv 
GC24-3420 



Master Index 



6C24-6041 



Programming 



Operating 



Programmer's 
Guide 
GC24-3372 
GY24-5002 (PLM) 



Management and 

System Programmer y Problem Programmer 



System Generation 
and Maintenance 

GC24-5060 



1401/1460 
Timing Program 
for Sort/Merge 
6C243377 



/Assembler with I/O 
Macros Specifications 
GC24-3361 . 
GY24-5MI)l 
GV24-5003 1 "^'- " 




Macro Definition 
Unguage 

00243364 





Tape Labels 



GC24-5070 



RPG Specifications 

GC24-33B7 
GY24-5005 (PLM) 



Autotest 
Specifications 
GC24-3378 
GY24-5004 (PLM> 



Sort/Merge Propem 
Specifications 
GCZ4-3321 
GY24-500I (PLM); 



Utility Programs 
Specificationr 

GC24-3409 



1070 Process 

Communication 

Supervisor 

6626^5396 



System Generation 
and Maintenance 

GC245060 



Operating Guide 



GCZ4r34&0 



1070 Process 
Communication 
Supervisor 
Operating Guide 
QC26-3627 



Tape Labels 



GC24-S070 



Operator 
Messages 

GC24-5024 



2&3 





Piogiaiiuiiing 
Systems Summary 






Master Index 
GC24-5067 






GC24-3420 


" 




TapB 


Progriinniing and OpMating 




ffogtimm 


ns 




Operating 




f Cvi 




rape t Card 




Tape t 


Card 






































— ►■ 


Basic Tape System: 

System Generation 
and Maintenance 
GC24-5061 




>■ 


Basic Assembler and 
Basic Utility Programs 
(Card) Specificalions 
and Operating Guide 
GC28-e503 
GV24.5014 \ 
GY24.5015 1 "^'■•^' 




BASIC ^ 


Basic Tape SystBiTi 
Programmer's 
Guide 
GC24-3354 






RPG (Cxd) 
Specifications 
GC24-3374 
GY24-5037 (PLM) 






Basic Tape System 
Operating Guide 

GC24-3391 




^ 


RPG 1 Cardl 
Oparating Guide 

GC24 3464 














P 


































Assembler wth I/O 

Macros (Tape) 

Specifications 

GC24-33S5 

GY24.5010L 

GY24-5012/"^'-"*'' 






FORTRAN IV I16K 
Cardl Specifications 
GC21'904a 
GY21-0a01 (PLM! 


to 


FORTRAN IV 
(16K Card) 
Programmar's Guide 
GC21'»MH) 






Autotesl 
Operating Guide 

GC24-3417 




















Input/Outpot 
1412/1419 
Specifications and 
Opatating Guide 
GC24-3398 
GY24-50fl7 (PLMl 


























Autotest 
Spec^icatlons 
GC24-3343 
GY24-5fln (PLM) 






SoriflHarge 
Programs 
Operating Guide 
GC24-3413 
















Macro Definition 
Language 

GC24-33e4 


































Input/Output 
1418/1428 
Specifications and 
Opeoting Guide 
GC24-3437 
GY24-5007 (PLMI 






Sort/Serge Programs 
Specifications 
GC24-3320 
GY24-5(I0S (PLM) 




1401/14S0 Timing 
Program for Sort/ 
Merge Programs (8K) 
GC24-3M5 






Card and Tape 
Utility Programs 
Operating Guide 
GC24-5027 












w 


RPG (Tape! 
Specifications 

GC24-3418 








































Card and Tape 
Utility Programs 
Specifications 
0024-5026 






DASD Utility 
Programs 
Operating Guide 
GC24-3392 










FORTBAN 
IV 










Distribution Program 
Specifications and 
Operating Guide 
GC21-»ai 
GY21-aa04 (PLMI 




BsicFOHTRANIV 
Unguage 

GC2S-6B29 






























DASO Utility 
Programs 
Specifications 
GC24-3363 






Universal Character 
Set Utility Program 
Operating Guide 
GC24'3396 




















FORTBAN IV 
I8K Tape) 

Programmar's Guide 
GC28-E583 








► 






Modular File 
Maintenance Program 
Specifiotiom and 
Opaialing Guide 
GC24-5069 
GY24-5096 iPLMt 




















Input/Output 1231 
Specifications 
GC24-340B 
GY24-5007 (PLM! 






w 












W 


Tape Labels 


















GC24-5a7C 











o 
o 

s 



•z, 
Q 

o 

i-3 



TAPE OPERATING SYSTEM 



Programming 
Systems Summary 

GC24-3420 



Programming y 



Programming 
Index 

GC24S0B4 



Operating 



Tape Labels 



GC24-5070 



*«>■ 



lyianagemant and 
System Programmer 



1 f Problem Programmer 



Performance 
Estimates 

GC24-5020 



System Generation 
and Maintenance 

GC24-5015 



1401/1460 Timing 
Program for Tape 
Sort/Merge Program 
GC24-3439 



Concepts and 

Facilities 

GC24-S030 



Data Management 
Concepts 
GC24-3430 
GY24-5022 (PLM) 



System Generation 
and Maintenance 

GC24-Sai5 



Operating Guide 
GC24-5021 



System Control 
and System 
Service Programs 
GC24-S034 



Assembler 
Language 
GC24-3414 
GY26-3642 (PLM) 




Supervisor and 
I/O Macros 
GC24-S03S 
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GLOSSARY OF TERMS 



Not all of the terms listed here are 
used in this book, but sooner or 
later you will run across all of them, 
and be abl e to come back and look 
them up. 

access method : 

A technique for moving data between 

main storage and an input/output 

device. 

address constant : 
A number, or a symbol repre- 
senting a number, used In 
calculating storage addresses. 

alias : 

Another name for a member of a 
partitioned data set; another 
entry point of a program. 

allocate : 

Assign a resource to a job or task. 

asynchronous : 

Without regular time relationship; 
unexpected or iinpredic table with 
respect to the execution of a pro- 
gram's instructions. 

attach (task) ; 

To create a task control block and 

present it to the supervisor. 

attribute ; 

A trait; for example, attributes of 
data include recoixi length, record 
format, data set name, associated 
device type and volume identifica- 
tion, use, creation date, etc. 

auxiliary storage : 

Data storage other than main 

storage. 

basic access method : 

Any access method In which each 

input/output statement causes a 

machine input/output operation to 

occur. (The primary macro 

instructions used are READ and 

WRITE.) 

batch processing ; 

(See stacked job processing. ) 



block (records) : 

1. To group records to conserve 
storage space or to Increase the 
efficiency of access or processing. 

2. A blocked record. 3. A portion 
of a telecommunications message 
defined as a unit of data transmis- 
sion. 

block loading : 

Bringing the control section of a 
load module into adjoining posi- 
tions of main storage. 

buffer (program input/output) : 
A portion of main storage into 
which data is read , or from 
which it is written. 

catalog ; 

1. The collection of all data set 
indexes maintained by data man- 
agement. 2. To include the vol- 
unie identification of a data set in 
the catalog. 3. In DOS to add a 
program to a library. 

cataloged data set : 

A data set that is represented in an 

Index or series of indexes. 

cataloged procedure ; 
A set of job control statements in 
the SYSl. PROCLIB data set. The 
procedure can be used by naming it 
in an execute (EXEC) statement. 

CAW (chajinel address word) : 
A word In main storage at location 
72 that specifies the location In 
main storage where a channel pro- 
gram begins . 

CCW (channel command word ): 
A double word at the location in main 
storage si>ecifled by the CAW. One 
or more CCWs make up the channel 
program that directs channel opera- 
tions . 

CE cell ; 

A data cell used to test an IBM 2321. 

A CE cell is recognized by a sense 

to bin 0, subcell 19. If the CE 

sense bit is on, the CE cell is 

mounted. 
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CE pack : 

A disk pack used to test an IBM 2311 
or 2314. It has an HO data length of 
6 at any location other than cylinder 
0, track 0. 

CE volume : 

If the device Is a 2311 or 2314, see 
CE pack . If the device is a 2321, 
see CE cell . 

channel ; 

A hardware device that connects 
the CPU and main storage with the 
l/O control units . 



CRT (Cathode Ray Tube ): 
Visual Display Screen. 

CSW (channel status word) ; 

A word in main storage at location 

64 that provides information about 

the termination of an input/output 

operation. 

data management : 
Those parts of the control program 
that provide access to data sets, en- 
force data storage conventions, and 
regulate the use of input/output 
devices. 



communications interval : 
A period of communication between 
the console operator and OLTEP. 
The operator is requested by 
OLTEP to enter the test-run def- 
inition at this time. 



data organization : 

The arrangement of a data set. 

data protection ; 

A safeguard invoked to prevent the 

loss or destruction of customer data. 



concatenated data se t: 

A group of logically connected data 

sets. 



data security: 

A safeguard invoked to prevent the 

accessing of customer data. 



Configuration Data Set (CDS) ; 
A record of information about an 
I/O device or CPU accessed by 
OLTEP and the CLT. 

control blocks : 



A storage area used by the opera- 
ting system to hold control informa- 
tion. 

control dictionary : 
The external symbol dictionary and 
relocation dictionary, collectively, 
of an object or load module. 

control program : 
The routines in the operating sys- 
tem that manage resources, imple- 
ment data organization and com- 
munications conventions, or con- 
tain privileged operations . 

control section ; 

That part of a program specified by 
the programmer to be a relocatable 
imit, all of which is to be loaded Into 
adjoining main storage locations. 

control volume : 

A volume that contains one or more 

indexes of the catalog. 

CPU (central processing unity . 
The imit of a system that contains 
the circuits that control and per- 
form the execution of instructions. 



data set : 

The major unit of data storage and 
retrieval In the operating system, 
consisting of a collection of data in 
one of several prescribed arrange- 
ments and described by control in- 
formation that the system has ac- 
cess to. 

data set control block (DSCB) ; 
A data set label for a data set in 
direct-access storage. 

data set label (DSL) : 
A collection of information that 
describes the attributes of a data 
set, and that is normally stored 
with the data set; a general term 
for data set control blocks and 
tape data set labels . 

default value : 

A predetermined value used In 

place of an omitted entry. 

deferred entry ; 

An entry Into a subroutine that 
occurs as a result of a deferred 
exit from the program that 
passed control to it. 

deferred exit : 

The passing of control to a sub- 
routine at a time determined by 
an asynchronous event rather 
than at a predictable time. 
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device independence : 
The ability to request Input/ 
output operations without regard 
to the characteristics of the 
input/output devices. 

device name : 

Usually, the general name for a 
kind of device, specified at the 
time the system is generated. 
For example, 2311 or 2400 or 
TAPE . (See Unit name. ) 

direct access : 

Retrieval or storage of data by a 
reference to its location on a 
volume, rather than relative to 
the previously retrieved or 
stored data. 

dispatching priority ; 
A number assigned to tasks to 
determine the order in which they 
will use the central processing 
unit in a multitask situation. 

dump (main storage) ; 
1. To copy the contents of all or 
part of main storage onto an out- 
put device, so that it can be 
examined. 2. The data result- 
ing from 1 . 3 . A routine that 
will accomplish 1. 



expiration date ; 

A date witiiln a tape label for data 
protection. The tape cannot be 
used as a scratch tape without per- 
mission from the operator until 
this date has expired. 

extent ; 

The physical locations on input/ 
output devices occupied by or 
reserved for a particular data set. 

external reference ; 

A reference to a symbol defined in 

another modide. 

external symbol : 
A control section name, entry 
point name, or external reference; 
a symbol contained in the external 
symbol dictionary. 

external symbol dictionary (ESP) : 
Control information associated 
with an object or load module which 
identifies the external symbols in 
the nmodule. 

fetch (program ); 

1. To load requested load modules 
into main storage, relocating them 
as necessary. 2. A control routine 
that accomplished 1. 



entry point; 

Any location in a program to 
which control can be passed by 
another program. 

event ; 

An occurrence of significance to 
a task; typically, the completion 
of an asynchronous operation, 
such as input /output. 

exchange buffering ; 
A technique using data chaining to 
avoid moving data in main storage, 
in which control of buffer seg- 
ments and user program work 
areas is passed between data man- 
agement and the user program. 

exclusive segments ; 
Segments in the same region of an 
overlay program, neither of which 
is in the path of the other. They 
cannot be in main storage simul- 
taneously. 

execute (EXEC) statement : 
A job control statement that desig- 
nates a job step by identifying the 
load module to be fetched and 
executed. 



F format ; 

A data set record format in which 

the logical records are the same 

length. 

File Protect Mode (FPM) : 
A mode of operation that insures 
maximum protection and security 
of customer data. While in file 
protect mode, the system performs 
no write operations and reads no 
customer data. 

generation data group ; 
A collection of successive, his- 
torically related data sets. 

GPR (General purpose register) ; 
Temporary storage with capacity of 
one word. There are 16 GPRs on 
System/360 computers. 

IC (Instruction counter ); 
Hardware circuit which tells the 
central processor (CPU) what 
main storage address to find the 
next instruction to execute. 
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incluaive segments : 
Overlay segments in the same 
region that can be in main 
storage simultaneously. 



job control statement ; 
A control statement in the input 
stream that identifies a job or 
defines its needs. 



Index (data management ): 
1. A table In the catalog structure 
used to locate data sets. 2. A 
table used to locate flie records of 
an indexed sequential data set. 

Initial program loa ding (IPL) : 
The initialization procedure which 
loads the nucleus and begins nor- 
mal operations. 

initiator ; 

The part of the job scheduler that 
selects jobs and job steps to be 
executed, allocates input/output 
devices for them, places them 
under task control, and at com- 
pletion of the job , supplies con- 
trol information for writing job 
output on a system output unit. 

in|M.t stream : 

Job control statements entering 
the system; may also include 
input data. 

input queue ; 

A queue of job information the job 
scheduler uses to select the jobs 
and job steps to be processed. 

installation ; 

A particular computing system. In 

terms of the overall work it does 

and the people who manage it, 

operate it, apply it to problems, 

service it, and use the results it 

produces. 

Interrup t; 

An asynchronous occurrence which 
causes the central processor (CPU) 
to cease Its normal execution of 
instructions and store the Current 
Program Status Word (PSW). A 
new PSW is utilized and it In turn 
tells the Central Processor what 
main storage address to find ttie 
next instruction to execute. Inter- 
rupts are caused by several differ- 
ent and unrelated gltuatlons. One 
of these Is the end of an l/O opera- 
tion. 

job : 

A unit of work for the system from 
the stand-point of installation ac- 
counting and control. A job con- 
sists of one or more job steps. 



job library : 

A set of user-identified partitioned 
data sets used as the main source 
of load modules for a given job. 

job management; 

A general term for the work done 

by the Job scheduler and master 

scheduler. 

job queue : (See input queue.) 

job scheduler : 

The part of the control program 
that controls input streams and 
system output, obtains input/ 
output resources for jobs and job 
steps, attaches tasks correspond- 
ing to job steps, and otherwise 
regelates the use of the system 
by jobs. (See reader. Initiator, 
output writer.) 

job (JOB) statement : 
The control statement in the input 
stream that identifies the begin- 
ning of a series of job control 
statements for a single job. 

job step : 

A unit of work associated with one 
processing program or one cata- 
loged procedure, and related data. 

language translator ; 
Any assembler, compiler, or 
other routine that accepts state- 
ments in one language and pro- 
duces equivalent statements in 
another language. 

library : 

1. A collection of objects (for 
example, data sets, volumes, 
card decks) associated with a par- 
ticular use, and identified in a 
directory. See Job library, link 
library, system library. 2. Any 
partitioned data set. 

limit priority ; 

A number associated with a task 
in a multitask operation, rep- 
resenting the hi^eat dispatching 
priority that the task can assign 
to Itself or to ai^ of its subtasks. 
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link library : 

A partitioned data set which, un- 
less otherwise specified, is used 
in fetching load modules referred 
to in execute (EXEC) statements 
and in ATTACH, LINK, LOAD, 
and XCTL macro Instructions. 

linkaRe .- 

The way two routines or modules 

communicate. 

linkage editor : 

A program that produces a load 
module by changing object modules 
into a form acceptable to fetch, 
combining object modules and load 
modules into a single new load 
module, resolving symbolic cross 
references among them, replacing, 
deleting, and adding control sec- 
tions automatically on request, and 
providing overlay facilities for 
modules requesting them. 

load : 

To read a load module into main 

storage. 



master scheduler ; 
The part of the control program 
that responds to operator com- 
mands and returns required in- 
formation. 

MFT : 

Multiprograjnming with a fixed 

number of tasks . 

MFT2 ; 

Improvement on MFT which 

orients it with MVT (see below). 

Micro program : 

Generated by IBM and stored in 

the ROS (Read Only Storage) area 

of the CPU (Central Processing 

Unit). Used by the CPU to decode 

instructions (see ROS for further 

definition). 

module (programming) : 

A program unit that is Input to, or 

output from, a single execution of 

an assembler, compiler, or linkage 

editor; a source, object, or load 

module. 



load module ; 

The output of the linkage editor; a 

program in a form suitable for 

loading into main storage for 

execution. 

locate mode ; 

A way of providing data by pointing 

to its location instead of moving it. 

logical record : 

A record that is defined in terms 
of the information it contains 
rather than by its physical traits. 

macro instruction : 
A macro instruction statement, the 
corresponding macro instruction 
definition, the resulting assembler 
languE^e statements, and the 
machine language instructions and 
other data produced from the as- 
sembler langu^e statements; loose- 
ly, any one of these representations 
of a machine language instruction 
sequence. 

main storage : 

All addressable storage from which 
instructions can be executed or 
from which data can be loaded 
directty into registers. 



move mode ; 

A way of providing data by moving 

it instead of pointing to its location. 

multijob oijeration ; 

Concurrent execution of job steps 

from two or more jobs. 

multiprogramming : 

Using main storage for more 

than one program at a time. 

multitask operation ; 
Multiprogramming; called multi- 
task operation to express parallel 
processing not only of more than 
one program, but also of a single 
reenterable program used to do 
many tasks. 

MVT ; 

Multiprogramming with a variable 

number of tasks . 

name ; 

A set of one or more characters 
that identifies a statement, data 
set, module, etc. , and that is 
usually associated with the loca- 
tion of that which it identifies. 
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nucleus : 

That part of the control program 
that must always be present in 
main storage. Also, the main 
storage area used by the nucleus 
and other transient control pro- 
gram routines . 

object module : 

The output of a single execution of 
an assembler or compiler, which 
eonstil;utes input to linkage editor. 
An object module consists of one or 
more control sections in relocatable, 
though not executable, form and an 
associated control dictionary. 

On-Liiie Test (OLT ): 
A test program of the on-line test 
system.. The testJ3 reside in the 
core image library, and are 
brought into core storage by OLTEP 
when requested by the operator. 



overlay : 

To place a load module or a seg- 
ment of a load module Into main 
storage locations occupied by an- 
other load module or segment. 

overlay (load) module : 
A load module that has been 
divided into overlay segments, 
and has been provided by linkage 
editor with information that en- 
ables overlay supervisor to load 
the desired segments when re- 
quested. 

overlay segment ; (See segment. ) 

overlay supervisor ; 

A control routine that controls 

fetching of overlay segments on 

the basis of information recorded 

in an overlay module by linkage 

editor. 



On- Line Test Executive Program 
(OLTEP ); 

The control program of the on-line 
test system. OLTEP is the inter- 
face between the on-line test and 
the operating system. 

on-line test system : 
A control program, OLTEP, and a 
series of tests (OLTs) designed to 
test l/O devices while permitting 
normal system processing in the 
foreground partitions . 

operator command ; 
A statement to the control program, 
issued via a console device, which 
causes the control program to pro- 
vide requested information, alter 
normal operations, initiate new 
operations, or terminate existing 
operations. 

output queue : 

A collective term for the 36 queues 
of control information describing 
system output data sets. These 
queues specify to an output writer 
the location and disposition of sys- 
tem, output. Each of the 36 queues 
is associated with one output class. 

output writer : 

A part of the job scheduler that 
writes output data sets onto a sys- 
tem output unit, independently of 
the program that produced such 
data sets. 



parallel processing ; 
Concurrent execution of one or 
more programs . 

partition : 

In systems with MET, an area of 

main storage set aside for a job. 

Partitioned data set: 
A data set divided into several 
members. Each member has a 
unique name and is listed in a 
directory at the beginning of the 
data set. Members can be 
added or deleted as needed. Rec- 
ords within members are organ- 
ized sequentially. 

path: 

A series of segments that form 
the shortest distance in a region 
between a given segment and the 
root segment. 

PCP (primary control program) ; 
The basic control program, which 
provides sequential scheduling 
with no multiprogramming. 

physical record ; 

A record that is defined In terms 
of physical qualities rather than 
by the information it contains. 

polling : 

A technique by which each of the 
terminals sharing a communica- 
tions line is periodically checked 
to determine if it requires ser- 
vicing. 
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post : 

Note the occurrence of an event. 

private library (of a job step ); 
A partitioned data set other than 
the link library or the job library. 

privileged Instruction ; 
An instruction that can be executed 
only while the CPU is in the super- 
visor state. Protection, l/O, direct 
control, and any instructions that 
manipulate the program status 
words are privileged. 

problem program ; 
A routine that solves problems, 
monitors industrial processes, 
sorts and merges records, per- 
forms computations, processes 
transactions against stored rec- 
ords, etc. , as opposed to a con- 
trol program or a language 
translator. 

processing program ; 
Any program, such as a problem 
program or a language translator, 
other than a control program. 

prompting ; 

A request for help made by the 
operator when entering the test- 
run definition. OLTEP prints 
examples of the field requested 
by the operator. 

PSW (program status word) : 
A double word in main storage used 
to control the order in which instruc- 
tions are executed, and to hold and 
indicate the status of the system in 
relation to a particular program. 



Quiesce Mode ; 

A mode of operation that requires 
the foreground partition to be 
stopped by the operator. The 
operator does this on the console 
by issuing the PAUSE EOJ and 
STOP commands when requested 
by OLTEP. 

reader : 

The part of the job scheduler that 

analyzes an input stream. 

ready condition : 
The condition of a task that is 
ready to be performed by the 
central processing unit. 

real time (interval timer ); 
Actual time. 

record : 

A unit of data. 

reenterable : 

A program concurrently usable 

by two or more tasks. 

region : 

In systems with MVT, an area of 
main storage set aside for a job 
step task or a system task. 

relocation : 

The changes of address constants 

required when a change of origin 

of a module or control section is 

made. 

relocation dictionary ; 
That part of an object or load mod- 
ule which identifies all relocatable 
address constants in the module. 



qualified name ; 

A data set name that is composed 
of multiple names separated by 
periods {for example, TREE. 
FRUIT. APPLE). 

qualifier : 

All names In a qualified name other 
than the rightmost, which is called 
the simple name. 

queued access method ; 
An access method that automat- 
ically governs the movement of 
data between the program using the 
access method and input/output de- 
vices. (The primary macro in- 
structions used are GET and PUT.) 



resource ; 

Any facility of the system required 
by a job or task, including main 
storage, input/output devices, the 
central processing unit, data sets, 
and control and processing pro- 
grams. 

resource manager ; 
Any control program routine re- 
sponsible for the handling of a 
resource. 
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return code ; 

A number placed In a designated 
register (the "return code regis- 
ter") at the completion of a pro- 
gram. The number is estab- 
lished by user-convention and may 
be used to influence the execution 
of succeeding programs or, in the 
case of an abnormal end of task, 
it may simply be printed for pro- 
grammer analysis. 

return code registe r: 
A register in which a user-specified 
condition code is placed at the com- 
pletion of a program. 

reusable : 

Usable by two or more tasks. (See 

reenterable, serially reusable.) 

root segment : 

The first segment In an overlay 

program. 

ROS (read only storage ): 
A data retrieval technique which is 
utilized by System/360, Models: 20, 
30 , 40, 50 and 65 for the purpose of 
instruction decoding. The central 
processor unit (CPU) takes an In- 
struction from main storage and 
shows it to ROS. ROS tells the 
CPU how to perform that Instruc- 
tion. 

scatter loading : 

Placing the control sections of a 
load module into non-adjoining 
positions of main storage. 

scheduler ; 

(See master scheduler and job 

scheduler. ) 



serially reusable ; 

Usable by another task after the 

current use has been concluded. 

short block : 

A block of F format data which 
contains fewer logical records 
than are standard for a block. 

simple buffering ; 
A technique for controlling buf- 
fers in such a way that the buf- 
fers are assigned to a single 
data control block. 

simple name : 

The rightmost component of a 
qualified name (for example 
APPLE is the simple name in 
TREE. FRUIT. APPLE). 

source module ; 
A series of statements which 
make up the entire input to a 
single execution of an as- 
sembler or compiler. 

stacked job processing : 
A technique that permits multiple 
job definitions to be grouped 
(stacked) for presentation to the 
system, ■wtiich automatically 
recognizes the jobs, one after 
the other. 

storage block ; 

An area of main storage con- 
sisting of 2048 bytes to which a 
storage key can be assigned. 

subtask ; 

A task Qiat la created by another 
task by means of the ATTACH 
macro instruction. 



secondary storage ; 
Auxiliary storage. 

seek : 

Position the access mechanism of 
a direct-access device at a speci- 
fied location. 

segment : 

1. The smallest unit (one or more 
control sections) fliat can be loaded 
during execution of an overlay pro- 
gram. 2. As applied to telecom- 
munications, a portion of a message 
that can be contained in a buffer. 



supervisor ; 

The key controlling part of the 
operating system. The super- 
visor governs the use of the main 
frame - the central processing 
unit and main storage. 

supervisor state : 
The state of CPU operation that 
allows execution of privileged 
instructions. When bit 15 of the 
PSW is zero, the CPU Is in the 
supervisor state. 
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SVC (supervisor call) ; 
An instruction which causes an SVC 
interruption in the hardware to give 
control to a control program rou- 
tine (called an SVC routine) for 
some specific action, such as re- 
assigning parts of main storage or 
retrieving data from an l/O device. 

synchronous ! 

Occurring with a regular or pre- 
dictable time relationship. 



SYSl. MODLIB ; 

A data set, normally kept offline, 
used for storing program mod- 
ules during modification by 
processes such as linltage editing 
and system generation. 

SYSl. NUCLEUS : 
A system data set on the primary 
system residence device contain- 
ing the IPL program and the pri- 
mary nucleus . 



sysin : 

A system input stream. 

SYSOUT : 

A system output stream. 



SYSl. PROC LIB : 
A data set containing cataloged 
procedures -- handy sets of con- 
trol statements that can be called 
into use by EiXEC statements. 



system input unit : 

A device specified as a source of 

an input stream. 

system library : 

The collection of all cataloged 

data sets at an installation. 

system macro instruction : 
A macro instruction that provides 
access to operating system facil- 
ities . 

system^ output unit : 

An output device shared by all jobs. 

system residence volume : 
The volume on which important 
operating system routines and 
data are located. 

SYSCTLG: 



An optional system data set on the 
primary system residence device 
containing addresses relating in- 
stallation data set names to 
specific volume numbers. 

SYSl.GENLIB : 

A data set, normally kept offline, 

used for system generation. 

SYSl. LINKLIB ; 

A system data set containing Uie 

system program modules that are 

not either permanently resident In 

main storage or resident in the 

SYSl.SVCLIB. 

SYSl.LOGREC : 

A system data set on the primary 
system residence device contain- 
ing Information regarding system 
failures . 



SYSl.SVCLIB : 

A system data set on the primary 
system residence device contain- 
ing all of those SVC routines, 
l/O error recovery routines , and 
access method routines, that are 
not permanently resident in main 
storage. 

SYSl.SYSJQBQE : 
A system data set used by the 
scheduler as a storage and work 
area for Information about the 
input and output streams. Con- 
tains the Input queue and output 
queue. 

task : 

A unit of work for the central 
processing unit from the stand- 
point of the control program; 
the basic multiprogramming unit 
under the control program. 

task dispatcher : 
The control program routine 
that selects from the task queue 
the task that Is to be performed 
by the central processing unit. 

task management ; 
The work done by the supervisor; 
regulating the use of the central 
processing unit and resources 
other than input/output devices . 

task queue : 

A queue of all the task control 
blocks present in the system at 
any one time. 
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telecommunications : 
Data transmlaslon between a sys- 
tem and remotely located devices 
via a unit that performs format 
conversion and conti'ols the rate 
of transmission. 

teleprocessing : 

A term associated with IBM tele- 
communications equipment and 
systems. 

test-run definition : 
Information requested by OLTEP 
at tile various communications 
intervals. This information con- 
sists of the device to be tested, the 
test or test routines to be executed, 
and the options to be exercised. 

test translator : 

A facility that allows various de- 
bugging procedures to be speci- 
fied in assembler language pro- 
grams. 



V format : 

A data set format in which logical 
records are of varying length and 
include a length indicator; and in 
which V format logical records 
may be blocked , with each block 
containing a block length indica- 
tor. 

volume : 

That part of a unit of storage 
media which is accessible to a 
single read/write mechanism. 

volume table of contents (VTOC ): 
A table associated with a direct- 
access volume, which describes 
each data set on tiie volume. 

wait condition : 

The condition of a task that needs 
one or more events to occur be- 
fore the task can be ready to be 
performed by the central process- 
ing unit. 



text : 

The control sections of an object 

or load module. 

throughp ut: 

The rate at which work can be 

handled by a system. 

transmittal mode : 
The way liie contents of an input 
buffer are made available to the 
program, and the way a program 
makes records available for out- 
put. 

tumaroiMtd time : 

The time between submission of a 
job to a computing center and the 
return of results . 

U format: 



A data set format in which blocks 
are of unknown length. 

unit name : 

Usually, the unit address of a par- 
ticular device , specified at the 
time a system ia installed. For 
example 191 or 293. (See device 
name.) 

user : 

Anyone who requires the services 

of a computing system. 



wait state ; 

The state of the system when no 
instructions are being processed, 
but the sjnstem is not fully 
stopped. The system can ac- 
cept l/O and external interrup- 
tions, and can be put through the 
IPL procedure. 
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